7 September 1960 V. 218/10 Is. Weekly 


Four Schools 


Measured Rates 


For years it has been the best in the World. Now, with the 


introduction of new features it is even better. Better because: 


Check regulator recessed 
This improves the appear- 


removes all possibility 


Improve 


Door Closer MK III 


The Inside Story The “Briton” Door Closer is well known. 


Rubber “0” rings are used 
These are housed in a groove which 
creates an air chamber. This breaks 
capillary attraction and prevents 
oil from creeping up the spindle. 


ance of the Closer, and om 
e 


of damage either before 
or after it is fitted to 


the door. 


WILLIAM. 


Bearing lengthened 


This improves the stability and 
alignment of the spindle, and 
provides a seating for a 
new method of oil sealing. 


RITON 


DOOR CLOSER 


NEWMAN & SONS LTD. 


HOSPITAL STREET 


The Architect and Build 


News, 7 Ser 


Adjustable arm covered 
This covering conceals the screw 
thread on the arm and improves 
the appearance of the Closer. 


The prevention of draughts and banging doors 
is in your hands. Specify “Briton” and you 
eliminate both. It fits right and left hand doors 
without alteration, and the spring can be regulated 
to six different strengths by finger tip control. 
Doors are closed both smoothly and silently. 
When a “Briton” Door Closer is fitted it can be 
relied on. It is guaranteed for fen years! 


BIRMINGHAM 19 
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finest floors 
the 


IMAGINATIVE MODERN FLOORS 


SEMTEX 10 SEMTEX HOUSE 


BERNERS STREET - LONDON W.1 + TEL: LANGHAM 0401 


Dunlop Rubber Flooring in the 
entrance hall at the offices of 
Messrs. Reardon Smith Ltd., Cardiff. 


Semtex, manufacturers of a 
wide range of flooring materials, 
including Semastic Decorative 
Tiles, Semfiex Tiles, Vinylex Tiles, 
Dunlop Rubber Flooring and Vertilex 
Decorative Wall Tiles, will employ their vast 
resources in taking welcome responsibility 
for your entire flooring operation. 

Twenty contracting branches 

throughout the country will advise 

readily on all flooring and 

pre-treatment problems and offer a 
highly-skilled laying service, 

providing, in addition, comprehensive 
facilities for design. 


Ltd 
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These floors in the Herbert Museum and Art Gallery, Coventry 
covered with Williamson's heavy grade linoleum (4.50 mm.) 


Wodev Low capita! cost, ease of laying, durability, minimum maintenance, 
Ww quality of finish and appearance... judge how you will, Williamson's 
ag e linoleum is unequalled as a commercial or industrial floor covering. 

LWoleunn From the design point of view,Williamson's offer a range of linoleums 
with colour values carefully chosen to complement modern decors. 


Designers and architects can find in this range just what they need 


to carry through a scheme—and carry it through economically. 
Specialised knowledge is readily available. For advice and inform- 


ation, please contact the Williamson Technical Advisory Service. 


=wILLIAMSON LINOLEUM 


JAS. WILLIAMSON & SON LIMITED + LANCASTER + FOUNDED 1844 


irchitect. Herbert, Son & Sawday, F/4.R8.1.B.4. Contractor: Coventry Tile Co. Ltd. 
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PILKINGTONS’ GLASS CLADDING MATERIALS INCLUDE “ARMOURCLAD” AND “MUROGLASS” 


For full information write to the Technical Sales and Service Department, Pilkington Brothers Limited, St. Helens, Lancashire. Tel: St. Helens 4001; 
LONDON OFFICE: Selwyn House, Cleveland Row, St. James's, S.W.1. Tel: WHitehall 5672-6. 


Supplies are available through the usual trade channels. ‘*ARMOURCLAD” is a registered trade mark of Pilkington Brothers Limited, 
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H. J. Heinz Company Limited 
choose Ceramic Tiles 


Architect: FE. D. Vefferiss Mathews, O.B.E., F.RA.B.A., A.RAC 
of ¥. Douglass Mathews and Partners, London 


General 
Contractors: A, Monk and Co. Ltd., Warrington and Londor 


Tile Fixers: W. B. Simpson and Co. Ltd., London, S.WS 


. . . for complete hygiene in the Surgery, and throughout their vast new Factory at 
Kitt Green. ONLY Ceramic Tiles meet so completely, the stringent standards 


required for food processing. 


Visit the Council's display of ceramic tiles, at the Building Centre, Store St., Tottenham Court Rd., W.C.1. 


British 


Ceramic TIIILIE|S 


Sritish Ceramic Tile Council, Federation House, Stoke-on-Trent 
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COUPLED 


DOU BLE({| GLAZED 


... PURPOSE-MADE IN FINEST TIMBERS To 
ARCHITECT'S SIZE, STYLE AND FINISH 


BUILDING RESEARCH 
STATION TESTS 


When a_ standard-production TOMO 
WINDOW WALL-Unit (8 ft. x 8ft.) was 
tested at the Building Research Station, 
Garston, the mean thermal transmittance of 
the complete unit was found to be 0°31 B.Th. 
U./sq. ft./hi°F. This is equal to the thermal 
transmittance of a traditional in. cavity 
brick wall! This impressive result was 
further improved to 029 when the TOMO 
Pleated Blinds, fitted between the panes 
were lowered. 

The U-value of the window-area only was 
found to be 0938: with TOMO pleated 
blinds down, it became 035. At 038, TOMO 
double-glazed WINDOWS are substantially 
(29%) better than the U-value of 047 quoted 
for conventional double windows in the 
1.H.V.E. Guide to Current Practice, 1955. 


The excellent thermal-efficiency achievement of TOMO double-glazing (amply demonstrated in 
the report of recent B.R.S. Tests, quoted on left) is one of many good reasons why architects 
specify these superb windows. 


Another is the ever-increasing need for maximum sound reduction. In this respect TOMO 
WINDOWS, afford a reduction in sound level of approximately 40-50 decibels. 


The marked success of TOMO double-glazed WINDOWS is due to the fact that two panes of 
glass are carried in separate sashes, which in turn, are coupled together in such a manner that 
air filtration can take place between the panes. This time-honoured method of coupling, which 
is used extensively throughout Scandinavia, not only prevents condensation forming between 
the panes but allows the sashes to be opened for the purpose of cleaning the insides of the two 
panes and for gaining access to TOMO pleated blinds that can be housed between them. 


TOMO double-glazed WINDOWS also offer the advantages of finely-controlled ventilation and 
total indoor window-cleaning. They are suitable for inward or outward opening and can be 
top-hung, bottom-hung, side-hung or pivot-hung 
Full information forwarded on request : 
TOMO TRADING Co. Ltd., COWLEY PEACHEY, U XBRIDGE, Middx. 
Telephone: West Drayton 3751 (10 lines) 


ONE OF THE TOMO GROUP OF COMPANIES 


+e e+ + + + + 
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Bowater T/A Panels 


High thermal and acoustic efficiency. 
Easily fixed and already decorated. 
Size: 2’ x2’ x1’. 


Bowater Metal T/A Panels 


Very efficient in keeping noise down 
and warmth in—and completely in- 
combustible. (Sound absorption co- 
efficient of 0.9—in the vitally important 
middle range.) Size: 20” x 20’ x 1”. 


Bowater Insulation Board 


For roof lining and suspended ceilings. 
High thermal efficiency. Easy to install with 
Bowater Metal Fixing Systems. Size: 
2’ x 2’ x $” or ?” panels or in sheets. Avail- 
able with flame retardant or Witelite finish. 
If you're particularly interested in Industrial 
Insulation—write for a copy of ‘‘The Heat 
Barrier’’, which deals comprehensively 
with the whole subject, and shows how 
heating costs can be greatly reduced. 


Bowater Dry Construction Panels 


For the most economical decorative ceiling, with 
an excellent thermal insulation performance. 
Leathergrain finish. Fixed by nailing to battens. 
Size: 2 x2’ 


Bowater Acoustic Panels 


Insulation board perforated to 
+” depth, giving good acoustic 
qualities. Easy to fix—they can 
even be stuck in place. Size: 
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Read all about 


Bowater Ceilings 


..+ ‘Quiet Please’’— 

a comprehensive booklet 

on acoustics and 

Bowater Acoustic products. 
Write for a copy now. 


The Bowater Ceiling Service 


The range of Bowater products, designed to meet 
a wide variety of needs and prices, is backed by 
comprehensive service from a nationwide net- 
work of distributors and fixing contractors. They 
are ready with advice and technical assistance, 
including drawing-board work and acoustic and 
thermal analyses. This service is at your disposal 
from the moment you answer this advertisement, 
right up to when the building’s handed over. 


Write to: 


BUILDING PRODUCTS DIVISION, BOWATERS SALES COMPANY LIMITED, 
BOWATER HOUSE, KNIGHTSBRIDGE, S8.W.1. Telephone: KNightsbridge 7070 


Also at: BowatersIrish Wallboard Mills Ltd., Athy, Co, Kildare, Ireland. Tel: Athy 80 
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and new ranges of 
Crittall aluminium windows, designed to match the most forward- 
looking architectural concepts and to meet the toughest practical 
demands. 

Thorough research, advanced design and manufacturing techniques, 
a new factory specialising in aluminium windows and equipped with 
the most up-to-date anodizing plant—these, allied to Crittall’s long 
experience, help to make tomorrow’s buildings better to live in and 
work in, less costly to maintain. 

Tht SCUTTISH LIFE ASSURANCE CO. LTD., BIRMINGHAM: An installation of Crittall 
aluminium Continental windows — completely weather-stripped and fully 
reversible for cleaning, with ‘Solomatic’ Venetian Blinds between double glazing. 
Architects: Surman, Kelly and Surman. Contractors: C. Bryant and Son Ltd. 
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Write for leafiet 2m’ 
THE CRITTALL MANUFACTURING CO. LTD 
BRAINTREE - ESSEX « Branches and 
depots throughout the country 
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One cont 
A STANDARD GRADE 
GLEEM 
TREATMENT 


wp 
damp cloth 


Invaluable. That’s the only word to describe the FTL ‘Floor Wheel’. 
Turn the pointer to the type of flooring you are concerned with. At a 
glance, the ‘Floor Wheel’ shows you: treatment required—type of finish 
obtained—maintenance. On the back of the wheel, there is detailed 
information on application, coverage, etc. You will find the ‘Floor 
Wheel’ a really practical aid. 


Tel: High Wycombe 4214 


FLOOR FINISH PROBLEMS 
SOLVED AT A GLANCE 


This simple selector gives the answer 


% Write FLOOR TREATMENTS LTD. (DEPT. A.B.N.), LLOYD BANK CHAMBERS, HIGH ST., HIGH WYCOMBE, BUCKS. 


* The FTL ‘Floor Wheel’ is 
available free of charge 
to any Architect who cares 
to send us his card or name 
and address. For further 
information or advice on 
any floor problem whatever 
it may be contact the FTL 
Floor Advisory Service 


MM 
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i:c.l. PLASTICS FoR MODERN: LIGH TING 


‘Perspex’ acrylic sheet 
for modular ceiling 
lighting fittings 


Modular fittings with opal ‘Perspex’ diffusers meet 
the lighting requirements of modern office 
blocks with low ceiling heights. The diffusing 
covers of modular fittings are often large and must 
be designed so that they do not sag. Studies on 
pe the “creep” properties of ‘Perspex’ provide 
the necessary data to ensure trouble-free operation 
over very many years. 


- 


‘Perspex’ is the registered Equipment used at the T.S. & D. Department, I.C.I. 
‘PERSP E BWM rade mark for the acrylic sheet Plastics Division, to measure the “‘creep’’ characteristics 


manufactured by 1.C.1. of ‘Perspex’ acrylic sheet. 


: Modular ceiling lighting fittings with opal ‘Perspex’ diffusing panels made by The General 
: Electric Company Limited, installed in the Midland Bank Ltd., High Holborn. 


IMPERIAL CHEMICAL INDUSTRIES LIMITED LONDON s.w.1 
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Architect: G. S. Hay, F. RBA. Chief Architect, Co-operative 
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lesale Society Ltd., Manchester 
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B.A. —in association with H. Conolly. C.B.E., F.R1.B.A. 


\., Chief Architect, Stovengs Development Corpare 


EMPIRE STONE 


was used in these buildings 


Empire Stone Co. Ltd. 


Thanet House, 231 Strand, London, W.C.2. 
Berkeley House, Birmingham 16. 
Narborough, Nr. Leicester. 

26 Greek Street, Stockport. 


Aum 
} puse and ‘Station 2 
chitects: Wills & Kaula, F.RA.BA. ibberd, C.B.E., F.R. 
Architects: Harry W. Weedon, F.R1BA. & Partners hitect: W. Richardson Whice, 


THERE’S ONLY 


THE BEST BOILER YOU CAN BUY 
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Capacity 
40,000 
B.t.u./h. 


BEST 


OIL-FIRED 

MODELS 
Available from 
60,000 B.c.u./h 


B.c.u./h 


You can confidently recommend and supply 
Janitor Boilers—whether solid fuel 

or oil-fired models—because you can rely 

on these important facts. 

Janitor Boilers make customer satisfaction 
certain, by reliable and efficient service. 
They are produced by the most 

modern manufacturing techniques, and their 
design is the result of years of experience 

in the evolution of the modern domestic 
boiler. They are built of the best materials, 
and the various components have 
undergone the most exacting tests. 


“BOILER HOUSE’ 
ONL-FIRED 
MODELS 


Available from 


Available from 
50. B.t.u./h. 
to 140,000 


There are Bt.u./h 


JANITOR Boilers 
suitable for all fuels 
and for all domestic 

applications. For 
details please fill 
in the coupon. 


JUNIOR 
SOLID FUEL 
MODEL 
Capacity 
40,000 

B t.u./h, 


Please supply full particulars of your range of Boilers. 


ADORESS 
_ (asa 


JANITOR BOILERS LIMITED CAMBERLEY SURREY 


A member of the Powell Duffryn Group of Companies 


OTHER 


to 200,000 


MP .7729 
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Now who would have thought 
the Stelrad Steel Radiator 
had been with us for nigh on 
twenty-five years ? 

Why, you can probably 
remember people telling 
about it at the time. 


Some were doubters, holding 

forth about steel and how the only 
Radiator to use was one that was 
not only heavy to handle but 
ungainly to behold. But where 

is the Stelrad today ? In buildings 
large and small throughout the 
length and breadth of the land, and 


in a range so wide there is not a 


single nook a Stelrad cannot heat. 


Easy Clean 


STEEL RADIATORS LIMITED 


BRIDGE ROAD. SOUTHALL, MIDDLESEX - Telephone: SOUthall 2603 


2 
14 
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Painting of zinc and galvanized surfaces 


The painting of zinc and galvanized surfaces has for years been a problem of varying 
difficulty and many solutions have been offered. 

The zinc surface was often treated before painting with an etching solution such as 
a dilute acid, in order to obtain a degree of mechanical adhesion. Numerous concoctions 
of etching and mordanting solutions were devised, but none offered a real solution, 
since even after the most careful preparation paint film flaking took place due to lack 
of adhesion between the zinc or galvanized surface and the paint film. 

The discovery, manufacture and use of a new pigment, calcium plumbate, has entirely 
altered this situation. A primer/undercoat paint containing a substantial quantity of 
calcium plumbate as a pigment, if used on new or old zinc or galvanized surfaces, gives 
a film with outstanding adhesion under all circumstances. It can be easily over-painted, 
giving a good painting system of excellent durability. In this way a sound economic 
solution of an age old problem is available if GOODLASS STOP-RUST PRIMER/ 
UNDERCOATING PAINT is used. Additional advice concerning this product and all 
other Goodlass, Wall paints can be obtained from our Technical Service Department. 


Goodlass, Wall & Co. Limited, The Corn Exchange, Liverpool 2, or 179/185 Gt. Portland 
Street, London, W.1. 


(QW CG AN 
technical service in action No. 4 
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British Patent No. 746791 


UNITED AFRICA HOUSE, BLACKFRIARS, LONDON, €.C.4 
Architect Kenneth Wakeford, Jerram & Harris Main Contractors John Laing & Son Ltd. 


As new buildings spring up all over Britain the demand 
for ALUFLOOR increases. In a year more than a 
quarter of a million square yards of Alufloor have been 
laid. UNITED AFRICA HOUSE, Blackfriars, is the 
latest new building to have ALUFLOOR laid throughout. 
Supplied in 18” panels in any wood to Architect’s specification. 
Each panel consists of 80 die-squared hardwood fingers mounted on 
a perforated aluminium foil backing. 


Write for illustrated brochure to: Sole Manufacturers for the United Kingdom 


CALDERS (souTHERN) LTD 
CALDERS (NORTHERN) LTD 


Members of 


deg 


hehington, Co. ‘Durham 
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* A few of the recent contracts in which Alufloor was laid. 


The Bowater Building. 

Messrs. Humphreys, Knightsbridge. 

The Monsanto Chemical Co. Ltd., Newport & Fawley. 
The British Museum. 

Union Castle Mail Steamship Co. Ltd., Bond Street, W.1. 
Messrs. Jones & Higgins, Peckham. 

The Burleigh Suite, Strand Palace Hotels Ltd. 

Hawker Aircraft Co. Ltd., Kingston. 

British Transport Commission, Marylebone. 

Central Electric Generating Board, Bourneville, Birmingham. 
Wimpey Housing Developments. 


Telephone 


Telephone Washington 2321 


he Calder Group of Companies AP 54 
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All-purpose efficiency with... 
SWIFTPLAN demountable PARTITIONS 


. .. the partitioning service you’ve always wanted. The ultimate in 
flexibility—panels supplied in any width to suit your needs! But 
that is only one of the many reasons why the new SWIFTPLAN 
flush type partitioning will appeal to you as exactly what you’ve 
always wanted. Quality, for example—a quality, fit and finish such 
as you would expect only by having skilled craftsmen working 
{ specially for you on your premises. Site fixing, achieved by using 
Complete Flexibility in Planning spring loaded jacks where floors and ceilings are of solid construc- 
tion, in all other cases floor and ceiling grounds are used. Quality 
Positively No Damage to Buildings finishes too—anything from painting to decorative veneers ; suitable 


for any purpose, from the simplest accommodation to an executive 


0 suite. SWIFTPLAN offer you a complete partitioning service—design, 
0 ry Vaiue 
construction, erection, alteration—to an entirely new standard of 
Exceptional Insulation flexibility and efficiency. And at surprisingly reasonable cost. 
ted af Write now for full details 


SWIFTPLAN 


39 VICTORIA STREET - LONDON - SW1 . TELEPHONE ABBey 4393 
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Write for details to:— 
WEATHERFOIL LTD. Head Office: 185 BATH ROAD, SLOUGH - BUCKINGHAMSHIRE . TELEPHONE: SLOUGH 25561 


Some of the 555 flats and moisonettes, incorporating Weatherfoil heating at the London County 
Council housing project, Brandon Estate, Southwark. Architect to the Council, Hubert Bennett, F.R.1B.A. 


Many of the most eminent architects in the country entrust 
their heating problems to Weatherfoil. They know they can 
rely on the Weatherfoil design team for the closest co-oper- 
ation at every stage of the project. Result— aheating system 


perfectly suited to its purpose at the lowest possible cost. 


Tenant pays a standing charge included in the rent, which 
covers capital costs and maintenance, and a measure of back- 
ground heat. Charge for full heating is registered by a meter, 
and may be as low as 1d per hour. Heater thermostat is set 


by tenant and can be switched off when not required. 


@ Low cost installation 
@ Economical running 
@ Temperature and on/off control in each dwelling 


@ Tenant pays by meter 


Metered Heat | 


BROADGATE HOUSE - COVENTRY - WARWICKSHIRE - TELEPHONE: COVENTRY 40116 


a 18 The Architect and Building News, 7 September 1960 ee 
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Seaboard 


Fir Plywood / 


The walis of this modern Brighton home were 
pre-fabricated with Canadian fir plywood and 
erected in one day. Fir plywood sheathing not 
only speeded the job—it made this home per- 
manently strong and rigid... 


N. R. M. MORISON, ESQ., 
1- 3 Regent Street, 
London S.W. 1 


Please send me free copy of Seaboard ; i 
Plywood Handbook (L-11) describing your i ; 
full selection of Douglas fir Plywood. 


(Please print plainly) 1 


PHENOLIC BOND 


WATERPROOF 
WEATHERPROOF 


BOIL TESTED 


highly resistant to wind-wracking or settling. 
Big, split-proof panels of Seaboard fir plywood 
can do the work of heavier, more cumbersome 
materials. Perhaps they can save time— and 
money — for you too? Investigate today. 


3 CANADIAN DOUGLAS FIR 


SEABOARD LUMBER SALES CO. LIMITED 
Seaboard House, Voncouver 1, Canada 


— 
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curtain walling 


for the 
Yorkshire Electricity Board, 
No. 6 Sub-Area, Central Depot, Clough Road, Hull 


Architect : 
John Houghton, Esq., A.R.I.B.A., Hull 


Contractors : 
Messrs. George Houlton & Sons, Ltd., Hull 


by 


MELLOWES « CO.LTD. 


SHEFFIELD LONDON OLDHAM 


ad 

| 
—_ 
| 


The Architect and Building News, 7 September 1960 


anew name 


anew range 


anew standard 


(B.S.3185 : 1959) 


Higher breaking capacity. Improved arc shielding gives increased 
performance on breaking capacity tests. 

val x Ratings from 20-400 amp. Ratings of 60 amp. and above fully 

¢ ne comply with relevant British Standard 3185 (1959). 20 and 30 


amp. ratings also tested to the requirements of this new British 
Standard. 


3 Handsome steel cases, enamelled stove grey, have no external 
projections. 


3% Easier to install. End plates allow direct fitting of “MW” cable 


boxes without cutting or drilling. Doors lift off hinges. Generous 
wiring space. 


3% Improved shielding. All live metal, including blade contacts 
on switchfuses, is fully shielded. 


Write for leaflet No. X.5133. 


GAM INSTALLATION EQUIPMENT GROUP 


THE GENERAL ELECTRIC COMPANY LIMITED, MAGNET HOUSE, KINGSWAY, LONDON, W.C.2 UNDER-FLOOR CABLE DUCTS 


| 
| 
| 


“These Cromwell switchfuses and fuse- 
switches give us the higher performance 
we have been looking for,” say consulting 
engineers and contractors. 

“They meet all the demands of modern 
distribution systems, and they're good- 
lookers too. Thanks a lot G.E.C.”” 


SWITCH AND FUSE GEAR 
H.R.C. FUSES 


CONDUIT 
PIRELLI-GENERAL CABLE 
CABLE TRUNKING 


ELECTRIC WIRING ACCESSORIES 
BELLS 
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-A MAINTENANCE PROBLEM? 


How to get at high lights—without leaving the floor? Answer: 
Suspend the lights on L.E.F. contact units, and bring them down 
with L.E.F. self-sustaining hand winches. It's as simple as that 
and as easy as it sounds. L.E.F. contact units can be completely 
concealed in the ceiling. They suspend lights at any height, 

and are entirely safe. 


L.E.F. builds maintenance into your lighting system, without 
spoiling the appearance of the architecture. You can see L.E.F. 
installations in beautiful buildings all over the country—but 

only at maintenance times! 


Call in L.E.F. at the planning stage and save your clients a lot of 


trouble. 


L.E.F. RAISING & 
LOWERING GEAR 


Lights being serviced at the Natura! History Museum by means of L.E.F. Raising and Lowering Gear. 


LONDON ELECTRIC FIRM LIMITED 


Brighton Road, South Croydon, Surrey - Telephone: Uplands 4871 
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Porcelain tH rigid cast-tron{ 


The single drainer 

Hostess Sink isshown 
here complete with com- 
bination mixer fittings. 
List price (sink only 
without (fittings) £10. 
With overflow £10.15.0. 


STRONG The Hostess Sink is rigid and durable because high 
grade cast-iron is employed in its construction. Cast-iron also provides 
an excellent base for the deep coating of acid-resisting porcelain 
enamel (there’s a choice of colours: white, cream or opal green). 


HYGIENIC The fine porcelain enamel surface will withstand 
hard usage and is remarkably easy to keep clean—a quick wipe-down 
restores its gleaming appearance, and the Hostess Sink has no crevices 
or awkward corners to accumulate dirt. 


A double drainer Hostess 

Sink is available, illus- 
trated here with combination 
mixer fittings. List price (sink 
only, without fittings) £18. 
With overflow £18.15.0. 


Both the single and double drainer Hostess Sink are available 
with or without overflow, and there is also one suitable for 
fitting a crumb strainer waste. They can be fitted on cast-iron 
wall brackets or legs in plain painted or matching enamel 
finish, or with a cabinet of personal choice. 


see as IDEAL BOILERS & RADIATORS LIMITED * IDEAL WORKS * HULL 
Visit our Stand No. 29 at the Building Trades Exhibition, Manchester, October | 1-22 


| 
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‘Rufflette’..... 


CURTAIN TRACK 


This easy-to-fix track in brass or aluminium, 

sold with all necessary fittings, has specially 
designed fixing brackets so that the track can be 
firmly locked into position by just a turn ofa 
single front facing screw. A really strong, efficient 
curtain track with minimum installation worries. 
Many people now ask for * RUFFLETTE’ brand 
cord controlled track. This can be fitted to either 
straight or bay windows, is sturdy and smooth 
running and gives extra protection to curtains. 
Once fitted they need not be touched by hand. 


4 
Rufflette BRAND 


DOUBLE TRACK 


This is a complete unit suitable for straight 
windows only and is supplied to the width of the 
individual window. It is smooth and easily 
operated by a concealed cord control unit. Each 
curtain runs on a separate track, suspended on 
silent-running nylon gliders for noiseless 
operation. The track can be fitted flush to the 
ceiling or lintel, is neat and unobtrusive, making 
it specially suitable for hotels, hospitals, 
schools, large commercial buildings as well 

as private homes. 


‘Rufflette BRAND 


CUBICLE TRACK 


Easily the best way of providing screening is to 
use ‘RUFFLETTE’ brand cubicle track. It can 
be fixed on wall or ceiling, gives maximum 
privacy yet leaves floor space clear for 
unhampered movement of staff and equipment. At 
a moment’s notice space can be efficiently and 
silently screened with the minimum of materials. 
Simple to install, many leading authorities 

have specified its use in clinics, schools, hotels, 
stores, hairdressing salons and ships. 


‘Rufflette 


RECESSED TRACK 


*‘RUFFLETTE’ brand recessed track has been 
specially designed for installation in buildings 
under construction. A steel channel is fitted into 
the wood or concrete lintel above the window 
prior to plastering, and special spring clips fit on 
to the curtain track which is sprung into 
position in the channel. It can, however, also be 
fitted to existing buildings. It is concealed, 
permanent and ideal for hotels, offices, hospitals, 
schools and flats where a strong, reliable, 
curtain suspension system is required. 


See our permanent Exhibits at the Building Centres in London, Bristol, Glasgow and Dublin 


THOMAS FRENCH AND SONS LIMITED, CHESTER ROAD, MANCHESTER, 15 
SUBSIDIARY COMPANIES IN CANADA, AUSTRALIA, NEW ZEALAND AND FRANCE 
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Domestic Trades College, Fallowfield, Manchester. 
Architect: Leonard C. Howitt, Dip.1.P.. 0.P.4.. F.RIBA. 
Consulting Civil Engineers: 6 Mouchel & P. 


GERRARD 
SWINTON, MANCHESTER 
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NOT WITH THIS ROOF 


An atmosphere full of moisture and acid-laden soot and 
smoke ... that is what causes the rapid deterioration of 
the roofing and cladding of industrial buildings. How to 
deal with this menace is a problem to which, until 
recently, there has been no satisfactory solution. 

Now there is an answer—*‘Corroplast’ corrugated 
sheets resist corrosion. Experience has proved that after 


FOR CONTEMPORARY CLADDING TOO many years’ exposure in the most severe conditions, 


‘Corroplast’ is also ideal as side-cladding for Corroplast’ sheets do not renee ae 

di These s rigid, laminé sheets are 
contemporary buildings, giving a most colourful These strong, rigid, laminated plastic shee 

economical, too. They last longer than any other sheets, 

and attractive appearance. Available in three . 
. need no maintenance, and are free from breakages in 
integral shades, or in a range of stove-enamelled transit 
finishes. 


For roofing and cladding where corrosion is worst, 
always specify... 


SCORROPLAST 


or plane te: CORRUGATED LAMINATED PLASTIC 


HOLOPLAST LIMITED SALES OFFICE, 2 CAXTON STREET, LONDON, S.W.1. TEL: ABBEY 4866 
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No. 57/10 ‘Sheerline’ Fitting for Bath 


SHANKS & CO., TUBAL WORKS, BARRHEAD, 


SCOTLAND 
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the board you can trust —to do so many jobs, so well 


weyrec 


one of the world’s great man-made materials 


THE ATRSCREW COMPANY & JICWOOD LTD 
WEYBRIDGE - SURREY 


TELEPHONE: WEYBRIDGE 2242/7 WPS 85 
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better 
choose 


windows 


Wood windows are ideal in every way for Houses, 
Flats, Schools, Hospitals, Offices, Factories. 
Wood is functional, lasting, economical to install and 
maintain, and provides maximum flexibility of 
expression. Furthermore, wood windows reduce heat 
losses, sound transmission, condensation. Remember, 
too, with wood windows you are ensured a quick 
delivery. Advice on wood windows suitable for all types 
of buildings gladly given to all architects and surveyors. 


THE ENGLISH JOINERY MANUFACTURERS’ 
ASSOCIATION (INCORPORATED) 


(with which is associated the Scottish Joinery and Door Menufacturers’ Association) 
SACKVILLE HOUSE - 40 PICCADILLY - LONDON, W.1 
Telephone: REGENT 4448/9 
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EMANCIPATION—for women—began just over 
100 years ago, when Isaac Merritt Singer invented 
the first practical sewing machine and released 
women fromone of the oldest domestic chores in his- 
tory—stitching and sewing by hand. With the turn 
of a wheel, busy mechanical fingers worked faster, 
better—and tirelessly. Today, every Singer sewing 
machine is a compact miracle of sewing skills— 
but its basic duty remains essentially the same, 
to the delight of millions of women in every land. 

At the vast Singer factory at Clydebank in 
Scotland, chain grate stokers feed a moving belt 
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Singer 


of heat under the 4 giant boilers in the impressive 

powerhouse. The fuel is coal—chosen by the 

directors for reasons of convenience, economy and 

reliability. The choice is a wise one, for coal, 

mechanically stoked, is smokeless, and produces 

more heat for the money than any other fuel. 

2 Furthermore, the coalfields of Britain can supply 

. all the fuel our industries will need for scores of 
years to come. 

Whether your own industry is big or small— 

remember Singer. Coal sewed up their fuel pro- 


blems: the pattern is one you could copy with profit. 


PROGRESSIVE INDUSTRY 
IS GOING FORWARD ON 


CO! 


ISSUED BY 
THE NATIONAL COAL BOARD 


Coal generates power 
at Singer’s 
Clydebank Factory 


Mr. C. H. Fielding, 
Power Station Superintendent, 
comments: 


“At Singer we provide our own power 
and steam process requirements from 
coal 

Two large boilers were installed in 
1928 and a further two in 1950. Each 
has a continuous rating of 60,000 Ibs. 
per hour. 

The factory also has a large wood- 
working department, and the consider- 
able quantities of wood chips and 
sawdust which have to be disposed 
of are burned in the boiler furnaces 
along with coal. Coal and ash hand- 
ling presents no problem here. The 
boiler fans and the sawdust control 
equipment are driven by variable 
speed motors. Control is simple. 

Thedesigned efficiency of the boilers 
and economisers is 84% and they are 
operated between one annual overhaul 
and the next with nothing more than 
the normal maintenance. Their avail- 
ability is high. 

The quality of coal received is al- 
ways consistent, its properties being 
regularly checked in the laboratory. 
Around 48,000 tons of coal and 4,000 
tons of wood chips and sawdust are 
now consumed each year in the 
boilers. 

We at Singer choose coal because it 
meets all our fuel requirements.” 


Here are some key facts and figures 
about the consumption of coal at 
Singer: 


Number of boilers: . . . . . 4 water tube 
Method of firing: . . . chain grate stokers 
Steam Pressure: . . 360 ibs. per square inch 


Continuous max. rating: . 60,000 lbs. of steam 


: 
per hour each 
Steam temperature: . . . . .725°F. 
Annual fuel consumption: . 48,000 tons of coal 
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c. F. ANDERSON & SCN LTD., 
Graham Street, London, N.1. 
JOHN ATKINSON & SON LTD., 
Whitehall Road, Leeds, 1. 


BAGGERIDGE LIGHTWEIGHT PRODUCTS LTD., 


2 The Broadway, Dudley, Worcs. 
JAMES E. BEARD & CO. LTD., 
21 Shaw’s Alley, Liverpool, 1. 
JOHN BLAND & CO. LTD., 

2 Walker Road, Splott, Cardiff. 
BROAD & CO. LTD., 

4 South Wharf, Paddington, W.2. 
CALDWELL & ALMOND LTD., 
Lockyer Quay, Coxside, Plymouth. 


JAMES CHANDLER (LEWES) LTD., 


Railway Lane, Lewes, Sussex. 


THE DARLINGTON INSULATION COMPANY LTD., 
Tynos Works, Scotswood, Newcastle-on-Tyne, 5. 
THE DEVON TRADING COMPANY LTD., 


Queen Street, Station Yard, Exeter. 
EASTWOODS LTD., 

158/160 City Road, London, E.C.1. 
GARDINER SONS & CO. LTD., 
G.P.O. Box 140, Broad Plain, Bristol, 2. 
HALL & CO. LTD., 

33 Cherry Orchard Road, Croydon. 
W.F. HOLLWAY & BRO. LTD., 
42 Grafton Street, Liverpool, 8. 
JEWSON & SONS LTD., 

18/20 Colegate, Norwich. 
ALEXANDER MACKENZIE LTD., 
8 McDonald Road, Edinburgh, 7. 
JOHN LTD., 

109 Corporation Street, Belfast. 
McNEiLL (IRELAND) LTD., 
Collinstown Cross, Cloghran, Co. Dublin. 
THE MARLEY TILE Co. LTD., 
Riverhead, Sevenoaks, Kent. 
MARSHALL & GRAY LTD., 
Yeadon, Nr. Leeds, Yorks. 

ROGERS & JACKSON LTD., 
Wrexham, Denbs., Wales. 
SAULBOARDS LTD., 

Haymarket Chambers, Norwich. 
SHARPE & FISHER LTD., 
Pittville Street, Cheltenham. 
SMYT« MILLS LTD., 

80 Duncrue Street, Belfast, 3. 


ARTHUR SYDDALL (GRANTHAM) LTD., 


Harlaxton Road, Grantham, Lincs. 

Cc. WALSH GRAHAM LTD., 

P.O. Box No. 7, Wednesbury, Staffs. 
WIGGINS-SANKEY LTD., 

11 Wyfold Road, Fulham, 8.W.6. 
WILLIS (BOURNEMOU'H) LTD., 


Wimbourne Road, Moordown, Bournemouth. 


United Kingdom DISTRIBUTORS 
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SYSTEMS LIMITED 


23/30 St. James's Street, S.W.1. Telephone: Trafalgar 1454. 
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For a cost of from 1/- per yard super Colemanoid 
No. 1 permanently proofs a sand/cement or grano- 
lithic screed 1” thick and greatly increases its 
resistance to acid attack. 


PLEASE WRITE FOR A COPY OF BULLETIN No. I 1 


Castrol Wakefield’s garage at their new office 
block (a development of the Hammerson Group 
of Companies) has had its floor oilproofed with 
Colemanoid No. 1. Yet another famous name has 
been added to the growing list of nationally- 
respected companies who recommend and use 
Colemanoid. 

Added to the gauging water, Colemanoid No. 1 
produces a hard, dense concrete that will not 
dust or flake under heavy industrial use and is 


WATERPROOF 
DUSTPROOF 
AND OILPROOF 


THE ADAMITE COMPANY LIMITED 
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PROTIM 


protects timber 


Timber is one of the oldest and finest of building 
materials, but it will give maximum service only 
when it is completely and permanently protected 
against wood destroying organisms. 

PROTIM is a highly toxic and chemically stable 
preservative. It is water-free and gives complete 
protection against all insecticidal and fungal 
infestation, such as WET and DRY ROT, 

HOUSE LONGHORN, FURNITURE and DEATH WATCH beetle 
to name the more common forms of attack. 
PROTIM treated timber can be over-painted. 
Protim is compatible with all types of 

adhesives and can therefore be safely used 

in all laminated construction. 

PROTIM AUTHORISED PROCESSORS who are well known, 
reputable TIMBER IMPORTERS and MERCHANTS are 
situated in all parts of the country. They will 
supply protm treated timber to your specification 
at competitive prices, to your complete satisfaction. 


Wherever building is undertaken, Protimised timber 
may be specified with confidence in the knowledge 
that it is permanently preserved against all forms 

w of wood rotting fungi, woodworm and termites, 
with no fear of shrinkage, warping, splitting 


or shaking after the timber is in use. 


ILLUSTRATION: 
Wadebridge County Secondary School 

where a great deal of Protimised timber 
was used in its construction. By kind permission 
Cornwall County Architect, Truro. 


AH enquiries for further information and addresses of 
Processors for Protimised timber should be sent to— 


PROTIM LTD., 16-17 DEVONSHIRE SQ., LONDON, E.C.2. Tel. BIShopsgate 0460-0469 
Highly skilled insitu eradication and preservation work also is carried out by the protim organisation through its 
Member Companies in all parts of the U.K. 


PROTIM is @ registered Trade Mark 


| 
= 


. 


The Architect and Building News, 7 September 1960 35 


lateral adjustment 
using special 
siotted pilates 
allows pre- 
wiring of ceiling 


vertical adjustment 
of slim 1 trim 
ensures perfect joint 
with ceiling 


installation 


contro/ gear trays 
attached after 
installation allowing 
single-handed 
fitting — hinged for 
easy maintenance 


4 


modulite 


fits all types of 
ceiling and suspends 
from either true 
or false ceiling 


Ease of installation, compliete fiexibility and big savings in installation costs... 
these are the features which make the redesigned Atlas ‘Modulite’ recessed troffer 
fittings a must for modular ceilings today. Features of the redesigned modulite 
range include: hidden spring clips providing positive lock on diffusers and simplify- 
ing removal; 2, 4, 6 or 8 ft lengths on a 2 ft module; open-ended versions for 
continuous mounting; alternative suspension for true or false ceilings; choice of 
three diffusers—transiucent ‘Perspex’, interlocking vynil sections and shaliow 
plastic louvre. 


Atlas Lighting Limited, Thorn House, Upper St.Martin's Lane, London WC2 
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TELEFLEX solves window control problems. 
Remotely — mechanically — simply — economically — 
unobtrusively or completely concealed 


Suitable for all types of hung windows— 

Top, Side, Bottom, Projected Top, Vertical Centre, 
Horizontal Centre —and Patent Glazing, Roof Lights, 
Lantern Lights, Louvres, Sliding Sashes, 

Skylights, Sunbreakers, Hit and Miss Vents. 


TELEFLEX PRODUCTS LIMITED - BASILDON - ESSEX 
Telephone: Basildon 22861 
Grams: TELEFLEX PHONE BASILDON 


%6 
; | 
: \ \ : 
: 
| | 
% i | 


The Architect and Building News, 7 September_1960 


Overhead Doors —= 


Commercial Buildings 


The wlLLALDan range now includes 


overhead horizontal sectional doors for 
eommercial and industrial buildings. 


Please ask for details. 


THE SLIDING DOOR PEOPLE Telephone: Elmbridge 0090 (6 lines) Telegrams: ““ALDAMILLO” SURBITON 
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THE COUNTY RANGE OF FLUORESCENT FITTINGS 


Fittings with clean and 
functional lines following the 
modern trend of interior design. 


Opal perspex diffusers with black 
ends and practically invisible back 
spines result in high quality fittings 
reasonably priced. 


Surrey 


They are designed as diffusing fittings 
and not based on an industrial back 
spine, consequently the lamps and 
reflectors can be arranged to give 
maximum efficiency with a wide and 
shallow diffuser. 


Ease of maintenance has been an 
important consideration in the design 
of these fittings, the diffusers tilting 
off from either side for cleaning and 
lamp replacement. Access to control 
gear is from below. 


Sussex 


Only the best materials are used in 
the production of the fittings including 
heavy gauge steel, perspex diffusers 
and reliable control gear. 


COMPLETE INFORMATION ON THESE WELL- 
DESIGNED FITTINGS IS READILY AVAILABLE 
ON REQUEST 


Kent 


Harris & Sheldon ELECTRICAL Ltd 


RYDER STREET BIRMINGHAM CENtral 6272 - 46 GT. MARLBOROUGH ST LONDON WI GERrard 0869 


THE HARRIS AND SHELDON GROUP OF COMPANIES - SHOPFITTING - INTERIOR DECORATION - DISPLAY 
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What is C.L.S. Hemlock? 


Today’s timber for Carcassing 


Framing and Prefabricated Structures 


Savings of up to 20°, in handling and fabrication costs have been 
achieved by using Pacific Coast Hemlock C.L.s. instead of sawn timber for 
floor and roof members. C.L.S. timber (surfaced to Canadian 

Lumber Standards) is planed accurately all four sides. No sharp corners 
—so it’s safe, fast and pleasant to work with. Uniform cross-section 
means no furring out on the job, and full use of jigs in the factory. 
C.L.S. Hemlock, a structural timber second only to Douglas Fir in strength 


values, can often be substituted for full-size 


sawn timber of other softwoods. It is available in 


ae 


y long lengths and specific lengths if required. 


2 C.L.S. Hemlock is available through normal trade channels. 


BRITISH COLUMBIA LUMBER MANUFACTURERS’ ASSOCIATION, CANADA HOUSE, LONDON SW1 


PANTHER 
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foot 
strip 


is the foundation of the PANTHER 
Acoustic Suspended Ceiling System 


Lengths up to 12 feet by 12 inches wide. 
Three ribs forming four 3-inch strips. 
Panel sides bevelled to match ribs. 


In stove-enamelled steel or aluminium in any B.S.S. colour—or 
plastic-coated steel. 
Mineral wool blanket for efficient sound and heat insulation. 


Can be used with heating elements. 


Light fittings easily incorporated. 


Please write for more complete details and technical information. 


PANTHER CEILINGS LIMITED 


IRVINE AYRSHIRE SCOTLAND. Tel: Irvine 2271 


London : Grand Buildings, Trafalgar Square, W.C.2. Tel: TRAfalgar 6651 
Birmingham : Union Chambers, 62 Temple Row. Tel: Midland 1993 


Subsidiary Company of AYRSHIRE DOCKYARD CO. LTD. 
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Top Form! 
Modern SCHOOL roofs 
in IG! COPPER 


When the great-grandchildren of today’s pupils start school, 
these roofs will be as sound — and as handsome — as they are 
today. They are made of copper — chosen because it adapts 
readily to modern roofing designs, looks distinctive, and gives 
exceptionally long and trouble-free service. For long-term 
satisfaction, it is logical to choose copper. Logical, too, 

to choose ICI copper. Backed by all the technical resources 
of ICI Metals Division, it comes in a wide range of 

sheet and strip sizes, suitable for both conventional 

and ‘Economy’ laying techniques. 
May we send you details ? 


Above ; Susan Lawrence Junior Mixed School, Poplar 
Architects : Yorke, Rosenberg & Mardall 

Roofing contractors : F. Braby & Co. Ltd. 

Top left and Centre left : Duck Lane School, Bournemouth 
Architect: Borough of Bournemouth Architect 

Roofing contractors : R. G. Greenland & Co. 

Bottom left : Nottage School, Porthcawl, Glam. 

Architects : F. R. Bates & Sons and County Architect 
Roofing contractors: Hugh Twaddle & Sons Ltd. 


COPPER 


Sheet and strip for roofing, 
flashing, weatherings. 


METALS. IMPERIAL CHEMICAL INDUSTRIES LTD 
DIVISION LONDON, S.W.1. 
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architects. 


We offer a complete service for 
Have a fully qualified 
design staff available to design. 


advise, supply and fix. 


POCHIN (MANCHESTER) LTD. 


KING STREET WORKS 
MIDDLEWICH, CHESHIRE 
Telephone: Middlewich 3221/3 


7 


Pochin laminated timbers offer an 
economical system of construction, 
more attractive in appearance than 
steel. It is almost entirely 
maintenance free and has a high 
strength to weight ratio, comparable 
with any other constructional 
material. 


applying Tyrolean rough-cast 
cement finish for the decorative 
treatment of walls. 


%* Light Weight %* Uniform texture 
% Rapid coverage * Weatherproof 
%* Simple to use %* No crazing 
Price: £9 18s. Od. 
All enquiries to: 


TYROL SALES LTD 


54 PARK LANE * CROYDON * SURREY * ENGLAND 
Telephone: CROydon 5429 
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SANDALITA CONSUMERS’ UNIT 


<4 A new competitive range of Consumers’ Electricity Control 
. Units in attractive sheet steel cases with ample knockout holes 
’ and finished steel hammered grey stove enamel, having 60 
ampere Double Pole AC Main Switch and Single Pole and Neutral 
fuse ways, with porcelain ** Duplex ’’ units of 30 amp, 15 amp 
and 5 amp 250 volt capacity, having rewirable or H.R.C. fuse 
carriers. The cases, which are complete with earthing bars, 


are so designed that any combination of these fuses may be 
fitted at will. 


PRICES & DETAILS, SEE LEAFLET 59/59 


by SANDERS weponessury 


WM. SANDERS & CO. (WEDNESBURY) LTD., WEDNESBURY, STAFFS. 
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ON 


The modern method 
combining pre-cast and cast- 
in-situ piling, in which the 
pile is firmly driven to a 
secure set in the load-bearing 
stratum, without fatigue in 
the pile core. 


WEST'S SHELL PILING 


T E M 


Write for full details to: 

WEST'S PILING & CONSTRUCTION CO. 
Foundation Specialists . Design and Construction in Reinforced Concrete 
BATH ROAD HARMONDSWORTH - MIDDLESEX - TEL.: SKYPORT 5222 
Branches in London - Bristol - Birmingham - Manchester - Glasgow 
Australasia: West's Shell Piling (A/sia) Pty Ltd, Melbourne, Sydney, Adelaide and Wellington, N.Z. 
Southern Africa: The Roberts Construction Co. Ltd, Johannesburg. 
France Compagnie Générale de Construction de Fours, Paris. 


A MEMBER OF WEST'S GROUP OF INDUSTRIES 


Moor 
SLATES & STONE 


are Nature’s own supreme protection for the 
home of man against the vagaries of time and 
weather. Quarried from the ruggedly beautiful 
Westmoriand Mountains near 
land that Ruskin knew and immortalised—these 
famous slates and stone are renowned for their 
extreme durability and the colourful picturesque- 
ness of their Light Sea Green, Olive Green and 
Mixed hues. 


Ls ‘a 

SPECIFICATION. The roof to be covered with Broughton Moor 
Light Sea Green Best Quality (coarse grained) Westmorland Slates, to 
be obtained from the Broughton Moor Green Slate Quarries, Ltd., 
Coniston, The Lake District, Lancs., in random sizes about 18” to 9” 
long, proportionate and random widths, laid to a 3” lap in regularly 
diminishing courses from eaves to ridge. Each slate to be securely 
fixed by two stout copper nails, and wide slates are to be used on the hips and verges. Altern- 
atives : Seconds, Thirds, Special Peggies ; Olive Green and Mixed Shades. Ridging : “ Bromoor”’ 
purpose-made of crushed and moulded slate from the same veins is recommended. 


TECHNICAL INFORMATION CONCERNING 
BROUGHTON MOOR WESTMORLAND GREEN SLATES 


QUALITY LENGTH COMPUTED COVER APPROX. WEIGHT 
(Random widths) in sq. yds. per ton (3” lap) Per square (3° lap)—cwt. 
AND OLIVE GREEN STONE remains sound for SPECIAL PEGGIES from 15” to 7° n 
centuries and is eminently suitable for external SECOND PEGGIES . 
and internal Facings, Foundation Stones, Paving on 
and Flooring, Steps, Cills, Shop Fronts, Sur- Samples and prices gladly sent. immediate Delivery. 
rounds, Pilasters, Fireplaces and al! archi- T 
— HE BROUGHTON Moor GREEN SLATE QUARRIES 
Ask for these Technical Pamphlets : ROU HT RE U RR ES 
i ' i 
oe eee Telephone: Coniston 225/6 Coniston, Lancashire Telegrams : Cann, Coniston 
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The Minister 
is converted 


On the Cover: 

Classroom and outside 

view of Oxhey, Clarendon, 
Secondary modern school, Herts 
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THE Minister of Housing and Local Government, Mr. Brooke, 
has shown that he is aware of the urgent necessity to do some- 
thing about the need for more sites for building and he has just 
sent a circular (reported p. 296) to all local planning authorities 
asking them to counter the current shortage of land for develop- 
ment by encouraging the more intensive use of whatever space 
is available, including existing residential “twilight” zones. 
Planning authorities are asked to look into the possibility of 
raising densities, to encourage owners of under-developed sites 
to develop them, and to restore derelict land. 

The Minister also asks these authorities to allocate more land 
for development on the near or far side of Green Belts, which, 
in most cases, of course, will be under the control of other 
authorities. 

It is stated in the circular that it is important, when 
selecting land beyond the Green Belt for development, for the 
planning authorities concerned to keep in close touch with the 
crowded areas from which the demand is likely to arise. “The 
Department has already arranged a number of conferences, on a 
regional basis, for areas where these problems arise; it is proposing 
to arrange further similar conferences in the near future and will 
help in any other way it can to promote co-ordination between 
planning authorities” (our italics). 

In effect this means letting regional planning in by the back 
door, as it will be quite impossible to make sensible decisions on 
the decanting of housing and industry without taking into 
account all aspects of the matter including transport, services, 
topography and so on. All this can be done only by making 
such conferences a regular series and by supporting them with 
salaried staff to carry out surveys and to make proposals. This 
is regional planning in all but name. Clydeside* has already 
proved that in our densely packed island effective planning sooner 
or later means regional planning. 

Bravo Mr. Brooke for realizing this. But it is a pity, in this 
instance, not to have called a spade a spade. Bravo too for 
extending (in the same circular) the period of the review of 
Development Plans from 10 to 20 years, although some 
authorities (like the LCC which has only just completed its 
review) will have their latest efforts thrown back into the melting 


pot. The latter is a much more sensible period. 
*See page 292 
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events and comments 


News from Rotterdam: New Ships 

The new Dutch ship, the Konigin Wilhelmina, on the 
Harwich-Hook run, is more like an Atlantic liner than a 
channel packet. Her external appearance is strange and 
“modernistic” rather than modern. A motor ship of over 
6,000 tons her funnel and machinery are aft and her internal 
arrangements, particularly in the first-class accommodation, 
benefit very much as a result. Externally I think her appear- 
ance would be improved if the mast were more upright. 
Like most motor ships there is plenty of vibration even at 
the bow end, furthermore the hull seems to whip when hit 
by even a moderate-sized wave. Internally the ship is very 
well arranged and furnished. The first-class dining room 
and bar are perhaps the best parts. First and second 
class are firmly divided at sea, and there is virtually no 
communication between them. The wide open spaces 
between decks mean that it is a long way between hand- 
holds and this must be awkward in a seaway. All the main 
construction is welded while the superstructure is rivetted. 
She is.a fast ship, with a top speed of 23 knots. The 
captain’s display of coming alongside at the Hook of 
Holland in a fresh following wind blowing against the ebb 
of the Maas and with space severely restricted by other 
ships was masterly. As we disembarked the new flagship of 
the Rotterdam-Lloyd Line, The Rotterdam, went by, out- 
ward bound. She is of more than 38,000 tons, very hand- 
some, painted pale green, grey and white, with a lighthouse 
for a mast and twin factory chimneys near her stern 


The Rijnhotel 

What a pleasure it is to live in a building where every 
detail is just right. It is a very long time since | saw any- 
thing as good as this hotel which forms a part of a 
“complex” containing the YMCA and was designed by 
Merkelbach & Elling, the interior designer being Oyevaar, 
Stolle & van Gool. It is not a luxury hotel and the rooms are 
small and standardized, but everything is very wel! designed 
and I have found only two things to criticize. The first is 
that there is no thermostat on the shower bath control and 
the second is that between pressing the lift button and the 
lift moving off there is an exceptionally long pause. Need- 
less to say the management of the hotel have hung a few 
bad pictures in the wrong places and bought some horrid 
additional table cloths for the café-restaurant. All! the 
same here is a hotel for the architect. There are plenty of 
good ideas to interest him and he can hardly fail to be 
pleased by the furnishings and colour. It is an eminently 
sensible and serviceable building. The main decoration, by 
the way. are the palest grey mosaic in large areas both out- 
side and in the hall; and black, white, grey and pale blue in 


The new Flagship, Rotterdam (38,650 gross tons), built for the 
Holland-America line’s New York-Southampton-Le Havre- 
Rotterdam and cruise services 
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the rooms. Windows are wall to wall with venetian blinds, 
and gaiety is provided by chequered bedspreads. The fur- 
niture and beds are simple, the general effect is delightful. 


The Lijnbaan 


I last saw the Lijnbaan in 1955 when it was newly built 
and only partially occupied. Although it was promising as 
a pedestrian area it gave little indication of the finished 
exterior. Now that it is complete with its transverse high 
blocks, and now that the trees are growing, it is very good 
indeed and most of the shopkeepers have risen to the 
challenge. One or two shops—the Kéogel shoe shop by 
Oyevaar, Stolle & van Gool and a book shop among 
them—are outstanding. Someone, however, has boobed 
badly by putting in two white-painted Mayfair ironwork 
bird cages six feet square containing budgerigars. I feel 
somehow that van den Broek & Bakema were not 
consulted. 


Marcel Lods 


This pioneer of prefabrication is in Rotterdam too. He 
tells me he is 70 this year. It is difficult to believe. His 
comments on architecture, town planning and life in 
general are worth a guinea a minute, but do not translate 
into English with the pungency they have in French. He is 
full of entertaining information. For example, he says that 
the campaign against mosquitoes in Alsace has led to the 
virtual disappearance of frogs; the disappearance of frogs 
has made a sharp reduction in the number of storks. 
A severe fall in the birth-rate is expected. 

Lods feels very strongly about urban renewal. He thinks 
that it is futile to rebuild the centres of our cities piecemeal. 
In his view new towns and comprehensive redevelopment 
of the centres of old ones are the only way. He greatly 
admires our schools and hopes to see several when he 
comes to the IUA Congress next year. 

Sola-Morales from Barcelona is also here. He says he 
thinks at least a hundred Spanish architects will come to 
the Congress. | hope the organizers are planning big. 
Jean Paul Vouga from Lausanne tells me that he is shortly 
to become architect and town planner for the Canton 
of Vaud. This means that he will have less time for the 
IUA. His work for the various committees of the Union 
has been tremendous and he will be very difficult to 
replace. 

Ernst Groosman, president of the Rotterdam branch of 
BNA, the Netherlands architects’ association, has designed 
a system for prefabricating houses and a factory in which 
the work is done. | hope to write about it next week. 
He is in his office each day at 8 a.m. but finds time to 
sail a flying-dutchman. I saw Professor van den Broek for 
a moment rushing between appointments and as usual 
speaking at least three languages at once at high speed. 


Productivity 

Walking back from a restaurant where we had dined on 
a wonderful Indo-Chinese curry we came upon a gang of 
young men laying concrete road blocks—roughly the size 
of a brick—they were laid in herringbone pattern. One man 
brought the blocks, a second shovelled the sand in which 
they were laid. Two men laid and tapped the bricks into 
position. The speed and good temper were phenomenal. 
I timed the layers at 30 blocks to the minute. The work 
went on far into the night. In the morning an area very 
nearly the size of a tennis court had been completed. 

To close this despatch from Holland I have to report 
that there is a café in the Lijnbaan where the pianist plays 
standing up—the piano has long legs; I heard a party of 
local school children singing the Skye boat song in 
English; and the Rijnhotel has jam pots with sliding lids. 
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Plastered with Plastics 

The makers of Formica are sponsoring a competition with 
a first prize of £500 in Premium Bonds. You could win 
£250,000 if Ernie drew all your numbers. This puts the 
competition in the Pools category and no mistake. The only 
trouble is that Ernie might not oblige. The competition 
which, like any decent competition these days, has a TV 
personality on the jury, is free for all and very simple. 
All you have to do is choose from illustrated patterns five 
types of Formica for use in each of three rooms. It is 
said to call for the exercise of good taste. I think the 
organizers are overstepping good taste by suggesting that 
anyone should have 15 surfaces covered with plastics 
laminates in three rooms. Still, I know its only fun. I see 
that the competition is called “Heavenly Home”. I bet 
there are no plastics there. 


Office furniture again 

Also, in the news is the announcement of a second com- 
petition for the design and manufacture of office furniture 
in wood or plywood. The sponsors are once again the TDA 
and prizes offered are: desk for clerks, £200; desk for 
manager, £200; revolving chair for clerks, £150; revolving 
chairs for managers, £150; storage unit, £300. Designers 
will be asked to work in collaboration with manufacturers. 
Assessors are: Robert Matthew, R. D. Russell, O. G. 
Pickard, Colin Boyne, S. N. Abott and Michael Carson. 
Copies of the rules can be obtained from the Secretary, 
T.D.A., 21 College Hill, E.C.4, before October 31. 


The Liverpool competition 

You will find on this page a letter from Mr. Peter 
Rawstorne. He takes exception to my remarks of two weeks 
ago. Most people will, I think, have realized that my 
objections to what he wrote in the News Chronicle were 
based on his attack on Mr. Gibberd personally. This was 
not architectural criticism; it was, as | said, uninformed, ill- 
mannered and violent. 


ABNER 


A night time view of Coventry's new dance hall for 2,000 
at placed above shops at ground and first floor. Architect: 
Arthur Ling, City architect 


letters 


The Gibberd cathedral 


Sir—I knew that I had at last become a journalist when 
I had the honour to be counter-attacked, by your (self- 
styled) middle-aged columnist Abner, for my attack in the 
News Chronicle of the Gibberd entry in the Liverpool 
cathedral competition. My report, he writes (A & BN 
24/8/60): “was uninformed, ill-mannered and violent”. 
I abhor violence and I regret that it is ill-mannered to like 
modern art. 

My uninformed comments were: that this design is an 
obvious adaptation of Niemeyer’s Brasilia cathedral, that 
it is sad that so prosperous an architect should produce so 
inadequate a design, and that its selection has done modern 
architecture in Britain a great dis-service. 

The Manchester Guardian critic wrote: “The design is 
very similar to Oscar Niemeyer’s. It may be doubted if 
the rather naive symbolism adopted is anything but whim- 
sical. It seems a pity that Christian religion should wear 
fancy dress”. In The Observer, R. Furneaux Jordan stated: 
“This concrete tent is weak in outline . . . this wigwam is 
remarkable but not yet quite convincing”. 

Professor R. Gardner-Medwin of Liverpool University 
is quoted, again in the News Chronicle, as saying that he 
agreed with my analogy to Brasilia: “But,” he said, “it has 
not the essential simplicity of Niemeyer’s building. It is 
overlaid with decorative motives in which the symbolism 
is at once obvious and uncertain”. 

Even the venerable demon of architecture, Sir Albert 
Richardson, told me: “This is nothing but an exhibition 
hall”. 

Architects, sir, like politicians, goalkeepers or film stars, 


are not sacred. If they fail in their public duty they deserve 
criticism. 


Yours faithfully, 
PETER RAWSTORNE, 
Art Correspondent, News Chronicle, London. 


Sir,—Abner has referred to the coverage of the Liverpool 
Cathedral competition in the national Press and to the 
News Chronicle's “uninformed, ill-mannered and violent 
attack on the design by Peter Rawstorne”. To those of 
your readers who did not see the original comment, it may 
have come as a surprise that the News Chronicle, which 
has a distinguished record of informed contributions to 
architecture, should be thus castigated. Some of the 
comments obviously referred to are quoted below: — 

“Mr. Gibberd’s building titillates esthetic judgment like 
a stall at a temporary fairground.” 

“He is financially one of Britain’s most successful archi- 
tects and could afford to employ the finest brains in the 
country.” (My italics.) 

“It is more than a bundle of clichés. It is a warped 
adaptation of the glorious wigwam-like exposed concrete- 
rib cathedral of the architect Oscar Niemeyer which is now 
being built at Brasilia.” 

Peter Rawstorne is entitled to his opinion of this design, 
and is entitled to state it, though it is perhaps regrettable 
that he should be so rude in doing so. But while some 
of this is criticism, some of it is just sneer, and does not 
stand examination. For instance, is it seriously suggested 
that Frederick Gibberd should “employ the finest brains 
in the country” to prepare competition designs to be sub- 
mitted in his own name? Apart from knowing that 
Gibberd is responsible for his own designs, one is left 
wondering why these “finest brains in the country” did 
not submit designs on their own account, and why they 
were not selected. 

On August 23 Peter Rawstorne was at it again, claim- 
ing that “sustained criticism” of the winning design bore 
him out. This was written four days after the results 
were published, and may be thought to be a littie 
premature. 

Yours, etc., 
JOHN McCann. 


i : 
+ 


town planning summer school 


Our correspondent reports the T.P.1.s summer school at 
St. Andrews University (August 27-September 2) 


THE summer school serves the dual function of provid- 
ing rest and recreation for tired planners and a forum 
for the interchange of ideas both on the subjects formally 
on the list for discussion and any others of current interest. 

St. Andrews this year was successful on both counts. 
The town itself is of course a model of Scottish urbanity, 
delightful in scale and planning and virtually irreproach- 
able in detailing at least as far as the central core is con- 
cerned. The golf courses and the beaches are just round the 
corner and the Highlands not too far away for lazy plan- 
ners with fast cars. 

The five main papers were well chosen and well presented 
and if the group discussions on them did not add much that 
was new, they did serve to keep everyone awake, those, that 
is, who were not playing golf or off to the Highlands. The 
five subsidiary subjects for discussion were also useful. 
They were Clutter, Traffic and Parking, Development 
Control, Review of Development Plans and Aids to Presen- 
tation. 

One of the five main papers dealt with Cumbernauld 
New Town. As it is proposed to report on this in detail in a 
future issue of A & BN it will not be referred to here. The 
main points of interest in the other papers were: 


The problem posed by land values: Brian Anstey 


Mr. Anstey is a well-known virtuoso on this theme and he 
gave a polished performance which kept floating slightly 
above the heads of many in the audience. His main theme 
was that planners should understand the effect their actions 
were likely to have on land values and the way the move- 
ment of these values might help or hinder their plans 

Land values had a force of their own; they were a 
reflection of the powers of a given site to serve men’s needs. 
A principal ingredient of land value was good or bad 
location which in itself was a function of transport. A 
valuable site was one in which the natural advantages of 
fertility, mineral content and so on were linked with 
accessibility of existing or potential transport. This worked 
both ways: a railway tended to attract development and the 
development attracted a better service of trains. The result 
was cumulative. 

Planners should zone enough land for development and 
unwise plans could, by restricting the supply of land 
artificially, force up the market price of land beyond its 
natural value to the community. To enable planners to take 
land values into account Mr. Anstey advocated the produc- 
tion of “Value Contour Maps” on which the distribution 
of land values could be represented by means of “isovals” 
which he defined as lines drawn between points of equal 
land value. 

Finally, Mr. Anstey reminded us of his plan for ensuring 
that the improved value arising from good planning should 
ultimately accrue to the community. He proposed a revised 
system of land tenure under which the local authority 
would announce its intention of acquiring the freehold after 
a term of years adjusted to the need for the redevelopment 
of the land in accordance with the plan. The effect would 
be to convert freeholds into long leaseholds and compensa- 
tion would be reduced to a minimum by the judicious 
timing of acquisition and re-grant of tenures. 


Social aspects of leisure: Mark Abrams 


After reminding us that leisure was a comparatively new 
phenomenon, Mr. Abrams described, in often amusing 
detail, how the different age groups were tending to spend it. 

“Teenagers ” from 15 to 24 spent their time outside their 
homes in the company of their contemporaries at clubs, 
cafés, cinemas, dance halls, evening classes, attending mass 
spectator sports, taking part in team games, walking, cycling 
and standing at street corners. Many of these activities 
needed a large and fairly densely occupied neighbourhood 
to support them. 

“Marrieds” from 25 to 45 tended to concentrate on home 
life and looking after the baby although in the second half 
of the period home ties slackened considerably. They spent 
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their leisure watching television, reading, gardening, tack- 
ling “do-it-yourself” jobs, listening to the radio, knitting 
and sewing. Many hardly went out at all. When the children 
grew up, wives tended to go out to work and their earnings 
and those of the grown-up children were spent in extending 
home-based activities—larger television sets, more enter- 
taining, a motor-mower and above all a motor car. 

After 45 these tendencies were intensified but more time 
was spent on gardening, sleeping and watching the tele- 
vision and very little on going out to the cinema or pub. 
The only out-of-home activity of any importance was the 
mobile privacy of the motor car. 

After retirement at 65 all activity was heavily curtailed 
by lack of money. Contacts with the outside world were 
fewer and the most common way of spending time was 
listening to the wireless and sleeping. 

Prosperity was tending to intensify the difference of 
leisure patterns between the different age groups and to 
exaggerate the different viewpoints of young and old. At 
the same time the boundary between work and play was 
becoming less definite. Leisure activities often provided the 
only opportunity for the exercise of skill and they are tend- 
ing to become more active, as with the growth of pot- 
holing, rock-climbing and sailing. Increasingly those who 
go out to work look for jobs which will leave them fresh 
enough to cope adequately with the labours of leisure. 


Regional plannizg on Clydeside: Robert Grieve 


Clydeside is still the only example in the British Isles of 
regional planning actually in operation and Mr. Grieve’s 
paper was interesting as an up-to-date account of its vicissi- 
tudes since it was prepared in 1946 and of the present 
situation in a developing Clydeside. 

Although certain major decisions were quickly taken on 
the basis of the Plan including the establishment of a New 
Town at East Kilbride and the development of a number of 
new industrial estates, the national reaction from planning 
and local opposition led to the early disbandment of the 
Regional Planning Advisory Committee and the Plan was 
apparently dead. 

But abandoning the Plan did not solve the problems and 
in the years which followed both the Department of Health 
and Glasgow Corporation were forced to make ad hoc 
studies into problems of overspill and green belt policy. 
These broadly confirmed the conclusions of the Plan. 
Eventually by general consent the Advisory Committee was 
reconstituted in 1954. Its first important conclusion was that 
a New Town was needed at Cumbernauld. Since then 
decisions have been taken on overspill to existing towns, the 
density of redevelopment in Central Glasgow (up to 160 
rooms per acre), the definition of the Green Belt, the pro- 
vision of a ring motorway, a new tunnel under the Clyde at 
Whiteinch and the modernization of the railway network. 

Mr. Grieve was at pains to point out that what was 
happening was not the implementation of a fixed plan. This 
would be of doubtful value in a changing situation and 
impossible to implement in a democracy. What was hap- 
pening was a planning process in which problems were dis- 
cussed and solutions agreed against the background of the 
plan. What was important was that everyone was agreed 
that the problems of Clydeside should be studied as a 
whole. It might well be that the whole Central Belt of Scot- 
land would soon have to be looked at as a whole. Cumber- 
nauld itself stood on the watershed between east and west 
Scotland. 

Mr. Grieve stopped his argument at this point but he 
could well have gone on to say that other regions in the 
country were badly in need of similar study and that the 
very fact that the Clydeside plan has survived against such 
determined opposition proves not only its basic soundness 
but the vital need for regional planning. 

The remaining paper was on The location of industry 
by Michael Halls who gave a very clear exposition of 
Government policy, past, present and future. 
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final account 


In which John (A.R.I.C.S.) and Tony (A.R.I.B.A.) finish 
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ANARISC 


their discussion on estimating begun in A. & B.N., June 22 


JouNn and Mary were at Tony's for coffee. John and Tony 
were continuing their discussion begun in the clubhouse 
after a recent round of golf, while Mary (in the Ernest 
Race chair) and Denise were just talking—background 
chat that occasionally filled in the gaps in their husbands’ 
conversation. 

John replaced his coffee cup on the marble-topped table, 
coughed, and said: “I think you could say that the final 
account begins on the day the contractor takes possession 
of the site because it is about this time that we begin to 
receive your accepted quotations from nominated sub- 
contractors and nominated suppliers and probably, if 
you will forgive my saying so, your first variation orders.” 

“You quantity surveyors don’t like variation orders?” 

“No more than the architect, builder or the client.” 

“Most of the clients that I know seem to love them, 
but continue.” 

“From our point of view the fewer the variation orders 
the sooner we can complete the final account. I’m not sug- 
gesting that variations are solely the result of changes of 
mind by the architect and I’m not suggesting that quantity 
surveyors tezr into every final account with the same degree 
of nervous energy that they tear into new work, but it 
is, nevertheless, fair to say that the fewer the variations 
the quicker the settlement.” 

“When do you measure the work included in a varia- 
tion order?” 


This cast fibreglass sculpture was recently erected outside 
Planet House, a new office building in Paddington Street, 
London. It depicts an astronomer holding aloft a model of 
the planet Saturn. Our picture shows the sculptor, Bainbridge 
Copnal, looking at the statue soon after its erection 


“The sooner the better. Some variations can be 
measured from drawings, others can only be measured on 
the site. The former can probably be dealt with the day 
the variation order arrives (although I've rarely heard of 
this being done), the latter may have to wait until com- 
pletion of the building. I think most quantity surveyors 
try to keep up with final accounts as much as possible by 
setting aside a few hours periodically for measuring varia- 
tions, but in practice even the most modest target in this 
direction is a difficult one to hit, such is the pressure of 
new work. As you know, we try to keep the measurement 
of variations in separate compartments to save repetition 
in the final account, and for this reason some quantity 
surveyors contend that the measurement of variations is 
best left until the last of them has been issued. One then 
has the overall picture. I prefer the other method; to 
measure variations when time and the state of building 
permits, on the principle that a number of small mouthfuls 
is less indigestible than one or two large ones.” 


“She just doesn't honour her code, Mary. She's going to 
have a nasty accident one day.” 


* 


“Variation orders deal also with omissions. I imagine 
these don’t cause you much trouble.” 

“Not as much as additions. If the variation involves a 
straight omission from the bill we merely write ‘Omit Bill 2 
page 109 Items A—F’ in on dimensions and leave the 
value to be entered later. Other omissions necessitate 
referring to the original dimensions and marking sections 
to be reabstracted, or even rewriting the original dimen- 
sions.” 

“When does this happen?” 

“If, for instance, the architect asks for three out of an 
original 10 rooflights to be omitted. Assuming the 10 
rooflights were all of the same size everything in connec- 
tion with them would have been multiplied by 10 
originally. These dimensions must now all be rewritten 
as omissions dimensions and multiplied by three.” 

“You have to be careful to keep omissions and additions 
dimensions separate.” 

“I always write them in red and blue ink respectively. 
In these enlightened days when you can use ball pens in 
fish tanks and bury them for three months in the garden 
without risk of injury, the continuous dipping of the 
scratchy nib into the red-ink bottle is unnecessary, 
Quantity surveyors like to keep abreast of technical 
development you know. By the way, any description we 
write, whether an addition or an omission, must, where 
possible, be referenced to, or pro-rata-ed to, an item in the 
bill. This is probably best done when writing the dimen- 
sions in order to cut down the length of items—6in bed of 
hardcore as 2/18/0, for instance—but some quantity sur- 
veyors prefer to write in the references when the draft 
final account has been written.” 


“To what extent does the quantity surveyor measure 
the final account in co-operation with the builder’s sur- 
veyor?” 

“We must always give the builder’s surveyor the oppor- 
tunity to measure with us and indeed he will usually do 
so—certainly in the early stages of a final account. It 
not infrequently happens, however, that, as the contract 
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final account 


proceeds and some degree of trust develops between the 
two surveyors, the builder's surveyor is willing to accept 
our measurements. This is, of course, very satisfying and 
does, in fact, lend speed to the preparation of the account. 
Indeed, I know of contracts in which, on the day set aside 
for the valuation each month, the quantity surveyor has 
measured variation orders while his colleague prepared 
the certificate.” 

“This degree of trust which you mention is interesting. 
To what extent during the preparation of the final account 
can you trust the builder’s surveyor not to take short cuts 
in his own favour?” 

“I always trust a builder’s surveyor to do his best for 
his firm—just as I do. The only real difference between 
us is that I am trying to be fair to both sides and he is 
trying to be fair to one. A good builder’s surveyor will 
always work hard to present his own point of view, but 
he will, of course, always listen to the quantity surveyor’s 
reasoning.” 


“Have you ever noticed a builder's surveyor measuring 
incorrectly with you?” 

“I can remember cases of builder's surveyors making 
mistakes in their own favour—the tape mis-read on a 
length of drain or the length of a playground. | can 
remember measuring flooring with a couple of sub- 
contractor’s men who for artfulness had nothing to learn 
from a waggonload of monkeys, but I was a junior then 
and allowed myself to be forced on the defensive. | 
have since learned to beware of sub-contractors’ and 
builders’ surveyors who hunt in pairs, just as | have 
learned to distrust any surveyor who says confidential 
things like: ‘I don’t try any tricks. My firm won't have it. 
We take the attitude that we do a good job and that all 
we need in return is the right money. But as I've told 
you before, the contractor stands to lose more than he 
can hope to gain from a slack tape. His best hope of 
boosting a final account figure is in checking its prepara- 
tion and looking for loopholes in its prices. You must 
remember, by the way, that there is only relatively small 
money to be made in bill of quantities contracts these 
days, so well is the builder tied down by contract clauses 
and competitive prices, and to the majority of builders the 
checking of a final account is more likely than not an 
attempt to break even with his costs or perhaps to realize 
the small profit which he had originally anticipated.” 


+ * + 


“Does the contractor settle a final account with his costs 
in mind?” 

“Very much so. We prepare the final account, price it 
and total it. Only then is it sent to the builder for his 
comments. He looks first at the final figure—-or so my 
builder friends tell me—and a comparison of this total 
with his known costs dictates his attitude to our prices. 
If he has made a satisfactory profit he will probably 
check only to see that all nominated sub-contractors’ and 
nominated suppliers’ accounts have been included, that no 
items have been omitted twice and that no new pro rata 
rates are demonstrably low. Also, of course, he will check 
the arithmetic. If he has made a loss on the job he will 
check the preparation and the pricing of the account very 
thoroughly. This is, after all, the last opportunity he will 
have before being asked to put his signature to a final 
figure.” 

“And having listed his queries he arranges an appoint- 
ment with you to thrash them out. This is where the 
bargaining begins.” 
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“Not bargaining. We are not paid 24 per cent to bargain 
with our client’s money. We price the final account as 
fairly as we can but if the builder can convince us that 
any price is low we change it. This is very different from 
bargaining.” 

“What rates does the builder pick holes in? Presumably 
only the ones against items of any quantity.” 

“He doesn’t waste time arguing for threepence on an 
item of 3ft super. On the other hand, a penny on say 
4,800yds of hardcore bed is—what—£20?”" 

“IT wouldn't know.” 

“So he concentrates on the large amounts. Mind you, 
one hopes he doesn’t find much to disagree with in the 
rates. Pricing is based on accepted rules and constants 
which leave little room for argument and he is a poor 
quantity surveyor who allows the builder to find much 
wrong with his prices.” 


~— don't want to be snobby but where my sister's little 
girl goes to school its just the opposite. The children who 
live in the council houses go home speaking la-di-da.” 


“It doesn’t sound to me as if the builder has much hope 
of bettering your final account figure whether he has made 
a loss or not.” 


“He should have little chance if the quantity surveyor 
has done his job properly.” 


“Do you often allow dayworks in final accounts?” 

“May I say that I have noticed certain misapprehen- 
sions among architects about dayworks. First of all when 
the clerk of works signs a daywork sheet he is not ipso 
facto authorizing a daywork—he is merely signing that 
the hours and materials claimed are correct. It is for the 
architect, or, of he so desires it, the quantity surveyor to 
decide whether or not the claim is allowable. The day- 
work sheet is a method of payment to be used, one may 
say, as a last resort—the RIBA Form of Contract is quite 
clear about this, and, in fact, on a well administered con- 
tract it is unusual to find dayworks totalling more than a 
few pounds. The builder endeavours to have additional 
work valued on a daywork basis because it pays him to 
do so, but relatively few extras to a contract cannot be 
priced in the normal way.” 


“You have not yet mentioned claims.” 

“A claim, being a matter not expressly covered in black 
and white within the contract is best thrashed out when 
the total cost is known. Here the quantity surveyor may 
be said to bargain, but only as a mouthpiece for his client, 
and, of course, he may not come to any agreement with- 
out the consent of his client. As you know, the settlement 
of claims depends upon the intangible as well as the 
tangible things, on personal relationships, on workmanship, 
on the client’s digestive processes and the builder’s good- 
will. My own experience is that for the sake of a settlement 
concessions previously undreamed of are made by both 
sides in the discussion of claims. This is a good thing, 
not only because it enables another account to be parcelled 
up and forgotten, but because it serves to remind the 
quantity surveyor and the builder's surveyor that however 
acrimonious their personal exchanges may become, the 


ultimate answer to the final account is likely to be found 
over a bottle of whisky.” 


“— says the tube is finished. In fact it has got so bad that 


during the big fight you couldn't tell Ingemar Johannson 
from Floyd Patterson.” 


2 2. 
4 
* * 
* * 
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news 


Scheme for Lion Yard, Cambridge, rejected 


Mr. Henry Brooke, Minister of Housing and Local Govern- 
ment, has asked Cambridge city council to think again on 
its scheme for redeveloping Lion Yard, Cambridge. His 
decision follows a public inquiry held from November 10 to 
ee December 4, 1959. 

a The proposal was for the redevelopment of an obsolete 
pee a area a short distance from the market square. Shops, offices, 
a car park for 730 cars, a hotel and possibly some space for 
university use were planned to be provided. That Lion Yard 
should be comprehensively redeveloped was first suggested 
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Above, a plan of The Lion Yard, Cambridge, development 
area and below, a model of proposed scheme 
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by Sir William Holford and Professor Myles Wright in their 
report Cambridge Planning Proposals, published in 1950, 
and the principle was endorsed by the Minister of Housing 
and Local Government in approving the County Develop- 
ment Plan in 1954. 

It was intended that the scheme should be carried out by 
Edger Investments, in association with Sir Robert McAlpine 
and Sons, whose architects, Stone, Toms and Partners, had 
prepared the plans approved by the city council. 

There were many objections to it from local citizens, who 
were specially opposed to the demolition of nearly the whole 
of the south side of Petty Cury. 

The inspector who held the inquiry, Mr. J. Birkett, 
accepted the contention that the area was ideal for the 
relocation of existing overcrowded uses and the improve- 
ment of traffic circulation. The proposals had to be con- 
sidered against this background. 

His conclusions were: that the submitted scheme was 
basically unsound in that it envisaged shop and office 
expansion instead of decongestion of the central area— 
where commercial expansion was neither necessary nor 
desirable ; that the accesses to the proposed car park were 
unsatisfactory and required modification which might alter 
the plan substantially; that the submitted plan crowded 
too much development on the site ; that the boundaries of 
the proposed comprehensive development area could not be 
determined until the redevelopment proposals had been 
revised. 

The proposals had been submitted as an integrated viable 
plan which in his opinion would not bear piecemeal 
alteration. He recommended, therefore, that the whole sub- 
mission be not approved. 

In the letter giving the Minister’s decision, it is stated 
that the Minister considered whether he could modify the 
scheme to preserve what was good rather than reject it 
entirely. He decided not to do so because any substantial 
changes would involve the council in rethinking the 
economic aspects of the scheme entirely afresh. He acknow- 
ledged that there might be some doubt as to whether any 
redevelopment scheme for the area could both be an assured 
business success and, at the same time, be in the best interests 
of the planning of Cambridge as a whole. He felt sure, how- 
ever, that the second of these two objectives must be the 
main one. 

The letter continued: “In his view, the main objective in 
planning the area must be to reduce congestion or at least 
minimize the increase of congestion in the central areas as 
a whole. The road and car parking proposals are a part of 
the submitted scheme which he views with approval. He 
does not think more office space should be provided than 
is there now. If additional shopping space is proposed the 
Minister would wish to have some evidence that the total 
amount of shopping in the central area is not likely to be 
significantly increased as a result. 

“The Minister therefore accepts his inspector’s recom- 
mendation and has decided that he should not amend the 
development plan in the way proposed. If a scheme for the 
comprehensive redevelopment of the area can be formulated 
on the lines sketched out above the Minister would be pre- 
pared to give it favourable consideration; the exact 
boundaries must depend on the character and requirements 
of any revised scheme.” 

The letter adds that the Minister would be glad to arrange 
for a discussion with his officers when the council has 
again considered the area’s future. The Minister has not 
confirmed a compulsory purchase order which arose from 
the council’s proposals. 


Prompt action on land circular urged 


Prompt action by local authorities on Mr. Henry Brooke’s 
circular urging them to decide whether more land in their 
areas can be allocated to housing has been called for by 
the National Federation of Building Trades Employers. 
The areas the Minister particularly had in mind were those 
earmarked for development in the next six to 20 years. 

The federation stated that land allocated for housing in 
many areas was already being used up rapidly. If the 
allocation of more land were delayed until the normal quin- 
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quennial review, building would in some cases be held up 
for months or even years. 

Construction of private houses, flats and maisonettes is 
running at about 150,000 a year, only half the pre-war rate. 


The Minister’s circular: Review of Development Plans* 


In his circular the Minister asked planning authorities for 
the towns to encourage the conversion of suitable property 
into flats, and, where appropriate, the redevelopment at high 
densities of older residential areas of low density. In review- 
ing their development plan, they should review their general 
standards of density, and in dealing with applications for 
planning permission, they should ensure that proposed 
development made adequate use of the land, “bearing in 
mind the demand for more and more houses and flats and 
the great change in social customs which no longer favour 
big houses and gardens”. 

Where a green belt had been established or proposed, “‘it 
must be matched by adequate provision for balanced and 
compact development elsewhere”. This meant using land 
within the green belt to its full capacity and selecting 
adequate land for development beyond it—avoiding where- 
ever possible good agricultural land. 

It was important, the circular went on, when selecting 
land beyond the green belt for development, for planning 
authorities concerned to keep in close touch with the 
authorities of the crowded areas from which the demand 
was likely to arise. The Department had already arranged 
a number of conferences, on a regional basis, for areas 
which had these problems ; it proposed to arrange further 
conferences in the near future and would help in any other 
way to promote co-ordination between planning authorities. 

“The aim,” says the circular, “should be to encourage 
employment as well as people to move out from the large 
cities to places beyond the green belt. Planning authorities 
should therefore ensure that sufficient land is reserved for 
future factory and office building, even if there is little 
demand for land for these purposes at present.” 

Planning authorities were asked to prevent waste of land 
and to ask owners of land which for no apparent reason 
was unused whether it was still needed by them for the use 
assigned to it by the development plan and, if not, whether 
it could be made available for development. It was pointed 
out that there were opportunities also in some parts of the 
country for restoring derelict land. 

In another section the Minister drew attention to the 
review of development plans, which were prepared to cover 
a period of about 20 years (as originally recommended). He 
thought it desirable that the plans should continue to cover 
a period of 20 years and that accordingly, in the process of 
review, they should be extended to cover land allocations up 
to 1981. Unless this were done, the plans would have little 
value as a guide for future development, and the Minister 
suggested to planning authorities how and at what stages 
the plans should be so extended. 


A high-density plea 


Lord Craigton, the Minister of State, Scottish Office, in 
opening the Town Planning Summer School at St. Andrews, 
dropped a number of broad hints about Government policy 
on planning. 

He was strongly critical of the low-density suburban 
rash which had wasted so much land before and after the 
war and said that although the Victorians had built too 
densely, we had gone to the other extreme, including the 
work in the new towns. Land had been wasted and com- 
munity spirit had suffered. We needed higher densities and 
a more imaginative use of sites particulary where the land 
sloped as at Cumbernauld. 

On the question of public relations, he said that planners 
should take the public into their confidence and consult 
them fully before making important decisions. The public 
were the planners’ clients. With regard to public inquiries, 
the Ministry was proposing as an experiment to stream- 
line the process in order to make them cheaper and shorter. 

He gave a broad hint that it was proposed to give small 
towns more responsibility for the creative planning of their 
*Circular No. 37/60. 
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own areas and said that in his view more attention should 
be given to the visual amenities of the countryside. At the 
same time he did not see why new holiday towns and 
villages should not be established in suitable positions where 
they would fit into the landscape. 

For a politician, Lord Craigton was unusually outspoken 
and one can only hope that he is voicing a new and 
creative attitude to planning which the Government has 
decided rather belatedly to adopt. 


Glasgow builds upwards 


Glasgow Corporation has approved plans for the com- 
prehensive redevelopment of another large area of Pollok- 
shaws at a cost of £4-5 million, bringing the total redevelop- 
ment cost to £7 million. 

It will be the only one of the 29 areas of the city to be 
rebuilt within the next 20 years where the population will 
be bigger on completion of the scheme—it will rise from 
5.830 to 7,000. 

Four 20-storey and seven 16-storey blocks of flats and 
about 1,500 houses will be buiit in a series of inter- 
penetrating squares, and there will be an industrial zone of 
about six acres. A feature of the second phase of the scheme 
is a landscaping project to transform the polluted river Cart 
into a pleasant, tree-lined river, with promenades along the 
banks. 

Boswell, Mitchells and Johnston, of Glasgow, have 
designed the second stage of the redevelopment. The first, 
by J. L. Gleave and Partners, was approved by the cor- 
poration in May. The two stages will proceed simultaneously 
and each will have two five-year programmes. 


Professional announcements 


Leslie H. Kemp, F.R.1.B.A., M.R.A.L.C., who has recently 
returned to England after 12 years in practice in North 
America, is now working in association with Messrs. Yates, 
Cook & Darbyshire, architects and surveyors, 43 Great 
Marlborough Street, Regent Street, London, W.1. Until 
the last war his offices were at 10 Great James Street, 
Bedford Row, London, W.C.1. 


Messrs. Handisyde & Taylor, 68 Great Russell Street, 
W.C.1, are pleased to announce that Mr. D. Ingram, 
A.R.1.B.A., has become an associate in the firm. 


diary 


The Building Centre 

Now until September 17. Exhibition of the premiated and highly 
commended designs for the competition for the Metropolitan 
Cathedral of Christ the King, Liverpool. Weekdays 9.30 a.m. - 
5 p.m. Saturday 9.30 a.m.-l p.m. At 26 Store Street, W.C.1. 


Rural Industries Bureau 
September 21-October 7. Exhibition of craftsman-made furni- 
ture. Weekdays 10 a.m.-5 p.m. Saturdays 10 a.m.-I p.m. At 
26 Store Street, W.C.1. 


The Design Centre 

September 19-October 29. Exhibition: Heating your Home. 
Mondays, Tuesdays, Fridays and Saturdays 9.30 a.m.-5.30 p.m. 
Wednesdays and Thursdays 9.30 a.m.-9p.m. At 28 Haymarket, 
London, S.W.1. 


The Society for the Protection of Ancient Buildings 


October 10-15. Annual course on maintenance of old buildings; 
details from secretary, 55 Great Ormond Street, London, W.C.1. 
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school at Gravesend 


Client: Kent Education Committee 

Elie Mayorcas in collaboration with 

E. T. Ashley Smith, County Architect 

Peter Sainsbury, L. E. Tatum, A. M. Graham and 
P. Robson, architects assisting 

Thurgood, Son and Chidgey, quantity surveyors 
W. E. Fretwell and Partners, service engineers 


Gravesend Gordon (Westcourt) secondary school is a four- 
form entry (five year course) school for girls and provides 
accommodation for 600 pupils. A largely prefabricated con- 
struction in light steel, the whole project was completed six 
months within the contract period. A detail of the assembly 
hall is shown above 
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Above, a biology pool adjacent to the main en- 
trance hall. Below, the teaching block (left) 
with the gymnasium and assembly hall beyond. 
Planning was largely dictated by the necessity for 
economy in floor area per pupil. Thus the small 
hall can be used for dining, while the dining area 
also forms part of the circulation (see plan left) 
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THE site has a number of fine trees but 
is mainly an open one with a fall to the 
north and interesting views of the 
river. 

The plan consists of two main rec- 
tangular blocks at right angles to each 
other, linked by the pupils’ secondary 
entrance, The teaching block with the 
classrooms and practical rooms faces 
east and west and the communal block 
north and south. The latter contains 
an assembly hall, gymnasium, small 
hall, kitchen, cloakroom and changing 
rooms. Changing rooms can serve both 
gymnasium and assembly hall, with 
easy access to the stage for dramatic 
performances. 

Planning has been largely dictated 
by the necessity of obtaining the 
smallest possible floor area per pupil 
to help to minimize the total cost. 
With this in view, the small hall can 
also be used for dining with a conse- 
quent reduction in area of the dining 
room, which, in fact, also forms part 
of the main general circulation. The 
dining room can also open out as an 
extension to both assembly hall and 
small hall by the use of sliding folding 
screens. 


Construction 


The structure is a light steel frame, 
with box columns where exposed and 
with welded tubular triangulated 
trusses over the assembly hall and 
gymnasium. 

This method of construction was 
chosen to ensure speed of erection and 
early roofing of the building which 
was substantiated in practice by the 
fact that the whole project was com- 
pleted in 14 months, six months before 
contract period. It should be men- 
tioned, however, that the steelwork 
had already been ordered and largely 
fabricated prior to the appointment 
of the General Contractor. 

Windows are rust-proofed steel with 
glass infill panels below the cills, 
backed by light-weight concrete block 
walling. Exposed concrete clad 
perimeter beams at floor levels are 
faced with self-coloured asbestos- 
cement sheets. Roofs are generally 
“straw-board” slabs supported on 
timber joists. 


Services 

For reasons of economy heating is pro- 
vided by a low-pressure hot water 
system with radiators generally and 
“forced-flow” convectors in the large 
spaces and calorifiers for hot water. 
The boilers are automatic oil-fired. 


Top, a subsidiary entrance between the 
assembly hall and administrative wing. 
Centre, circulation space at the spine 
of the teaching block. Right, kit store 
and cloaks adjacent to the gymnasium 
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Above, a detail of the gymnasium and assembly hal! block. Below, 
an interior shot showing the welded tubular triangulated trusses 
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General Contractors: 
Gee, Walker & Slater Lid. 
Sub-contractors and suppliers: 


Aluminium Trim to Roof Verses: Canterbury Sheet 
Metal Works Ltd. Bituminous Felt Roofing 
Permanite Lid. Chain Link Fencing: Boulton & 
Paul Ltd. Changing Room Fittings: Comyn-Ching 
& Co. Ltd. Connection to Electrical Mains: South 
Eastern Electricity Board. Convector Fire and 
Back Boiler: Radiation Group Sales Lid. Cycle 
Racks: Lockerbie & Wilkinson (Birmingham) Ltd. 
Electrical Engineering Services: C. W. Gosling Ltd. 
Electrical Installation (Caretaker’s House): North 
Electrical & Refrigeration Co. Lid. Entrance 
Gates Hotchkiss Engineers Ltd. Gas Supply: 
South Eastern Gas Board. Greenhouse: F. Pratten 
& Co. Ltd. Hardwood Block and Strip Flooring 
Vigers Bros. Lid. Jronmongery: Comyn-Ching & 
Co. Ltd. Lettering: Dale (Lettering) Lid. Mech- 
anical Engineering Services: Watkin Heating Co. 
Ltd. Metal Balustrading: Light Steelwork (1925) 
Ltd. Metal Windows: The Morris Singer Co. Ltd. 
Sanitary Fittings: Stitsons Sanitary Fittings Lid. 
Sliding Door Gear: E. Hill Aldam & Co. Ltd. 
Steel Reinforcement: E. J. Cook & Co. Ltd 
Structural Steelwork: Hotchkiss Engineers Lid. 
Terrazzo Pavings: Standard Pavement Co. Lid. 
Terrazzo W.C. Partitions: Marriott & Price Ltd. 
Tile Flooring: Neuchatel Asphalt 
Lid. 


Above, the assembly hall and, above 
left, the small hall (also used for 
dining). Changing rooms, situated to 
the left of the hall (see picture on 
page 299) serve both the gymnasium 
and assembly hail with easy access to 
the stage for dramatic performances. 
Left, a detail of the main staircase to 
the teaching block 


COST ANALYSIS OF CONTRACT PRICES 


Work started... “A August 18, 1958 
Work completed rhe ar me October 31, 1959 
Tender price accepted .. ate £180,030 


(excludes tarpaving works, i.e. roads, paths, playing pitches, which 
formed a direct contract between client and apnea watcee 


Highest tender price .. Se £203,349 
Superficial area of buildings 46,297 sq. ft. 
Cube of buildings we 752,795 cu. ft. 
Total 
Preliminaries and insurances. . 3,842 
Foundations 
Including sub-structures and ducts, etc. .. 13,159 
Superstructure 
Including structural steel concrete floors, 


External Finishes 

Brickwork, first quality London yellow stocks. Rust-proofed steel 
metal windows, with glass infill panels below backed by a rendered 
“Thermalite” wall. Roofs “Stramit™” slabs covered with a multiply 
felt and granite chippings. Certain portions clad in cedar boarding. 
Perimeter floor beams in teaching block faced with self-coloured 
polished asbestos sheets 

Internal Finishes 

Generally walls are plastered with suspended ceilings of perforated 
acoustic plaster slabs and guilting above. Floors in practical rooms 
are hardwood block, with ““Thermoplastic” tiles in general, elsewhere. 
Staircases finished with pre-cast terrazzo and pre-cast terrazzo tiles in 
main entrance hall. Siding folding screens veneered in sapele 


mahogany 
Cost of external and internal finishes ‘ 36,548 


External works 
Excluding tarmacadam roads, paths and ‘ene a. Including 
drains, services, paving, gates, fences, etc. 9,396 


Total cost of job £180,030 
(this is the accepted tender price pending completion of the final account) 

Cost per ft. — £3 17s. {¢ 

Cost per ft. cu 4s. 94d. 
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Designed on a 2ft 8in 
modular grid, the 
school combines and | 
factors in previous | 


Hertfordshire schools. fr 
Above, the school | 

seen from Northwick 


road 


school at 
South Oxhey 


Architect’s Department, Hertfordshire C.C. 
G. C. Fardell, County Architect 

Vernon Lee, Architect in Charge 

John McMarrow, assistant architect 
county architect’s quantity surveying section 
C. M. Nott, principal quantity surveyor 

K. H. Norman, quantity surveyor in charge 


THIS school was built to relieve 
overcrowding in the existing 4 FE. 
Clarendon Secondary Modern School. 


Site 
The buildings have been sited with 
two main factors in mind: 

As an extension to the main school 
where pavilion planning was originally 
found quite acceptable, and with the 
unusual requirement of split circula- 
tion—direct access from the minor 
road, but the main stress to be concen- 
trated on a route to and from the main 
school. 

To give the new buildings a sense of 
cohesion, it was decided to group the 
elements about a central quadrangle 
into which all circulation routes are 
directed. The quadrangle is bounded 
on three sides by buildings and closed 
on the remaining flank by a perforated 
screen-wall in brickwork. A deliberate 
contrast is made between concrete and 
paving slabs laid to a mechanical 
pattern and the wide sweeps of playing 
fields, which dominate the campus 
site. 
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Above, one of the class- 
rooms and, under, the 
woodwork and metal- 
craft room. A detail of 
the teaching block stair- 
case is shown top right 
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STRUCTURAL DETAILS 
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Three views of the school. The bottom photograph shows a quadrangle 
around which the school is planned and through which students circulate. 
Typical details of external cladding are shown on the facing page 


Planning 


The scheme was planned to accommo- 
date spaces for both practical and 
theoretical teaching. A close relation- 
ship with the main school was essential 
and so the whole school complex was 
visualized in its entirety. Rather than 
duplicate gymnasiums, it was decided 
to omit a second gymnasium and 
allow for a future open air swimming 
pool in its place. Again, instead of a 
duplication of kitchen equipment 
and staff it was proposed to extend the 
existing main school catering facilities. 
Practical rooms, generally those need- 
ing an abundance of services, have 
been kept at ground level, and quieter 
teaching rooms placed above ground 
level. 

A particular requirement was that 
the library should be easily accessible 
during break periods as well as normal 
working hours without opening the 
remainder of the school, hence the 
separate entrance from the quad—as 
well as within the building. 


Structural system 


The School has been planned on a 
modular grid of 2ft 8in. This system 
combines and develops the best factors 
of previous development work, namely 
an economy of steelwork inherent in 
the 8ft 3in grid schools and also the 
flexibility of planning observed from 
work in the 3ft 4in grid. 


Structural summary 


Pile foundations: Due to the nature 
of existing made-up ground. 

Site slab: Normal mesh reinforced 
concrete slab. 

Steel frame construction: An ex- 
tension of previous development in pre- 
fabricated steel structures. Standard 
depth beams throughout. 

Aluminium curtain walling: Basic 
5ft 4in spacing determined by the use 
of maximum modular transome span 
and a need to restrict the number of 
expensive vertical mullions to a practi- 
cal minimum. 

Infill panels: Plastic-faced, in- 
tegrally-bonded panels with asbestolux 
backing, requiring no maintenance 
externally. 

Cedar boarding: Where daylighting 
is not required internally (except by 
roof lights) an opportunity was taken 
to insert panels of untreated timber. 

Partitions: Generally partitions are 
prefabricated dry in increments of half 
a module, 4ft wide maximum, and 
located on planning grid. Due to the 
standard ceiling height the partition 
range has a standard height throughout 
the building. Fixing of wash basins, 
joinery units and under-bench services 
are direct to the partition. 

Ceilings: These are of a variety of 
acoustic materials, generally being 
spiked to timber joists at 2ft 8in spans. 

Roofs: A standard set of asbestos- 
cement components of 6in depth span- 
ning 10ft 8in maximum, Faced with 
fibreboard externally and topped with 
three-layer bitumen felt and white 
chippings. 


= 
| 
i ae 


softwood stopped end 
toruncontinuous betweer 


framing 


at 16° centres 


brickwork 


pater 


thick. felt 


| 
| 
| 
| 


compressed joint 
tick 


compressed in in channe! 


pressed metal channet 


fined by plugging through 
felt plaster to brickwork 
at 16° centres with 
ruttproof screws 


2 1/2" wood screws 


| at l6’centres 
¢ 2"wood 


INTERNAL DETAILS 


SCA 


LE: § FULL SIZE 


2"wood screws 
ex | 4", | 1/4 softwood 


runner 
sound proofing 1/4" thick 
— felt compressed into gap 


Part of the small hall 


The Architect and Building News, 7 September 1960 


Finishes 


Floor Finishes: Thermoplastic tiles, 
wood block flooring, cork tile flooring 
and granolithic. 

Wall Finishes: Generally all parti- 
tions are emulsion-painted or semi- 
gloss oil-painted. In wet areas, how- 
ever, “seculate” has been used and 
glazed wall tiling. 

Ceiling Finishes: Flaxboard panels, 
Asbestos panels, Fibrous Plaster panels 
and Wood-wool slabs. 


Services 
Electric and Gas. Heating: warm-air 
convector cabinets. 


Costs 


The contract price was £92,100 for a 
total superficial area of 19,903ft super. 


Window-wall detail 


General Contractors: 
Allen Fairhead & Sons Ltd. 
Sub-contractors and suppliers: 


Balustrades and Gates: Hills (West Bromwich) Ltd. 
Blinds: London Blinds Ltd. Bricks: E. H. Smith 
(London) Ltd. Ceilings (Glinex): Gliksten Doors 
Lid.; (Asbestolux): Cape Building Products Ltd. 
Cladding Panels: Vulcan (Plastics) Manufacturing 
Co. Ltd. Curtains: Super Theatre Furnishings 
Ltd. Doors (Flush); Gliksten Doors Lid. Door 
Frames and Framed Doors: Allen Fairhead & Sons 
Lid. Electrics: Leonard J. Ive Ltd. Fencing 
Blakeney & Strange & Co. Ltd. Fibrous Plaster 
Claridges (Putney) Ltd. Floors (Granwood): Gran- 
wood Flooring Co. Ltd.; (Terrazzo): Art Pavements 
Ltd.; (Thermoplastic) Semtex Ltd.; (Wood Block 
Strip) Horsley Smith & Co. Ltd. Flues and Heating 
Weatherfoil Ltd. Furniture (Built-in): Spencers 
Joinery Ltd. Glazing and Putties: Storry, Witty & 
Co. Ltd. Ironmongery: James Gibbons Ltd. 
Laboratory Equipment: J. S. & F. Folkard Lid. 
Lavatory Partitions: Flexo Plywood Industries Ltd. 
Paint: The Leyland Paint & Varnish Co. Ltd. 
Plumbing: Econa Modern Products Ltd. Roof, 
Structural: Universal Asbestos Manufacturing Co 
Ltd. Rooflights: Crittall Manufacturing Co. Ltd. 
Roofing Felt: Macartney Ltd. Sanitary Fittings 
Adamsez Lid. Staircases and Structural Frame 
Hill (West Bromwich) Ltd. Vents (Mechanical): 
Greenwood’s & Airvac Ventilating Co. Lid. Win- 
dows: Quicktho Engineering Ltd. Floor Slabs 
and Stair Treads; Kingsbury Concrete Co. Ltd. 
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school at Finchley 


David Stokes and Partners, Architects 


Anthony Cooper and Henry C. Lock, Architects assisting 
Davis, Bellfield and Everest, quantity surveyors 
Confidere Construction Ltd., consultant engineers 


ST. MICHAEL’S Convent Grammar 
School is a two-form entry grammar 
school for 360 girls. Advantage was 
taken of the sloping site by planning 
the bottom floor of the four-storey 
teaching block half-a-storey below the 
entrance level and this is connected 
both at ground- and first-floor level by 
cloaks corridors. 


Planning 
A problem in the design was that pro- 
vision for an altar had to be made in 
the assembly hall and this was solved 
by placing a small chapel at the back 
of the stage with sliding doors in be- 
tween. A connecting passage under- 
neath the stage enables the chapel to 
be free of circulation. 

continued on page 308 
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Above and facing page, four views of 
the assembly hall. 1. The east end 
showing a projection to accommodate 
the sanctuary. 2. -West end and an 
ornamental pool for biology. The 
statuary is by Siegfried Charoux. 
3. Adetail view of the sanctuary. 4. 
The small hall used for dining, with 
assembly hall and sanctuary beyond 
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continued from page 307 


A small hall, used for dining, is 
planned as an extension to the 
assembly hall and is separated by a 
folding partition, 18ft high by SOft 
wide. In spite of its size this partition 
of metal, covered with vynide, is very 
easy to manceuvre, and the two halls 
can be combined into one area if 
required. A music room forms part of 
the assembly hall group and can also 
be used as a green room. Changing 
rooms are accessible from the stage as 
well as the hall. Administrative rooms 
are planned near the hall between the 
main entrance and teaching block. 

Beneath the windows of the small 
hall there is an ornamental pool for 
biology and on a simple base in the 
pool there is a concrete Madonna and 
Child by Siegfried Charoux. 


Construction 


The structure is of load-bearing brick 
walls with prestressed pre-cast concrete 
floors and reinforced barrel roof to the 
gymnasium. Uxbridge flint facing 
bricks have been used externally, and 
windows are aluminium in hardwood 
frames. Walls internally have been 
plastered and floors are mostly wood 
block. 
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Above, the administrative section 
with teaching block beyond. 
Uxbridge flint facing bricks are 
used with aluminium windows 
in hardwood frames, under-cill 
surfaces being rendered 


Below, a cloaks space on the 
ground floor. Right, the chemistry 
room 


General Contractors: W. F. Try Ltd. 


Sub-contractors and suppliers: 


Altar: J. Whitehead & Son Ltd. Asbestos Spray: Sprayed Insulations Ltd. Asphalt Tanking: Faldo Asphalte 
Co. Ltd; Field & Palmer Ltd. Assembly Hall Roof and Columns: Twisteel Reinforcements Ltd. Balustrading 
Light Steelwork (1925) Ltd. Bricks: Cape Building Products Ltd. Cloakroom Fittings: Goodwin Store- 
fitters Ltd. Coloured Glass: James Hetley & Co. Ltd. Curtain Carrying Equipment: W. J. Furze Lid.; W. N. 
Froy Ltd. Electrical Installation: Troughton & Young Ltd. Fencing: Permafence Ltd.; Baylis Jones & 
Baylis Lid.; Boulton & Paul Ltd. Flagpole: Piggott Bros. Ltd. Flooring: Vigers Bros. (hardwood); L. 
Fishburn (Roflex); Talbex Ltd. (terrazzo). Gardening: W. W. Hall. Glass Dome Lights: T. & W. Ide Ltd. 
Greenhouse: Crittall Manufacturing Co. Ltd. Heating and Hot Water Installation: Troughton & Young 
(Heating) Ltd. /Jronmongery: Adrian Stokes Lid. Lightning Conductor: R. C. Cutting & Co. Ltd. Mosaic: 
John Baker. Reinforced Concrete and Reconstructed Stone Copings: Girlings Ferro-Concrete Co. Ltd. 
Sanitary Fittings: Stitsons Sanitary Fittings Ltd. Science, Domestic Science and Needlework Room Fittings: 
W. E. Marson & Co. Ltd. Sculpture: S. Charoux (Madonna); Arthur Pollen (crucifixes). Shower Curtain 
Rails: Clark Hunt & Co. Ltd. Silver Fish: Adrian Stokes Ltd. Silver Candlesticks: Michael Murray. Slate 
Shelving: Bow Slate & Enamel Co. Ltd. Tank Room Roof Guard Rail: H. Wesson & Co. Lid. Tarmac: 
Constable Hart & Co. Ltd. Tennis Court Marking Out: W. H. Gaze Ltd. Tiling: Carter & Co. (London) 
Ltd. Vermiculite Roof Screeds: W. Miller (Plasters) Ltd. Windows: R. E. Pearse Ltd. (steel); Quicktho 
Engineering Ltd. (aluminium). W.C. Partitions: Venesta Ltd. 


Aw 
1960 311 
; 


312 


industrial notes 


@ N.C.K.-Rapier Ltd. have become ex- 
clusive selling agents in most of the 
Eastern Hemisphere for the Koehring Co. 
of U.S.A. The agreement will operate 
primarily for excavators and cranes but 
it is expected that it will eventually be 
extended to cover road and building 
equipment, dumpers and other Koehring 
products. 


@ The International Nickel Company of 
Canada Ltd. show net earnings of 
$43,902,000 for the six-month period 
ended June 30, 1960, compared with 
$38,391,000 during the corresponding 
period last year. 


@ Henry Wilson & Co. Ltd. have re- 
duced the prices of their Oilheat jet light 
oil burners by up to™25 per cent. In 
addition, the burners now have a new 
finish of black and red enamel with 
chrome oil lines and elbows. 


@ The Board of Trade have stated that 
they may have to ask the Monopolies 
Commission to investigate the sale of 
insulated electric cable and glass, as a 
result of representations made to them. 


@ The next Mechanical Handling 
Exhibition is to be held at Earls Court, 
London, from May 8 to 18, 1962. The 
exhibition is open to manufacturers 
throughout the world and full details of 
stand space and facilities for firms wish- 
ing to show their products can be 
obtained from H. A. Collman, Dorset 
House, Stamford Street, London, S.E.1, 
England. 


@ Mr. L. A. Lioyd has been appointed 
spares and service manager of the Con- 


tractors 


Plant Department (Southern 
Area) of Thos. W. Ward Ltd. He will be 
based at Titan Works, Grays, Essex. As 
a result of this reorganization, all en- 
guiries for spare parts for Fowler 
Marshall tractors should be directed to 
that address (telephone: Grays Thurrock 
4806 and 4764). 


@ Hackbridge and Hewittic Electric Co. 
Ltd. show a net profit for the year ended 
March 31, 1960, of £199,824, compared 
with the previous year’s result of 
£183,958. A final ordinary dividend of 
12 per cent has been approved, making a 
total distribution of 16 per cent for the 
year. 


® The Corrosion and Metal Finishing 
Exhibition is to be held at the Empire 
Hall, Olympia, London, from Novem- 
ber 29 to December 2. Sir Alexander 
Fleck, K.B.E., D.Sc., LL.D., F.R.S., Presi- 
dent of the Society of Chemical Industry, 
will open the Exhibition at 11 a.m. on 
Tuesday, November 29. 


@ Mr. W. R. Mills has been appointed 
genera! sales manager by Stanley Works 
(G.B.) Ltd. He succeeds Mr. Warwick M. 
Dingley who is now Director of Market- 
ing in Europe for the whole of the 
Stanley Organization, although he re- 
mains on the board of the British 
company 


@® The Dunlop Group have adopted a 
new symbol which has three components. 
It has the head of an arrow pointing to 
the right, a circle within the arrowhead 
and, in the circle, a forward-leaning “D”. 
It will be used to unify and identify 
Dunlop and its products throughout the 


A Lumitron illuminated suspended ceiling has been used in the new underground 


public conveniences at Hyde Park Corner, London. 


The ceiling track forms 3ft 


squares (3ft grid) and supports ceiling board and Atlas surface and recessed type 
The total length of track used is | ,655ft 


lighting fittings. 
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world and was prepared by Charles F. 
Higham Ltd. 


@ Ramset Fasteners Ltd. have appointed 
Mr. Alan Horne as sales manager of 
their new Northern Area Sales Office 
which is situated in Block A, Waterloo 
Works, Gorsey Mount Street, Stockport, 
Cheshire (telephone: Stockport 5581). 


@ S. Smith & Sons (England) Ltd. have 
increased the price of their Model 30 oil- 
fired domestic boiler from £70 to £75. 


@ Four of the latest type British tele- 
vision cameras, manufactured by E.M.I. 
Electronics Ltd., are being used by 
Radiotelevisione Italiana to cover events 
at the Olympic Games in Rome. 


A Keepalite emergency lighting 
equipment supplied by Chloride Batteries 
Ltd. has been installed in the new A.B.C. 
Theatre at Londonderry. To eliminate 
the possible risk of interruption to the 
mains supply, the Keepalite is capable of 
supplying emergency lighting of up to 
1.450W in the public parts of the 
building. 


® The Hon. Gordon Churchill, Minister 
of Trade and Commerce, Ottawa, has 
stated that a Canadian Timber Trade 
Mission will visit the U.K. and Republic 
of Ireland in October in order to stimu- 
late the demand for Canadian timber, 
plywood and other wood products, They 
will study changing marketing conditions 
and examine the effectiveness of produc- 
tion marketing and sales promotion 
methods in so far as they affect Canadian 
timber exports. Members of the mission 
will leave Toronto on October 14 for 
London and will attend the Manchester 
Building Trades Exhibition. They will 


also visit Hull, Liverpool, Glasgow, 
Belfast and Dublin. 
@ Mr. John S. Whitworth has been 


appointed manager of their shuttering 
department by S.G.B. Building Equip- 
ment Division. 


@® The Yorkshire Brick Co. Ltd. and 
subsidiary companies show a net profit 
for the year ended March 31, 1960, of 
£98,197, compared with the previous 
year’s result of £74,523. A first and final 
dividend of 174 per cent has been recom- 
mended on the ordinary shares. 


@® Sir Joseph Latham, C.B.E., formerly 
deputy chairman of the National Coal 
Board, has been elected a director of 
Associated Electrical Industries Ltd. Mr. 
C. R. Wheeler, C.B.E., has been appointed 
an additional vice-chairman and will take 
up executive duties in 1962. . 


@ The National Society for Clean Air 
have moved to a new address at Field 
House, Breams Buildings, London, E.C.4 
(telephone: CHAncery 5040). 


@® Mr. J. Alcock has been appointed to 
the board of Midgley & Sutcliffe Ltd., the 
600 Group company which manufactures 
the Richmond range of radial drills and 
drilling machines. 
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The 


‘Adventurers Limited provides archi- 


Ventura series by Merchant 


ne tects and engineers with a range of 
™ twenty lighting fittings designed 


with logical simplicity to fulfil a 
variety of common lighting needs. 
They give general lighting with a 


high degree of diffusion and with no 
disturbing glare. Mouided in white 
opal translucent plastic, the diffuser 
has an open top for shadowless 
ceiling lighting. The open louvred 


aperturegives virtually uninterrupted 
downward lighting while shieldingthe 
barelamp from allnormal viewpoints. 
Prices from 19/2d. including P.T. 


A comprehensive leaflet giving full data and prices is available on request. 


Merchant Adventurers Limited 


Head Office: Hampton Road West, Feltham, Middiesex. FELtham 3686 
London Showrooms: 43, Portiand Road, London, W.11 PARk 1223 


v v 5 
: 
G 
a 


SANITARY FITTINGS 
Designed by WALLIS GOSLETT. 
Registered 


The CYGNET SIZES 18” x 12° 


FOR FULL SPECIFICATION 


PLEASE ASK FOR MATERIALS VITREOUS CHINA 
FINISH GLOWITE* 
LEAFLET No. ABN/1660 COLOURS 
DECORATED 


* WHITEST A GOSLETT DEVELOPMENT 
eSHOWROOMS 
127-131 CHARING CROSS RD. 
OXFORD STREET END LONDON W.C.2 


TELEPHONE GERRARD 7890 10 LINES 


Nearest Station Tottenham Court Road 
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In this feature are reviewed new lines introduced to the 
building industry for the first time and additions or im- 


provements to existing ones. 


Any advantages claimed for a 


product are from information supplied by the manufacturer 


Rust-proof Coating (A) 


Metalife Duplex is a new metal coat- 
ing for the long-term rust-proofing of 
iron and steel. It is a two-pack product 
consisting of a base and a solidifier 
which, when combined, give an anti- 
corrosive metal coating that is also 
resistant to abrasion, solvents and 
chemicals. It is claimed to withstand 
temperatures from —65 deg F to +400 
deg F dry heat and is also non-toxic. 
It should be applied by brush and gives 
a double thickness coating, so that only 
two coats of Metalife Duplex are re- 
quired where four protective coats 
would otherwise be necessary. The 
coating is quick-drying and can be 
over-coated in six hours. It is claimed 
that two brushed coats of the new pro- 
duct deposit 2:loz of anodic metals 
per sq ft, i.e. equivalent to good quality 
galvanizing. Metalife Duplex can be 
applied to damp surfaces and does not 
sag, drip or run when being applied. 
Our illustration shows a_ pylon, 
originally galvanized, having an 
equivalent coating of Metalife Duplex 
applied to the damaged areas as an 
additional protection for the intact 
galvanizing. This was ‘part of the field 
work which preceded the introduction 
of the product. 

Metalife Liquid Metals Ltd., Station 
Square, Harrogate, Yorks. Harrogate 
67641. 

Readers’ Information 
Ref. A. Date 7/9/60. 
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Translucent Roofing Material (B) 


This company has obtained the ex- 
clusive sales rights for Contirol, a 
translucent polyester resin fibre glass 
sheeting now being made in the United 
Kingdom under licence from Monte- 
catini of Italy. Previously only obtain- 
able in the form of panels, Contirol 
can now be produced as a sheeting 
with a width of 64ft (parallel to the 
corrugations) and in rolls of 30yd or 
more as required. It can also be sup- 
plied in a wide range of light-fast and 
weatherproof colours, both translucent 
and opaque. It is anticipated that 
Contirol will be suitable for many 
applications in industry, agriculture 
and in the home. On the Continent it 
has been used for such diverse pur- 
poses as fences, internal partitioning, 
machinery screens, canopies for load- 
ing bays, verandahs, greenhouses, 
implement sheds, park shelters, roofs 
for car parks, filling stations and 
bicycle sheds, windbreaks and exhibi- 
tion stands. Contirol is claimed to be 
shatter proof, extremely durable and 
does not require any maintenance. 


Limited supplies are at present avail- 
able but from the autumn onwards, 
when the factory in this country should 


commence operating, supplies will 
become readily available. 

Joseph Weil Ltd., Friars House, 
39-41 New Broad Street, London, 
E.C.2.. London Wall 5052. 

Readers’ Information Service, 


Ref. B. Date 7/9/60. 
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New Modules for Lumenated Ceilings (C) 


Two new three-dimensional patterns 
have been added to the Lumenated 
Module lighting system range. The 
new patterns have an angular fluted 
appearance achieved by a series of 
wedge-shaped formations across the 
module, Type S9 has the fluting run- 
ning from side to side while the other, 
type S10 has the fluting obliquely, on 
a corner to corner axis. Both patterns 
can be supplied for use in either the 
2ft or 3ft version of the Lumenated 
Module lighting system and bring the 
total number of available patterns up 
to ten, plus plain. 


Lumenated Ceilings Ltd., Alliance 
House, Caxton Street, London, S.W.\. 

Readers’ Information Service, 
Ref.C. Date 7/9/60. 


Security Lock Range (D) 


Chubb’s new security range of locks 
has been designed to foil the modern 
methods of forcing entry by thieves 
and many new and interesting features 
are incorporated. Levers are replaced 
by a series of movable detainers which 
provide many more key combinations 
and more secure master key systems. 
There is a bolt throwing device for 
reducing key wear and ensuring that 
the bolt is always thrown to its fullest 
extent when the key is turned. The key 
barrel is an anti-picking tube which 
acts as a key guide and a special moni- 
tor action ensures that the bolt is fully 
secure when the key is withdrawn in 
the locked position. Both lock and 
locking plate are of the mortice type 
with hardened steel rollers inserted in 
the dead end of the lock. These rollers 
are free to rotate so that if an attempt 
is made to cut the bolt the rollers turn 
freely under the pressure applied. The 
locking plate for the door frame is 
fitted with a steel box to prevent the 
application of force to the head of the 
bolt. Many thousands of different keys 
are possible with the new range and 
keys for all the standard locks are in 
bronze and are precision cut with nine 


Top : Metalife Duplex being appiied 
to a pylon (A) 


Centre : Two Chubb Security locks. 
Left, mortice lock 3K70 and right, 
No. 3R36 hotel bedroom door 

lock (D) 


Below : The new Lumenated ceiling 
modular patterns (C) 
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key steppings. With Master Key 
systems, all the differing is achieved on 
the movable detainers and no fixed 
warding is used. A special steel key 
section is used so that keys from the 
standard range will not enter the key- 
hole of Master Key locks and, in 
addition, it is not possible to file a 
junior key to convert it into a key of 
senior rank. Claims made on behalf of 
the Security range are (a) that the 
locks are stronger than any normal 
wooden door-frame so that the wood- 
work will fail before the lock ; (b) the 
steel box enclosing the bolt makes it 
impossible to reach the head of the bolt 
with a jemmy; (c) skeleton keys will 
not open Security locks; (d) three 
devices in the lock make it virtually 
impossible for picking to take place ; 
(e) the reinforcing of the bolts with 
hardened steel rollers makes it im 
possible to cut the bolt; (f) security 
bolt on external door flocks is fixed 
dead so that when locked, the bolt can- 
not be sprung back and thus frustrates 
attacks with mica. There are 10 locks 
in the Security range: (1) The Castle 
Mortice Deadlock No. 3G110. Three 
keys with bronze or chrome plates, 
Jin box locking plate. Key operating 
deadbolt only. Price: 39s 6d. (2) Up- 
right two-bolt Mortice Lock, No. 
3K 70, two keys. For use with lever 
handles and key. Price: 45s. (3) Up- 
right Mortice locking latch with furni 
ture, No. 3R35. Three keys. Handle 
inside keyhole both sides—an extra 
turn of the key on either side deadlocks 
the handle—the latch automatically 
deadlocks every time the door closes. 
Price: 75s. (4) Horizontal two-bolt 
mortice lock, No. 3360, two keys. For 
use with knob handles and key. (5) 
Hook bolt Mortice lock, No. 3M50 
for use on sliding doors. (6) Clutch 
Bolt Mortice Lock, No. 3M51. For 
use on sliding doors with automatic 
closing action. (7) Hotel Bedroom 
Door Lock, No. 3R36. Mortice type 
with spring bolt operated by the key 
from outside and the knob from the 
inside. For privacy inside, the small 
catch above the knob will deadlock 
the spring bolt. In case of emergency, 
this deadlocking can be released by an 
anti-clockwise turn of the manager's 
key from the outside and then a double 
turn in the opening direction will draw 
the main bolts, (8) Heavy-duty Locking 
Bar, No. 9K21. (9) Heavy-duty Rim 
Deadlock No. 4G70, for thinner types 
of door which cannot accommodate a 
mortice lock. (10) Mortice Panic 
Latch. No. 7L30. For use on emer- 
gency exit doors. 

Chubb & Son's Lock & Safe Co. 
Ltd., 14-22 Tottenham Street, Totten- 
ham Court Road, London, W.1. 

Readers’ Information Service, 
Ref. D. Date 7/9/60. 
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Extruded Vinyl Facings with 

Secret Fixings (E) 

Stenmar vinyl panels, which are 8in 
wide with a fluted surface, are now 
being jointed together during fixing 


by means of a secret interlocking joint 
which allows space in the underlap 
for fixing with screws or pins. These 
panels are produced in sizes up to 
16ft long as standard, but can be 
obtained in longer lengths if required. 
They can be quickly fixed and are 
flexible enough for use on curved 
surfaces They are light in weight 
and require no painting or main- 
tenance. The product is stated to be 
both damp proof and flame resistant 
and it is anticipated that use for it 
will be found in multi-storey buildings, 
stores and shops and for improving 
old property. Panels can be either in 
single colour or used for contrasting 
shades, both for internal and external 
application. The panels are addition- 
ally claimed to be tough,non-corrosive, 
impossible to fracture and coloured 
right through. Our top illustration 
shows Stenmar vinyl being fixed direct 
to ceiling joists. The edge of each 
section is secured with nails and 
hidden by the next section. The illus- 
tration below it shows the product 
being fixed to rough brickwork with 
synthetic rubber adhesive. Panels are 
available from stock in white and 
black, but grey, red, green and bronze 
colour panels can be ordered if re 
quired. Price: from 2s to 2s 6d per 
sq ft. 

Marsland & Co. Ltd. Stenmar 
Works, Conington Road, Lewisham, 
London, S.E.13. Lee Green 9971. 

Readers Information Service, 
Ref. E. Date 7/9/60. 


* 


Solenoid Radiator Valve (F) 


The Boss Solenoid radiator valve is a 
thermostatically controlled unit which 
allows individual room temperatures to 
be maintained on a hot-water central- 
heating system. It makes it possible 
for a constant room-by-room pre- 
determined temperature to be main- 
tained throughout the working day in 
offices, hotels, hospitals and reception 
buildings. The valve is designed for use 
with low-pressure, accelerated or 
gravity hot-water systems. It is quiet 
in operation and the thermostat will 
switch on or off according to the 
selected setting. The valve should be 
fitted to the inlet connection of the 
radiator and the thermostat fixed 
nearby to the wall. The electrical 
wiring only requires a circuit to be 
completed from the source of power 
through the thermostat and valve and 
back to the source. 


The British Steam Specialities Ltd., 
Fleet Street, Leicester. Leicester 20885. 


Readers Information Service, 
Ref. F Date 7/9 60. 


Emergency Light (G) 


The Mofliash Standby light is a battery- 
powered unit for use in the event of 
a mains failure. It has a 36W bulb 
mounted in a translucent dome in 
order to provide all-round light and to 
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Two methods of fixing Stenmar 

Vinyl, (above) direct to ceiling 

joists and (below) to rough brickwork 
with synthetic rubber adhesive (E) 


The Boss Solenoid radiator valve, 
by British Steam Specialities Ltd. (F) 
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Thousands 
of ‘SSS’ 
Duradors 


are already installed 


more and more Hills *Duradors’ with “SSS” are being specified. 


SEND TODAY FOR 
4 THIS FREE BROCHURE 


and read how the Super-microsealing 
4 process gives Hills Doors this * Super 
Satin Surface’. Seeing is believing — 
3 samples of plywood with the * Super 
4 Satin Surface’ are available on request. 


Hills F. HILLS & SONS LTD+- NORTON ROAD STOCKTON-ON-TEES Tel: 6714! 


OCCUPATION........ 


NAME & ADDRESS OF FIAM...... 


*The Trade Mark ‘SSS’ (Super Satin Surface) is the property of General Plywood Corporation U.S.A. « U.K. Licensees: F, Hills & Sons Ltd. 


Architects and Builders everywhere acclaim the amazingly improved finishes and reduced es 
costs made possible by the Hills exclusive * SUPER SATIN SURFACE. That is why 


London Office : Windsor House - 79-87 Kingsway - London W.C.2 - Tel : Chancery 925! - Telex in operation at both offices 7 
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DIFFICULTIES CAN BE OVERCOME. It’s all a question of know-how. 


) The Reinforced Concrete Design Group of Expanded Metal specialise in the know-how of 
problem resolution in reinforced concrete. They do this on a responsible, independent, pro- 
fessional basis. They are at the service of Architects and Engineers at every stage of 
construction from the initial planning to the formal opening. If you would like to know 

| more about RCDG and how they can help you, write today for further details. 


REINFORCED CONCRETE DESIGN GROUP 


An independent professional service for you 


Telephone ABBey 7766 


THE EXPANDED METAL CO. LTD., 16, CAXTON STREET, LONDON, 8.W.1. 
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enable activities of essential services 
to be maintained without interruption. 
It is powered by a 6V Varley battery 
which will operate for 14 hours per 
charge and this is secured in a com- 
partment in the case. The unit can be 
fitted by means of mounting brackets 
to any wall, ceiling or structure. There 
is a lead from the light for connection 
to the existing 220/250V ac. mains 
supply which opens the relay in the 
light. Upon mains failure, the relay is 
instantly closed to bring the battery 
circuit into operation. There is an 
integral charging unit which does away 
with the need to remove the battery 
or the light itself to a remote 
charger. Thus, once installed, the 
Standby light need never be out of ser- 
vice, for the battery is recharged in 
situ simply by throwing a three-posi- 
-tion switch over to the charging 
position. Overall dimensions: 114in 
high by 6in dia (heavy-duty crystal 
dome, Sin high by 4in dia). The dome 
is also available in green and red if 
required. 

The Silvaflame Co. Litd., 218a, 
Monument Road, Birmingham, 16. 

Readers’ Information Service, 
Ref.G. Date 7/9/60. 


* 


Temperature and Operation 

Recorders (H) 

Tempscribe is the name given to a new 
range of self-contained portable tem- 
perature and operation recorders de- 
signed for various applications in 
industry and in the laboratory. Models 
are available for recording ambient 
temperature, for remote temperature 
recording, for operation recording and 
for simultaneous recording of both 
temperature and operation. The re- 
corders consist basically of two parts, 
a Bakelite case containing spring- 
driven clock mechanism and a front 
panel or door carrying the pen and 
actuating mechanism. For recording 
ambient temperature the door con- 
tains a bimetallic element and for 
remote temperature recording a bulb- 
type element is connected to the door 
by flexible capillary tubing. For opera- 
tion recording the door carries an 
electro-magnetic armature for parallel 
connection to the circuit. The door for 
the combined recorder contains both 
a bulb-type element and an electro- 
magnetic armature, each actuating a 
separate pen. Doors are interchange- 
able and, within certain limits, any 
recorder can be converted to perform 
a different function. All models record 
on a circular 44in dia chart. For 
ambient temperatures, charts are avail- 
able covering 13 different ranges from 
—30 deg F to +120 deg F up to 
+100 deg F to +160 deg F over 
periods of 4 hours, 8 hours, 24 hours 
or 7 days. There are six charts for 
remote recording with ranges from 
—30 deg F to +120 deg F up to 
+70 deg F to + 160 deg F over 
periods of 24 hours or 7 days. For 
operation recording there are three 


new products ..... 


charts covering periods of 4, 8 or 24 
hours. For combined temperature, 
operation recording there are two 
charts for 24-hour recording periods 
with respective temperature ranges of 
—30 deg F to +50 deg F and —30 
deg F to +120 deg F. There is, in 
addition, a special biological refrigera- 
tion chart. Tempscribe units can either 
be stood or hung up in a room and 
need no attention during the recording 
period. Although primarily portable 
instruments, they are equally suitable 
for permanent installation. Prices for 
the complete recorders range from 
£29 7s 6d for the ambient temperature 
recording model to £44 Is 6d for the 
biological model. Charts cost 34s per 
100. Overall measurements: 54in wide 
by 44in deep by 74in high. 

Shandon Scientific Co. Ltd., 6 Crom- 
well Place, London, S.W.7. 

Readers’ Information Service, 
Ref. H. Date 7/9/60. 
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New Heat Battery (I) 


The Hickmott heat battery has been 
designed so that hot water supplied 
by any type of central heating boiler 
can be conveyed through a system of 
veined pipes contained within its 
cabinet and the warm air thus pro- 
duced is circulated through the room 
by an electric fan. In addition there is 
a special screen-baffle which diffuses 
the warm air throughout the room. 
The mechanism can be mounted either 
at a height of 6ft 7in in the corner of 
a room or, alternatively, in a corner 
cabinet with the mechanism invisibly 
fitted. In the latter case, installation 
should be at floor level. The heat out- 
put of the Hickmott battery equals 
that of a 55 sq ft wall radiator. 

High Efficiency Heating Ltd. 42 
Cecil Road, Wimbledon, London. 


Readers’ Information Service, 
Ref. 1. Date 7/9/60. 
* 


Motorised Nail Remover (J) 


The Veto motorised nail remover, of 
Finnish origin, has recently been intro- 
duced into the U.K. It is claimed to be 
10 times faster in operation than the 
normal claw and pincer method of 
removal and it is stated that an un- 
skilled operator can remove 800 nails 
per hour. The machine is powered 
from a 400/440V, three-phase 1 h.p. 
geared motor unit, but for site work- 
ing, where mains voltage cannot be 
used, a 24V, three-phase motor can be 
supplied for connection through a 
transformer. The distributors are will- 
ing to arrange for demonstrations in 
the London area and similar facilities 
will be available in other industrial 
centres at a later date. Price: £157 
(mains voltage model) and £172 (low 
voltage model). Delivery: six weeks. 
Vauxhall Boiler Co. Ltd., Bondway 
House, Bondway, London, §.W 8. 


Readers’ Information Service, 
Ref.J. Date 7/9/60. 
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Top : The Tempscribe recorder by 
Shandon Scientific Co. Ltd. (H) 


Centre : The Hickmott Heat Battery 
by High Efficiency Heating Ltd. (!) 


Below : The Veto motorised nail 
remover by Vauxhall Boiler 
Co. Ltd. (J) 
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Bending Machine (K) 


The latest addition to the Staffa range 
of bending machines is Model 101 
hand-operated section bender. ft is 
also suitable for the bending of angles, 
bars and pipes and, in addition to 
applications in the metal working in- 
dustry, should be suitable for transport 
depots, garage works, structural, 
general and maintenance engineers. 
Many forming blocks and dies can be 
used for angles up to 24in by 24in by 
fein, flat bars up to 4in by fin, gas 
pipe up to 2in n.b., bar up to I{in 
dia, all of which can be bent cold. 
The machine can also produce eye- 
bolts, coils, sharp bends and various 
types of architectural metal work, 
whilst special tools can be pro- 
vided for bending extruded sections. 
Normally the machine is bolted direct 
to the bench but a steel pedestal is 
available which has storage provision 
for the various formers, blocks and 
pins. All tools are interchangeable 
and the machine is suitable for pro- 
duction runs. 

Chamberlain Industries Ltd., Statia 
Works, Argall Avenue, Leyton, Lon- 
don, E.10. 

Readers’ Information 
Ref. K. Date 7/9/60. 


Service, 
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Power Vane Compressor (L) 


A new oil-flooded rotary Power Vane 
compressor of 260 c.f.m. at 100 p.s.i. 
capacity has been introduced by this 
company. It employs an_ eccentric 
motor equipped with sliding vanes to 
compress air in a cylindrical chamber 
into which oil is pumped as a fine 
spray. The oil serves to lubricate and 
seal clearances and to cool the air at 
the time of compression. The new 
model, known as the 260-RO-2, is 
powered through a safety friction 
drive by a six cylinder Leyland 
U.E.375 diesel engine. The positive 
alignment of the engine and the first 
stage compression casing is made by 
a tandem piece which supports the 
casing and is bolted to the engine fly- 
wheel housing, an interstage tandem 
piece mounting the second stage. The 
rear end of the second stage casing is 
closed by the oil pump housing and 
cover, whilst a head plate encloses the 
front end. A rotary shaft seal is located 
at the drive end of the compressor. 
Both stage casings enclose a vane-type 
rotor which carries eight blades of non- 
metallic composition, the rotors being 
mounted on shim adjusted tapered 
roller bearings at each end, thus 
providing positive rotor positioning 
between casing head plates. The Ley- 
land engine is of the water-cooled 
overhead valve type and has a con- 
tinuous 12hr rating of 82 b.h.p. at a 
governr" speed of 1,800 r.p.m. 
Cylinder bore: 4-lin. Piston stroke: 
4-75in Compression ratio: 16: 1. 
Consolidated Pneumatic Tool Co. 
Ltd., 232 Dawes Road, London, S.W 6. 
Readers’ Information Service, 


Ref. L. Date 7/9/60. 


Oil-fired Boiler (M) 


The Desomatic Super 40 is the latest 
addition to this company’s range of 
fully automatic oil-fired boilers. It is 
the first of a series of fan assisted 
boilers, has a _ rating of 40,000 
B.Th.U /hr and has been designed for 
use where normal or subnormal chim- 
ney draughts exist. Direct connection 
to the flue is not necessary. The 
burner, of the vaporizing type, is a 
further development of the H. C. Little 
burner. In operation (under fire) the 
majority of the burner bottom is dry 
and the incoming stream of oil 
terminates with complete vaporiza- 
tion about two-thirds of the way along 
the burner bottom. This does away 
with the need for constant clearing of 
burner deposits. Electricity is supplied 
for the boiler controls through a trans- 
former, giving secondaries of 12V at 
1A to the oil control valve and 4V 
at 25A to the electric ignitor. 
Thermostat and time-switch control 
equipment can be fitted in series in the 
12V circuit. The oil control valve has a 
heat motor mounted on it which opens 
or closes the valve that admits oil to 
the burner and, as soon as the valve 
starts to open, a microswitch starts the 
burner fan. Thus the required draught 
is available before the oil enters the 
burner and before ignition. The valve 
automatically closes off oil supply 
when the heat demand is satisfied and 
breaks the contacts in the microswitch. 
The special thermostat, however, keeps 
the fan running while the burner cools, 
at which time it stops. An optional 
extra with the Desomatic Super 40 is 
the Money Miser unit. This is a heat 
sensing device combined with an elec- 
tric horn and sited at the flue outlet of 
the boiler. It will give audible notice 
when rising temperature of flue gases 
takes place 

D. E. Stuttard Ltd., Jack Bridge 
Mill, Colden, Hebden Bridge, Yorks. 
Hebden Bridge 833. 

Readers Information 


Service, 
Ref M Date 7/9/60. 


Heavy-duty Floor Tiles (N) 


Granazzo heavy-duty floor tiles are 
hydraulically pressed, non-slip tex- 
tured or smooth finished units. They 
should be laid into a 4in bedding on 
top of concrete sub-flooring and it is 
claimed that they are entirely free 
from lifting, breaking-up or dusting. 
They have been specifically produced 
to avoid the expense and incon- 
venience of replacing defective in situ 
granolithic flooring. When required 
for use in engineering workshops and 
similar situations, the tiles can be 
made with oil and fat resisting cement. 
Colours: buff, red, grey, marigold. 
Size: 16in by 16in by 1I4in thick. 
Price: 14s 6d per sq yd, ex works. 

Jaconello Ltd., Trading Estate, West 
Molesey, Surrey. Molesey 6011. 

Readers Information Service, 
Ref. N. Date 7/9/60. 
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Top: Staffa No. 101 hand-operated 
section bender (K) 


Centre: Power Vane compressor 
by Consolidated Pneumatic Tool 
Co. Ltd. (L) 


Below: The Desomatic Super 40 
automatic oil-fired boiler (M) 
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_ | age-old 


materials... 


modern methods 


Years of research have been spent 
in perfecting the combination of 
these materials and in developing 
the technique of manufacture and 
application of this modern roofing 
material . . . NURALITE. 

With the ever increasing demand 
for Nuralite, we have substantially 
increased our technical represen- 
tation . . . ensuring the maximum 
service to the many Nuralite stock- 
ists in nearly every town throughout 
the country. 


Please enquire at your nearest builders’ merchant for full details 


or write direct to the Nuralite Company Limited for our nearest a 
Regional Office. POST THIS COUPON TODAY 4 


ADDRESS....... 


THE ‘NURALITE’ COMPANY LTD., WHITEHALL PLACE, : 


GRAVESEND, KENT. One of the British Uralite Group of Companies 
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SUPERSEDES CONVENTIONAL ROOFING METALS 
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Esavian 
chosen 
again! 
Sound-deadened folding and sliding 


partitions fitted in new 
‘Skyways Hotel’ London Airport 


Tailor-made for each specific installation—Esavian sliding 
and folding doors and partitions are ideal for Hospitals, 
Hotels, Offices, Council Chambers, Board Rooms etc. 
Superbly finished . . . easy to fold back and close—Esavian 
quality-built partitions offer ali that is best in functional 
elegance. 

Write today for full details of the complete Esavian range 
of folding and sliding windows, partitions and doors. 


Esavian Ltd., Esavian Works, Stevenage, Herts. 
Telephone: Stevenage 500 

185 Tottenham Court Road, London, W.1. 

Telephone: LANgham 3436 

101 Wellington Street, Glasgow C.2 

Telephone: Central 2369 

Architect: Fitzroy Robinson & Partners. 

Esavian sliding and folding partitions finished in polished 
mahogany. 


2 


PLAIN OR TILED—Panels 8’ x 4’ or 6’ x 4’ x 3” 
WIDE COLOUR RANGE—Pastel and Full 

EASY TO WORK—Use ordinary woodworking tools 
EASY TO FIX—Stick or pin 

EASY TO CLEAN—With a damp cloth 


Also / TABLE-TOP / for working surfaces 


Colour Card 
and Samples 
on request 


PLASTIC COATED WALLBOARDS 


FOR HYGIENIC DECORATION 


From Local Timber Merchants or 
write for name of nearest stockist 


LACONITE LIMITED 


Halfway Ave., Walton-on-Thames, Surrey 


Telephone 28800 
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measured rates (London) 


These apply to new p.' of normal character and some size. These rates are for time and materials er my carry 10 per cent in excess, so the appropriate 
prices 


The basis cost of 


essential on-costs be added. 
which up to 7, 1960. 
(COPYRIGHT) 
ESSENTIAL ON-COSTS 
Fees payable to L.C.C. for District Surveyor: 

The new buildings of ordinary construction not exceeding 

5,000 cubic feet .. £3 
Over 5 ,000 cubic feet for every extra 1 ,000 cubic feet up 


to 1,000 cubic feet add .. 4/- 
Buildings over four storeys add 3d per 1 ,000 cubic feet 

extra for each storey up to eight she 3d 
ALTERATIONS AND ADDITIONS 
Over £100 up to £1 ,000— Per £100 cost 15/- 
Over £1,000 up to £5,000 Ditto 5/- 
Over £5,000 Ditto 3/- 


Public buildings add 50°; 

Steel framed or R.C. buildings.—See L.C.C. (General Powers Act 
1955) also fees j in tespect of means of escape in case sah fire. 
Allowance to cover National Holidays with 

Pay and Public Holidays, Welfare, Third Party Risk, 
Travelling and Guaranteed Week is made in the rates 
attached to the items. 
Allow for Fire Insurance .. : 
Allow for Water for use on the works and apparatus ee So 
Allow for hoarding, or similar licences in City of London say £10 
Do., under Borough Councils per each month .. say 2/6 
Allow for Office, Fire, Attendance on C. of W etc. p. week say a 


ADMINISTRATION AND ¢ CONTROL 

Percentage costs on normal contracts in accordance with 
Builders Turnover per Annum, see appropriate column hereunder: 


Place 100 
At depot 4 9 7% 6% 
On job 6% 54% 4% 
SPOT ITEMS AND DEMOLITION, ETC. Per ft run 
Hoarding erected and removed . He ; 20/- 
Planked gangway with handrail, etc. do. 10/- 
Proper gantry do. na 78/- 
Sleeper roadways . 16/6 


Needling, strutting and shoring including all labours Per ft cube 
and use and waste in erection and removal. . 20/- 


1 1} 2 Per 
Brick Brick Brick yard 
(Per ft super) cube 

2/6 3/7 


ALTERATION-DEMOLITION— 
Cutting out cement concrete or 


brickwork in small quanties .. 1/3 64/- 
Do. if either in very small quantities 

or reinforced 2/2 4/1 6/- 95/- 
Debris into baskets and removed 

from inside to outside of bldg. 3id Td 9d 14/- 


SCAFFOLDING (Not exceeding 80ft high) Per ‘yard superficial 


Type Labour and Transport Monthly Hire 

Putlog 6/- 1/6 
Do. Independent 7/7 2/- 
Light Putlog 4/2 1/1 
Do. Independent 5/2 1/6 
EXCAVATION Common Loamy Gravel Rock or 
Per Yard Cube By hand Soil Clay or Clay — similar 

Reducing levels .. 7/6 8/10 10/3 68/- 
Surface trench not exceed- 

ing Sft deep : 14/10 17/8 23/7 84/- 
Do. from sft t to 10ft 27/- 30/4 36/4 91/6 
Do. from 10ft to 15ft 30/9 36/7 42/11 100/- 
Fillinandram 6/7 6/7 6/5 
Barrowing 25yd ae 3/7 3/7 4/2 
Load vehicles and tip 8 

miles away - .. 18/9 18/9 19/9 20/7 
PLANK ‘AND STRUT To S5ft Sto 10ft 10 to 15ft 
To trenches, in normal ground .. deep deep deep 
Per Ft Super Td 84d 10d 
CONCRETE. 1hin Ballast Aggregate Per yard cube 

: 3 : 6 Cement concrete in foundations .. 80/- 
around grillages . 83/- 


REINFORCED CONCRETE 
: 2 : 4—jin concrete, worked around reinforcement, between 
in the following (ai various —Per cubic yard 
Foundations and surface .. .. 89/10 
Walls, 12in thick or more ; : 


96/3 


material used in the 


calculation of ¢ is taken from the foregoing tables 


Sectional Lintols and Columns and _ Braces and 
inches beams casings projections 
Up to 36.. 4/7 5/2 4 Per cubic ft 
36to 72 . 4/8 5/- $/2 do. 
72 to 144.. 4/5 4/11 5/1 do. 
over 144 . 4/3 4/10 5/- do. 
Walls 6in thick 18/— Per super yd 
Do. 9in thick 26/- do 
Suspended floors average 6in thick . 18/6 do. 


REINFORCING RODS (round) tent and placed. (Ex Mills)— 


Per cwt. tin gin sin # to lin 
In floors and beams .. 92/- 80/- 75/9 67/6 
In walls 98/- 85/- 79/9 70/6 
In columns 105/6 90/3 81/- 73/9 
FORMWORK and Svaperte (4 times use)— 
Floor soffits Beam Walls Columns 


20/3 per yard 
BRICKWORK 
BRICKWORK per YARD superficial reduced to ONE BRICK 

in thickness (scaffold to add)— | In 1: 3 cement mortar 
Flettons or other similar at 122/— per 1,000 a 40/- 


i 2/8 2/8 per super ft 


Mild Stocks or do., at 260/- per 1,000 58/- 
Second Stocks or do., aft 339/- per 1 "000 66/8 
Southwater engineering or similar bricks, ‘at 400/6 

per 1,000 ‘ 78/- 
Blue Staffordshire wire cut at °$47/- per 1,000 , 92/- 
Deduct if 1: 1:6 Cement-Lime mortar is used in 

lieu of 1 : 3 Portland Cement mortar 2d 
Add if brickwork commences above ground level . 4/9 
Do. if in backing to and 

waste for bonding 3/10 
Do. If circular-on-plan 9/- 
Do. If in underpinning wee. 
BRICKWORK IN THICKNESS NOT REDUCED— 

1 Brick 1lin Hollow 
Brick, Half- finished with 2in 
Per yard superficial on <—- Brick fair both cavity and 
walls walls sides G.I. TIES 
In Flettons or similar 18/6 23/7 43/8 49/3 
In second stocks or do. 31/3 41/4 74/- 73/- 

Add: for pointing as 

work pr . per 

side .. . I 1/11 1/9 1/9 

Thickness to old walls, includ- Fletton Stock 

ing cutting, toothing and 

bonding to same an avera 

total thickness of 3 brick 58/- 72/- per yd 

Do. all as last but an average super 

total thickness of 1} bricks .. 79/- 102/6 do. 


WALLS BUILT IN SUPERIOR BRICKS— 
: 3 Cement mortar, fair faced and pointed on both sides as 
g work proceeds :— Half-Brick One Brick 


In first-quality Stocks at 375/- 45/- 75/- Per yd 
In red facings at 330/— 38/6 67/9 super 
In blue pressed facings at 614/- 60/9 106/2 do. 


GENERAL AND SUNDRY 


Cut tooth and bond new brickwork to old 5/9 per ft 
Damp-proof course, double slate, horizontal 4/9 super 
Do., as last, but vertical ‘ 5/9 do. 
Do., bitumen, Hessian base, horizontal 1/- do. 


Frames, bed and point in cement mortar, one side 44d per ft run 
Window board of 6in by 6in by jin rounded on edge 


quarry tiles, bedded, pointed, cut and fitted 4/3 do. 
Terracotta air bricks built in and 9in by 6in 9in by Yin 
pointed, including flue 6/6 11/6 each 
Chimney pots, plain red, set and lft high 2ft high 
flaunched in cement mortar . 18/- 26/- each 
Metal windows, assembled, Up to Sft 5ft to 10ft 
hoisted and fixed, lugs cut and super super 
pinned and frames bedded and 
— one side in cement 
mortar . > 15/2 18/9 each 
10ft to 20ft 20ft to 40ft 
super super 
28/5 47/- each 
Leaving holes through walls for Small pipes Large pipes 
pipes and afterwards making 3d per in 6d per in 
g in depth in depth 
Cutting do., and afterwards do. . 11d do. 2/- do. 
Cut mortices in brickwork or concrete for bolts 1/3 per in 
or dowels and run in with cement grout in depth, each 


Holdfasts of stout iron hoop bent, holed and 


screwed to frame and built in 1/7 each 


: 
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BRICKWORK —continued 


FACING— 
Extra only over common brickwork (122/- per 1,000) for 
facing with superior bricks in Flemish bond and pointing as the 


work proceeds. 

Rustic Flettons (162/- sta ba 5/— per yd super 
White (220/-) . 9/6 do. 
First Stocks (375/-) os 20/9 do. 
Reds (350/-) 19/- do. 
Blue pressed (614/-) . ie 40/6 do. 


If built in English bond, Add 124% to above. 
If do., half-brick stretcher bond, Less 25% off above. 


COPING— 
All labour and material in forming brick-on-edge coping with 
two course of roofing tiles under and cement weaiher fillets on 
both sides, built in cement and pointed as the work proceeds. 


Per ft run 9in thick I14in thick 

In picked Flettons . . 6/8 
In first-quality Stocks we ee 8/- 12/- 
In red facings 7/5 
Plumbing angles oa i 2d per ft run 
Fair rake cutting .. 1/7 do. 
Fair circular cutting 1/7 do. 
Fair squint or birdsmouth 1/11 do 

ARCHES 

Extra over Fletton brickwork for forming window 
head with red facing bricks set on end and with ft run 


4tin soffits and pointing .. 3/9 


Do. for rubbed and gauged flat arch in red rubbers ft super 
set in putty with fine joints 19/- 
PARTITIONS Per yd super— 
(75 yards) 2in 24in 3in 
Concrete slab partitions in cement mortar 11/9 13/6 15/- 
Hollow clay do. 13/5 15/6 = 18/- 
Cutting and bonding at angles, inter- 
sections and ends: Sd ft run 
PAVING lin iin I4in 
Grano trowelled gauge 5 : 2 8/6 9/6 10/8 yd super 
1 by Sin skirting, square top and cove bottom 2/10 ft run 
in by 6in red quarry tile Pee: « ai 28/— yd super 
in by 6in do. skirting .. : ie 2/- ft run 
ointless flooring, 4in thick 20/— yd super 


ASPHALT (normal conditions for 200 yds super and upwards) 
tin pitch mastic floor in B.S. 
one coat on felt underlay 


on prepared concrete base 1450/48 1375, 47 
Brown Red 
Per yd super 13/6 15/- 16/6 
Mastic Natural 
Unit B.S.988 Rock 
Zin in two thicknesses on B.S.S.1162/44 
felt underlay on prepared 
concrete base ; yd super 14/3 18/6 
Do. in narrow widths ft super 2/ 2/7 
din skirting 6in high, angle 
fillet at bottom splayed 
and turned in at top . ft run 2/4 2/7 
External angles each 6d 6d 
Internal do. . each 10d 10d 
Tanking or Damp Course . B.S.1097/43 B.S.1418/47 
Vertical in two thicknesses . . ydsuper 19/6 24/6 
din horizontal do. .. ydsuper 13/- 18/9 
Vertical in three thicknesses yd super 26/6 33/- 
horizontal do. .. ydsuper 19/- 27/6 
Labour rounded external 
angle .. per ft run 6d 6d 
Do. internal ‘angle fillet .. perftrun 10d lld 
Do. double do. a .. perftrun 1/8 1/8 
Collars to small ans . each 3/6 4/- 
Do. to large pipes . . each 6/9 7/6 
DRAINAGE { lft in depth 6/2 
Per lineal yd 2 do. 10/5 
Excavate trench, and plank and 3 do 24/- 
strut to sides, consolidate 4 do 31/- 
bottom to fall, return, fill and 5 do. 38/4 
ram earth after drain is laid 6 do. 57/8 
and load and remove surplus. 7 do 71/- 
In ordinary ground — 8 do. 84/- 
moderately firm. y do. 97/- 
(By hand) 10 do. 110/- 
11 do. 134/6 
(12 do. 152/- 


The Architect and Building News, 7 September 19€0 


Portland cement (1 : 6) Per yd run 
concrete bed under drain 4in 6in 9in 
pipes and benching up on I8inwide 20in wide 23in wide 
both sides—6in thick a 8/6 10/- 12/3 


SALT GLAZED SANITARY DRAIN PIPES 
and lay and joint with Yarn and Cement Mortar in trench. 


Per ft run 
Quality Quantity 4in 6in 9in 
2ton or more 3/1 4/8 7/8 
100 pieces and 
over 3/8 5/6 9/4 
under 100 pieces 3/10 5/9 9/7 
“Best Tested” 2ton or more 3/8 5/6 9/4 
100 pieces and 
over ae 4/7 6/10 11/6 
under 100 pieces 4/9 7/2 11/10 
“British Standard”... 2ton or more 3/4 5/- 8/2 
100 pieces and 
over fs 4/- 6/- 9/9 
under 100 pieces 4/1 6/1 10/2 
“British Standard 2ton or more 3/11 §=65/10 9/10 
Tested” .. 100 pieces and 
over 4/10 7/3 12/5 
under 100 pieces 4/11 7/5 12/9 
Extra for bends “Best’”—Contained in 
2ton lots ma 4/2 6/3 16/6 
Extra for junction “Best” 
—4in on 4in—6in on do 6/6 9/9 27/-4 
6in—9in on 9in 
IRON DRAIN PIPES— 
Heavy cast iron socketed and laying and Per ft run 
jointing in molten lead— 4in 6in 
In mainruns .. + 16/6 23/6 
In branches 18/6 27/- 
each 
Extra over \ast for bends and extra joint 30/2 66/1 
Do. on do. for junctions and extra joint : 67/- 135/- 
Cast-iron gulley with 104 inlet and 4in outlet, 
composed of hooper and trap, and 9in 
extension piece and 104in grating, and 
jointing all together, and jointing to drain 
and surrounding in concrete 187/- a 
Do. rain water, shoe with vertical inlet and 
inspection cover, and joint up and embed 87/6 1466 
MANHOLE SUNDRIES— . 4in 6in 
Salt glazed — half-round main 
channels P -» @ach 6/- 8/7 
Do. curved s do. 14/- 20/- 
Do. three-quarter section splayed 
channel bends (Barrons or similar) do. 18/- 26/6 
Heavy manhole steps galvanized .. do. 12/6 — 
Fix only manhole covers do. 12/- os 
4in Mica flap, brass faced, f.a.i. valves 
and fix with molten lead joint 41/- 
ROOFER 
CORRUGATED ASBESTOS SHEETS 
P.C. 8/3} per super yd oe | side and 
end laps and fixing to wood . 167/- per square 
Eaves filler pieces i i > 2/6 ft run 


Adjustable ridge 

Barge boards .. 
Plain roofing tiles, machine made, sand faced, 

4in gauge nailed every 4th course with Itin 


4/9 do. 
3/4 do. 


galvanized nails, to battens (measured 

separately) 265/- per square 
Extra over last for top edge or abutment cutting “ ft run 

Do. for double course at eaves s do. 

Do. for verges, undercloak, bed and point 3) 9 do. 

Do. Valley tiles including cutting and waste 

on both sides .. 11/6 do. 

Do. Bonnet hips and do. bed and point 12/- do. 
Half-round ridge and bed and pum <s 3/6 do. 
Fixing soakers : 1/8 dozen 
Bituminous felt in two laid 

breaking joint and bedded with hot mastic 

and finished with fine dry grit .  13/-\yd 
Do. but in one layer only 9/6 super 

Per square ———, 
WELSH SLATING 16°+-10” 10” 20°+ 10° 

3in lap, 2 zinc nails to each slate —_356/- 376/- 473/- 
Additional labours -——Per ft lineal—— 

At Lo, verges and abutments—straight 1/9 1/10 2/5 

soe 2/7 2/9 3/7 
At hips and valleys (each side) . > Cae 2/9 3/7 
At eaves, double course 3/9 4/9 


Do. tofalls .. 5/8 7/2 
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EALANTEX stone 


For interior or exterior use. Heavy texture 
decorative and protective application for new or 
old concrete and cement renderings, etc. 
Dries to a durable, hard colourful 

finish. Unchanged by age 
or weathering. No priming 
coat normally required. 


Protective and decorative coating for alkaline 
surfaces, such as concrete, asbestos, pa 
brick, stucco, etc. Does not 

saponify, maintains uniform, 

mottle-free appearance. 


An oil, acid and alkali resisting paint 


Resistant to chemical attack, atmospheric 
acid, dirt, oil and most solvents. For 
application to all types of interior 

and exterior surface. An efficient 
decorative coating, for use 
above or below water. 


SEALOCRETE LTD 


ATLANTIC WORKS LONDON N.W. 


UIEO ALi OVER THE 


: 
h SUPREM 
—eac 
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le 
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A STONHARD RESURFACER 
TRUCKING AISLE AT 
VAUXHALL MOTORS — LUTON 


BERGER HOUSE, BERKELEY SQUARE, LONDON, W.1. — Telephone: MAYfair 4641 


IT’S HARDLY SURPRISING... 
that more and more Architects 
and Builders are specifying the 


SPRING J CONTROLLED 
UP & OVER DOOR GEAR 


hecause they KNOW ins: is excep 


tionally robust, reliable and easy to fit. Available for new 
installations, with a choice of Aluminium Alloy or selected Timber 
Doors; or for converting existing hinged doors to “Up and 
Over” Doors. PRICE £11.10.0. (Gear only). 
Alternatively complete Batley Up and Over Doors can be supplied 
in ribbed Aluminium Alloy (£20) or exterior grade Mahogany 
Ply (£19), or Roller Shutter doors in selected timber laths. 
Generous Trade Terms available 


Brochure from:- ERNEST BATLEY LTD. 
96g, Colledge Road, Holbrooks, Coventry 89245 


 STONHARD PANY LIMITED 
t 
| 
| = 
. 3 ¥ 
a 
ig 


measured rates ....... 


FLOORS AND FLATS 
Hollow tile in situ or pre-cast units hoisted, bedded and fixed— 


Superimposed load -———— Span -———— 
in lb per ftsuper 12ft 16ft 
44/9 52/9 
Per yd super ee 47/- 59/- 
150 53/9 67/3 


20lb has been allowed to cover ‘dead load in surface, finish. 
Fair edge to slabs 9d per ft run 
Splay cutting and waste .. 1/9 do. 
CARPENTER AND JOINER. 
SOFTWOOD CARCASSING— per ft cube 
Labour, materials, waste nails Plates Joists Rafters Trusses 
hoisting and fixing . . : 19/4 20/10 22/7 26/- 


FLOORING— Per square— jin lin 1jin 
Rough boarding .. 145/- 172/- 204/- 
Softwood batten flooring, straight 

joints, splayed headings 148/— 169/- 207/6 
Do. grooved and tongued 169/6 191/6 246/- 

SKIRTING— Per ft superficial sin jin lin 

Wrot softwood moulded skirting with 

grounds and backings plugged .. 4/- 4/8 5/3 
Mitres to do. 3d per sectional in. 
Fitted ends 2d do. 


SASHES, fanlights, casements, lights, etc.— 
Without With bars 


Per ft super— bars (2ft sup. in 
each square) 
2in oegene rebated, moulded and 
fixed 3/6 6/5 
Add if fitted with beads “4 43 6d 6/5 


Add if hanging on butts is - 3/- each 


WINDOWS, on 
Softwood cased frames, lin inner and outer linings, Ijin pulley 
stiles, 2in sashes, oak sill . Overall size of frames— 


Per ft super 6ft 21 ft 32ft 44ft 
Windows as described .. 20/6 12/- 9/- 
Add if sashes in squares, about 
2ft super in each ~ 1/8 Rata 2/2 
Extra for hanging sashes with ———-——each——-—_—_, 


lines, weights and axle pulleys 66/- 88/- 


Per ft super— 


FINISHINGS TO OPENINGS 
Softwood linings, tongued at angles 
and tongued to frame lin 
grounds and backings 3 4/8 5/3 5/10 6/4 
Add if crosstongued 8d 8d 8d 8d 
Softwood wrot rounded on front edge 
and with tongue at back window 
groove in sill and 
3/10 4/4 4/- 5/6 
Add for ‘cate to last notched, ‘returned 


and rounded .. 144 
Per ft run— Sectional area in in— 
Softwood wrot and fixed in 1 6 
bearers, backings, 
fillets, and similar 44d Td 94d i1/- 1/3 1/5 
Add if in short lengths 2d 2d 23d 24d 3d 3d 
» if plugged to brickwork « 6d 6d 6d 6d 6d 
as in legs and 
bearers .. 3d 3d 4d 6d 6d 
or grooved or 
beaded 2d an. 28 2d 
eo @ chamfered or rounded 
edges 3d 
if moulded in architraves, 
capping, 6d 
DOOR FRAMES Per ft run 
Per sectional in— 6in 8in 10in 12in 13in 
Softwood, wrot, reb. & rdd. 2/3 2/8 3/2 3/6 3/10 
DOORS—Per ft super Number of panels— 


2in Softwood square 1 2 3 4 5 6 
framed and flat panels, 
— sides, on butts.. 6/- 6/10 7/5 8/- 8/4 8/10 
Ad for each side 
Add B.S. flush ‘panelled 1/6 1/6 1/64 1/7 1/8 1/8 
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Per ft super— jin lin Ijin 
In shelves, table tops, wrot and fixed 2/5 2/9 3/4 3 
Do. in divisions and ends framed .. a 3/1 3/8 4/3 
Add if crosstongued . . in a 6d 6d 6d 
Add if buttoned ‘ ea 6d 6d 6d 


SUNDRIES—Per ft run— In short In long Add for cups 
Glazing, beads mitred around —_ Igths and screws 


and fixed with beads .. 4d 2d 

Rounded heel or hollow 4d 

Tongued and grooved angle .. 6d 

Glue blocking 6d 

Mitres.. .. per sectional in 

Fitted ends 2d do. 
STAIRCASE— Per ft 

lin Softwood treads with moulded nosings super 


lin raisers tongued both edges and glued, 
blocked and bracketed on and —vo 


two fir framed carriages oa ; 6/6 
Do. but in winders 8/- 
1}in crosstongued landing on framed carriages 6/3 
2in moulded string ss 5/6 
2in. do. ramped . 14/- 
Ends framed to newel .. 10/—- each 
Tongued heading joints a 6/— do. 
Ends of treads and risers housed to string - 3/6 do. 
Extra for curtail ends to steps, glued up and 

veneered riser and solid blocking .. be 100/- do. 
Balusters about 2ft 9in long, square and lin Itin ye 

framed each end ; each 2/6 3/1 /6 
34in by 34in square newel, framed ‘ 4/— per ft run 

African mahogany moulded 3in by 2in hand- 
rail. (Joints below) .. 9/3 

Do. ramped 18in girth (do.) ; 54/— each 

Do. wreathed do. (do.) 160/— do. 

Joint or framed ends +p 12/- do. 

FIXING ONLY IRONMONGERY To deal To hardwood 
Barrel bolts’ .. 3/-each 
Flush bolts... 5/9 5/- do. 
Sash fasteners . = vein 3/6 do. 
Rim locks and furniture 6/— do. 
Mortice locks and do. i .. 10/- 20/— do. 
Cupboard locks 3/5 do. 
Casement fasteners .. << 3/- do. 

Grip handles .. 3/6 do. 
Spring catches 3/— do. 
Cabin hooks .. ne = 1/10 2/5 do. 
Floor springs including oil .. .- 50/- 65/-— do. 
Overhead springs 20/— do. 


Springhingss .. 20/- do. 
SMITH AND FOUNDER 


Basis framed steel joists and hoist and fix 80/— per cwt 
Do. but in compound girders 90/- do. 
Do. but in stanchions is os 92/— do. 

Trusses 130/— do. 


Additional cost per ‘ewt over basic sections for following R.S.J.s 
9in by 7in, 10in by 8in, 12in by 8in, 
14in by 8in, 16in by 8in, 18in by 6in, 


18in by 7in, 20in by 64in, 20in by 7in 8d per cwt 
22in by 7in, 1/1 ewt, 4in by 3in .. 1/10 do. 
Sin by 3in, ‘Sin by ah 2/24 do. 
6in by 3in, 24in by 74in .. re 2/6 do. 
3in by 3in, 2/9 cwt, 4}in by liin.. bs 4/- do. 
3in by 4/4 do. 


Cleats, brackets, packing pieces, ‘etc. = in 
connections, including rivets and bolts 174/- do. 
Forged straps 132/- do. 


Wrot iron balustrade 173/- do. 
RAINWATER GOODS 
Round cast-iron pipe with socketed joints 
caulked with red lead and tow and Per ft lineal 


fixing with pipe nails and barrel 2in 3in 4in 
distance pieces to in 4/74 5/3 6/7 


Extra for shoes .. 5/7 7/2 10/3 
Do. junctions = 8/5 10/9 15/7 
Do. bends .. do. 6/7 8/6 10/10 


RAINWATER GUTTERS Per ftrun— (din Sin Gin 
Half round Cl gutters jointed in red 
lead and bolted and fixed on iron brackets pi 4/11 6/1 
Ogee do. All as last , 5/3 6/6 
Extra for stop ends . 4/1 4/3 
Do. angles or outlets 5/10 7/5 8/9 


continued 
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measured rates ........ 
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PLUMBER 
EXTERNAL— Soakers Flats Flashings 

4lb Milled Sheet lead per cwt 147/- 190/- 202 
LEAD PIPES: running joints, etc. 

Per ft run 4in din lin Ijin  2in 
Main Fixed 4/5 6/- 8/3 9/7 13/6 18/- 
Service with 3/11 5/4 7/- 8/8 10/10 14/2 
Waste hooks 2/94 3/11 S/1 7/2 7/9 10/ 
Bends each —_ _— _ 1/9 3 8/- 
Solder joints do. 9/8 11/8 13/5 13/8 18/2 23/8 
Union and joints do. 14/2 17/1 21/4 27/2 — 
Stop valve and do. do. 27/10 37/10 52/- 82/6 - 
Bib valve and do. de. 19/8 27/- — — — — 
Ball valve and do. do. 26/9 36/9 52/6 80/6 — 
Sleeve and do. do — oa —- — 21/6 29/7 
COPPER TUBES 

tin lin Ijin 2in 
Tubes per ft run .. .. 3/2 3/10 4/103 5/9 7/1 9/1 
Couplings: straight 
each .. 3/- 3/6 S/- 6/10 11/6 15/10 
Do. Elbows each .. 5/4 6/3 8/4 42/2 18/6 35/- 
Do. Tees do. 8/7 9/11 13/3 19/- 28/7 39/9 
Overflow bends .. 92 11/8 16/5 — 
Stop cocks do. . 22/- 31/6 SO/- 77/- 97 153/- 
BLACK TUBING (Heavy) 

fixed with pipe brackets jin lin  2in 

Tubes, per ft run 2/4 2/7 3/4 4/- 4/8 6/1 
Bends and fix, each 5/2 6/ 8/5 10/7 13 19/9 
Tees and do. ae 5/8 T/- 8/4 10/7 12/11 19/- 
Fire bends 2/2 29 3/1 3/4 4/5 8/- 
Coated iron (M) weight L.C.C. soil and 

waste fixed with nails and distance 2in 4in 

pieces and molten lead joints .. 5/11 8/7 ft run 

Extra only for bends and joint 15/3 24/5 each 

Do. junctions and joints 16/10 30/8 do. 

Do. cleaning doors : be .. 16/4 18/1 do. 

Domical wire guards .. Ve 2/9 do. 
PLASTERER yd super 
Lime and hair jin Render and set x - 7/3 

Do. Do. float and set... 10/6 
Sirapite tin Skimming coat 4/- 

Do. gin Render and set 8/2 

Do. ¢in Render, float and set 10/2 
Portland 4im Backing coat .. 4/10 

Do. gin Plain face 8/3 

Do. din Floor screed 5/- 
Keenes tin Skimming coat 5/3 
Dubbing 4in Thick or less .. 3/- 
Metal Lathing tin mesh by 24 Gauge 7/6 
6in by 6in by Jin Earthenware Plain Glazed Tiles, in fair 

quantity white, and setting (on se screed) 58/6 
Rounded edge. Extra over last ie 6d per ft run 

Angles in do. 6d each 
Cutting and fitting. Around pipes or clips 1/6 do 


Narrow widths. 3in to 6in wide. Add 75 per cent to plain surface. 
Do. 6in to 12in do. Add 50 per cent to plain surface. 
Sundry labours per ft lineal:— 
Quirk 6d. Arris 4d. Fair edge 6d. 
Flush bead 1/9. 
Mouldings—6d per in girth. 
Jointing new plastering to old 6d. 


Rounded edge 9d. 


POLISHING 6° Girth 
NEW WORK— Ft super Ft run 
Staining, bodying-in and French Polish 3/- 2/- 
Staining and wax polishing on hardwood 1/6 1/- 

OLD WORK— 
Cleaning down old work and repolish . 1/4 — 
preparing and 3/4 2/3 
PAINTING (Quality work) 
Including use and care of brushes and mobile plant 
Knot Prime Prime Add 
stop and and for each 
and paint paint extra 
ON WOOD— prime once twice coat 
General surfaces Put 5/7 8/- 2/4 yd super 


Running lengths not 
exceeding 3in wide 314 8 1/- 34d yd run 
Do. 3in to 6in wide 5 lid 1/4 44d do. 
De. 6in to 9in wide 9d 1/6 2/1 Tid do. 
Do. 9in to 12in wide 1/11 2/7 do. 
Sash square each side 5/5 10/3 14/11 4/44 per do. 
Do. in large squares 8/3 15/- 21/- 6/7 do. 
Opening edges ee | 1/2 1/9 7d each 
Casement frames each 
side .. 6d 1/- 1/4 Sd ydrun 
or transoms 
8d 1/5 2/- 7d do 
on PLASTER One Two Three 
coat coats coats 
Paint on surfaces 3/1 $/10 8/3 per yd 
super 
Do. on mouldings .. 3/5 6/5 9/2 do. 
Do. on enrichment 6/2 11/8 16/6 do 
ON STEEL 
Paint on structural steel 2/5 4/7 6/10 do 
Do. on roof trusses oe 2/8 5/1 7/8 do 
Do. on metal windows 
measured over all on both 
sides, divided into squares 3/5 5/9 8/7 do 
Do. divided into large 
squares 2/103 5/- 6/9 do 
Do. divided into extra large 
squares , 2/54 4/2 5/10 do. 
Do. on opening edges” 10d 1/6 2/- each 
Do. on rain water pipe 10d 1/6 2/2 ydrun 
Do. on do. gutter ; - 1/3 2/8 3/7 do. 
Do. on small pipe... ea 3d 6d 10d do. 


GLAZING (to New Work) 


Polished Plate Glass ordinary substance (about tin), glazing 
quality, in the following sizes, glazed ~peceaptiidead ft super 


in plates not exceeding 2ft super in each Hee 7/2 
Do. Sft do. 8/3 
Do. (unless extra sizes) 45ft do. 9/7 
Do. (unless extra sizes) 100ft do. 10/2 


Add extra price for glazing with screw beads or clips 5d per ft super. 
Do. if glazing bedded in washleather or velvet 9d per ft run. 


SHEET GLASS, glazed, complete, per ft super, in new work: 
Ordinary quality clear, to wood with 


240z as described .. 1/74 
260z do... 1/104 
+ figured rolled, glazed Group 1 Per ft super 1/103 
to wood with putty eye 2 do. 2/43 
Do. in standard tints .. do. 2/103 
No. 1 Fluted, glazed do. do. 2/5 
fein Reeded broad, ete. do. 3/24 
Reedlyte do. do. 2/4 
Spotlyte do. do. 2/4 
din Rough cast do. 2/24 
tin do. wired do. ¥- do. 2/6 


din Georgiau Rough Cast do. 2/64 
Add for glazing all as before but to steel to similar work as 
above, 1jd per superficial ft. 


PAINTER AND DECORATOR 


DISTEMPERING—lIn common colours, put on with brushes— 
ON PREPARED SURFACE 


lcoat 2coats Add if required 
per yd super— 
(finish) (under- Sealing Stipp- 
coat coat ling 
Ordinary distemper on flat and finish) 
surface of plaster i... ae 1/6 6d 3d 
Washable do. on do. of 
plaster 1/- 1/10 6d 3d 
Add if in margins, ‘narrow 
widths or panels 30% 30% 20% 50% 
Add if on mouldings 50% 50°, 45% _ 
Add if on enrichments 100% 10% 115% _ 


PAPERHANGING 

Hanging only— Per Pattern 
On walls .. 7/6 9/- 
On stairs .. 10/3 12/- 
On ceilings 9/- 10/6 
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Lightweight loadbearing insulating buildi 


in curtain wall 
construction 


Architect: Reginald H. Gallannaugh L.R.1.B.A. 
Consulting Engineers: Bylander, Waddell & Partners 
Contractors: Tersons Limited. 


a case in point 


In Petrofina House an inner leaf of 4” Thermalite blocks 
has been used to sill height. A cavity of approximately 
2” is provided between it and the curtain wall glazing. 


Thermalite, thus employed, more than adequately 
fulfills the L.C.C. construction bye-laws. It provides a fire 
resistance superior to that of the 8} inch brickwork 
which would be needed to comply otherwise, thereby 
increasing valuable floor space. 


Numerous other advantages are attendant upon its use. 
Reduced dead loads have enabled all-round structural 
savings in beam column and foundations; direct fixing 
of radiators and other internal fittings without plugging 
has been made possible. Added to these items, and the 
considerable saving which can be inferred are the 
THE ROM OF THESMALITE - improved comfort conditions and reduced fuel costs 
4, Dey density which automatically follow wherever Thermalite is used. 
eirength SS 2028 tyre A. 
eB. : For further information and samples apply to: 
bs fe) 5.4 B.T.U."'s, etc. 
THERMALITE YTONG LIMITED 
to BS 2028). Hams Hall, Lea Marston, Sutton Coldfield, Warwickshire. 
plastered Telephone : Coleshill 2081. 
hat lace grade. 


Fite ROn-loadbes A [Laine | COMPANY 
four grece. 
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consider ASBEX’.* 


flexible Bitumen 


N combined with inert 
S Asbestos to form an 


economical Dampcourse. S 


Y Also available witha S 
lead core —‘Lead Asbex’ 


designed and made with 


Y your reputation in mind, > 

Y as well as our own. 4 


960 


| dampcourses by 

4 

o 

ai 

i *ASBEX" contorms to B.S. 743:1951 Type 5C. ‘LEAD ASBEX' conforms to B.S. 743:1951 Type SF. as 


acoustic ceiling tile - 
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5°0” fluorescent \ 
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plastic ceiling 


laminated plastic \ a a 


. rails 


western red 
cedar boarding 
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transiucent corrugated 
plastic ceiling in black 
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channels 
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iit cedar boards | 
on timber 
truss 
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The servery to the tea room in the new factory 
for Merck Sharp & Dohme, at Hoddesdon, is ina 
recess lit by a corrugated plastic ceiling with 
fluorescent tubes above. The supports to this 
are in black anodised aluminium, and a panel 
of western red cedar boarding on a timber truss 
conceals the lighting fittings. The extract hood 
sits behind a fascia inribbed anodisedaluminium. 
The rear wall and the return to the depth of the 
counter is finished in pearl grey tiles. Yellow 
plasticised fabric is used to face servery with a 
deep fascia in white laminated plastic board. 
All counter tops are in white laminated plastic 
with a grey filigree pattern and hardwood 
nosings are in African mahogany. The boxing 
to the column on the left of the counter is in red 
laminated plastic board. Architects: Edward 
D. Mills and Partners 


TEA BAR, FACTORY, 
HODDESDON, HERTFORDSHIRE 
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lightweight aggregate 


LY TAG is used for... 


Structural Grades of 


Concrete 


Precast Concrete Blocks 


In situ Roof and Floor 


Screeding 


Refractory Concrete 


Lytag provides Resistance to weather, 
Low U value, Resistance to fire and 
High Compressive strength, 


Lytag is a lightweight aggregate produced from 
pulverised fuel ash by a caretully controlled sintering 
process. Spherical in shape, it has a slightly rough- 
ened surface so providing an excellent key for the 
adhesion of cement. 

It has been the subject of close scientific scrutiny 
throughout its development. 


A number of technical papers on the different uses of 
Lytag are available and will be forwarded upon 
request. 


LYTAG LIMITED 
Manor Way, Boreham Wood, Hertfordshire 
Telephone: Elstree 2854 


[tame] COMPANY 
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just a man, his horse and his Winchester... 


| ONLY RAMSET 
OFFERS ALL THESE 
PRODUCT FEATURES 
AND SERVICES 


* Complete safety with 
Flite Chek 


* Lifetime guarantee 
on tools 


* 100% Warranty on 
all Fasteners 
dust as the Pioneer of the Old 


West was dependent on his horse | 
and his Winchester rifle, sotoday's & 
up-to-the-minute contractor has 
learned to recognize the dependa- 
bility of his Ramset Jobmaster tool. 
This is because the Ramset tool is 
a product of the Ramset Fastening 
System and was designed by 
Winchester-Western. With the 
backing of such experience, it is 
not surprising that the Ramset 
Jobmaster is acknowledged as the 
| premier tool of its kind on the 
market to-day—the only powder 
actuated fastening tool that is 
100°, Safe-100% Sure. 


x Same-day service and 
supply to site 


Free technical advice 
and operator training 
scheme 


* Full range of fasteners 
and attachments to 
tackle every fastening 
job. 

Ramset products are 
obtainable only from 
the Manufacturers or 
through their 
appointed dealers. 


WINCHESTER - RAMSET 
JOBMASTER FLITE-CHEK 
EB are trade marks of 
AS Olin Mathieson Chemical Corporation 


| amset 
FASTENERS LIMITED 


Write or phone 788a Finchley Road, NW11 SPEedwell 9411 or 8004 
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Lancashire. 


56 Victoria Street, $.W.1 


MIDDLESBROUGH 
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London Office 


RUTHERFORD COLLEGE, NEWCASTLE UPON TYNE 


Architect: George Kenyon, A.R.1.B.A. 
Main Contractors: Leslie & Co., Ltd., London and Darlington 


Ideally suited for internal and external facings, 
Broughton Moor Green Slate can be supplied in a variety 
of finishes* and remains sound for centuries. 


These characteristics made it an ideal choice for the 


Rutherford College of Technology, Newcastle upon Tyne, 


architect: George Kenyon, A.R.I.B.A., City Architect. 
For this contract, Broughton Moor Olive Green 


naturally riven slate was used, approximately 16,000 


square feet being supplied in the form of Ormecraft panels, 


to which the Broughton Moor Olive Green Slate 
was cramped and bonded. About 5,000 square feet of the 


same slate was fixed traditionally. 


BROUGHTON MOOR OLIVE GREEN SLATE RIVEN FINISH 
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* An example of Broughton Moor Olive Green Slate 
showing the naturally riven finish. Finely rubbed, 
sanded and frame sawn finishes are also supplied 
and all are available in three distinct colours: Light 
Sea Green, Olive Green and Pale Green Barred. 
Technical pamphlets showing typical methods 

of fixing are available as follows: 1 Flooring, 

2 Facing, 3 Coping, 4 Cills, 5 Riven Face Slabs 


Broughton Moor 


GREEN SLATE QUARRIES LTD 


CONISTON - THE LAKE DISTRICT .- 


LANCASHIRE - TELEPHONE: CONISTON 225/6 


¥ 
88 
| 
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& CO. LTD. 


ROLLING News 
SHUTTERS 


COLLAPSIBLE GATES 
& GRILLES :: IRON DOORS 
STAIRCASES :: LIFTS 


WORK IN PROSPECT 


Bolton Corporation. The Ministry of 
e Education has approved the erection of 
KENOVAL HOUSE Breightmet county secondary school for 


inclusion in the major building pro- 


226-230 FARMERS ROAD gramme for 1962, 3, gross cost £202,565. 
LONDON, S.E.5. Phone: 4266 The health committee has approv ed 


the installation of furnaces at (a) the 
technical college: (b) Carlton Street 
garage: (c) Bark Street depot. 


DECORATIONS ENTERPRISE LTD. 


Poried & Contemporary 


Interior Decorators 
scumbling & glaze specialists to the trade 


NORTHERN POLYTECHNIC, HOLLOWAY, 


LONDON, 


Principal: 
T. J. Drakeley, 
C.B.E., D.Se., Ph.D., F.R.LC., F.LR.L. 
Head of Department of Architecture: 
Cc. G. Bath, F.R.1.B.A., A.M.T.P.1. 


DAY SCHOOL OF ARCHITECTURE 

THE Northern Polytechnic Diploma in Archi- 
tecture, which is awarded on the successful 
completion of the five years’ full-time course and 
subsequent passing of the examination in Pro- 
fessional Practice qualifies students for exemption 
from the Final Examination for Associateship of 
the Royal Institute of British Architects. The 
Diploma is also accepted by the Architects’ 
Registration Council of the United Kingdom as 
a qualification for registration a the Archi- 
tects (Registration) Acts, 1931-1938 

School year begins September 26, 1960. 

Fees: £30 per annum. 

Students under the age of 18 may be admitted free. 


EVENING SCHOOL OF ARCHITECTURE 

The Northern Polytechnic Diploma is awarded on 
the successful completion of the eight years’ part- 
time course and subsequent passing of the 
examination in Professional Practice and Practical 
Experience. Intermediate Exemption is granted 
on the successful completion of the first five years 
of the course 

New session commences September 26, 1960. 

Fees from 30s to 70s per session. 


PART-TIME DAY CLASSES 

A leaflet describing part-time day courses will be 
sent on application 
Entry to the Schools. a days students are 
interviewed by appc g evening 
students will be > a from $.30-7.30 p.m. 
on September 20 and 21 

Prospectus post free on application. 

Telephone: North 1686. 


29 Rowe Seem. Tel. ; Temple Bar 2713 Cork, Eire. The Ministry has approved 


alterations and extensions to the eye, ear 
and throat hospital, estimated cost 
£17,000. 


THOMAS CRAPPER 


&CO., LTD. 
Merchants of Sanitary Appliances 
Kitchen Equipment and Plumbing Fittings 
Catalogue on request 


120 KINGS ROAD, S.W.3. KEN. 4831 


Glasgow Corporation. The housing com- 
mittee has approved a layout plan for 
(a) 50 flats for single persons at Cumming 
SPECIFY Drive: (b) 1,501 dwellings for Unit 2 


of the Pollokshaws Comprehensive 

WY K AMOL Development Area. 
j The parks committee has approved 
FOR plans for a football pavilion with accom- 


modation for 32 teams, estimated cost 
WooDWORM £30,000. 


BOSTWICK 


ARCHITECTURAL 
METALWORK 
of 
every description and 


first-class workmanship 


THE BOSTWICK CO. LTD. 


Original Patentees of the Collapsible Gate 
HYTHE ROAD, WILLESDEN 
LONDON, N.W.10 Tel.: LADbroke 3661 


Details from Ricnardson & Starling Ltd., 
(Dept. ABN) Hyde Street, Winchester 


PLASTER VENTILATORS 
LOUVRES AND GRILLES 


ALSO SUPPLIED WITH Larne B.C. Erection and completion of 

FLYPROOF BACKING sports pavilion at Sandy Bay sports 

Full details and sample on request from ground. Apply 7. M. Davison. 

COZENS VENTILATORS LTD. A.R.LB.A.. 47 Station Road, Larne, Co. 
2 Kingswood Road, Penge, London, S.E.20 Antrim. 


Telephone WATerioo 6922 


Tracom Limued 
Lower Marsh. London SE 


long span metal lathing 


SYDenham 8575 


SHEETMETAL 
DUCTING 


Northern Ireland Hospitals Authority. 
Erection of a hospital at Downpatrick. 


Southport Corporation. The Minister of 
Hi oTcH KI ss Education has included the building of 
ENGINEERS LIMITED Our Lady of Lourdes R.C. secondary 
EASTBOURNE Tel.2424.7 lines school in the 1962/3 building pro- 


ENGLISH TIMBERS 


for Building and Joinery Trades, Oak Pianks 
for Cills, Half-Timbering, or scantling to size 
Architects’ designs for staircases, Church and 
other exclusive furniture faithfully interpreted 


GATES AND OAK DOORS 
A SPECIALITY 


New catalogue now available 


WYGKHAM BLACKWELL LTD. 


Established 


w 
Telephone: Hampton-in-Arden 3 and 10 


gramme. 


‘ 
a 
— 
; 
a Seasoned cuartered boards tor furniture, panelling 
etc. Machining done and joinery manufactured tor 
4 the trade. Fencins for schools and roadside etc. 
a 


SUBMISSIONS 
FOR PLANNING 
AND BYE-LAW APPROVAL 


Bolton Corporation. Plans submitted for 
(1) erection of (a) shopping block with 
offices over at Victoria Square Exchange 
Street for Arndale Property Trust Ltd.; 
(b) petrol filling station including lubri- 
cation bay. office, store, petrol storage 
installation and four pumps in St. Helens 
Road for Regent Oil Co. Ltd.; (c) petrol 
storage installation at North End Garage. 
Blackburn Road, for Lancashire Motor 
Traders Ltd.; (d) shop front at 6 New- 
port Street for Butterfields (Liverpool) 
Ltd.; (e) aged persons’ hostel at 
Laburnum Lodge, Breightmet Fold Lane, 
for the corporation welfare committee; 
(2) extension to (a) works off Manchester 
Road for Tillotsons (Bolton) Ltd.; (b) 
garage and showroom at Bradshawgate 
for Parkers (Manchester & Bolton) Ltd.; 
(3) alteration to shop premises at 56 
Bradshawgate for Direct Raincoat Co.; 
(4) conversion of “Vale Bank’, Radcliffe 
Road, into six semi-contained flats. 


Glasgow Corporation. Plans submitted 
for erection of (a) single-storey building 
for storage of barrels and to form cxten- 
sion to cooperage in Shuna Street, N.W.., 
for John Agnew & Co. Ltd.; (b) 20 one- 
unit garages in Baird's Brae, C.4. for 
Mr. Robert McGaw; (c) single-storey 
extension to works in Millburn Street, 
N.1, for Trustees of D. O. S. Catani: 
(d) primary school for physically and 
mentally handicapped children in Drum- 
more Road, W.5. for the education 
department; (e) three blocks of si,- 
storey flats in Great Western Road, W.2. 
for Mactaggart & Mickel Ltd.: (f) petrol 
service station in Balmore Road. N.2 
for Mr. Alexander McLean. 


Southport Corporation. Plans submitted 
for (1) erection of (a) offices in Stanley 
Street; (b) two warehouses and provision 
of sanitary accommodation for men and 
women at 55 Crowland Street; (c) 24 
detached bungalows and garages in 
Hartley Crescent; (d) 16 pairs of semi- 
detached bungalows in Fairhaven Road. 
Glenpark Drive and Dock Lane; (e) 
building with shops on ground floor and 
offices on first, second and third floors in 
Lord Street; (f) six semi-contained flats 
in Scarisbrick New Road; (2) conversion 
of No. 5 Seabank Road into four suites 
of rooms; (3) extension to (a) bank 
premises in Liverpool Road/Alma Road 
for Martins Bank; (b) club premises in 
— Road for Birkdale Labour 
ub. 


Notes below give basic data of contracts open 
under locality and authority which are in a bold 
type. References indicate: (a) type of work 
(b) address for application. Where no town is 
stated in the address it is the same as the 
focality given in the heading (c) deposit (d) 
last date of application (e) last date and time 
for submission of tenders. Full details of con- 
tracts marked * are given in the advertisement 
section. 


Aberaeron R.C. (a) Erection of eight 
pairs of B.4.D. (N.A.) type houses and 
two pairs of C.P.S. type bungalows at 


Lilanon Camp site, together with estate 
roads, footpaths, drainage, etc. (b) Clerk 
of the Council, | North Road, Aberaeron, 
Cards. (c) 3gn. (e) September 27. 


Athlone, Eire. (a) Erection and com- 
pletion of (1) boys’ school, (2) assembly 
hall. (b) Messrs. A. E. Smith & Co., 4 
Wilton Place. Dublin. (c) £5. (e) Septem- 
ber 20. 


Batley B.C. (a) Erection of 32 houses and 
flats and 12 garages at Howden Clough 
housing site, Leeds Road. Birstall. (b) 
Borough Engineer, West House, Hanover 
Street. (e) September 17. 


Billingham U.C. (a) Erection of 10 bun- 
galows at Finchdale Avenue. Contract 
period six months. (b) Engineer and 
Surveyor, Council Offices, Haverton Hill. 
(c) 2gn. (e) September 26. —- 


Dublin Corporation. (a) Erection of 134 
houses at Finglas West. (b) City 
Treasurer, Exchange Buildings, Lord 
Edward Street, Dublin. (c) ISgn. (e) 
September 27 


Fast Riding of Yorkshire C.C. (a) Erec- 
tion of two detached houses at the new 
county school, Filey. (b) County Archi- 
tect. County Hall, Beverley. (c) £2. (e) 
September 20 


Galston Burgh. (a) Several works for 
erection of 45 houses in two, three and 
four apartments at Ayr Road. (b) Town 
Clerk, Galston. (d) September 14. 


Haverfordwest R.C. (a) Erection of 
public convenience and bus shelter at 
Johnstone. (b) Engineer and Surveyor, 
8-10 Picton Place. Haverfordwest. (e) 
September 16 


Holmfirth tC. (a) Roundwav housing 
estate. (1) Roads and sewers. (2) Erection 
of 32 dwellings. Separate tenders required 
for (1) and (2). (b) (1) The Surveyor. 
Market Street. Holmfirth. (2) P. N. 
Brown and Son, Market Place, Honley, 
Yorks. (c) 2gn each contract. (e) 
October 10 


Lancashire C.C. (a) Applications from 
contractors are invited for inclusion in 
the approved list for building works: (1) 
Contracts estimated to cost over £15,000 
and up to £50,000. (2) Over £50,000 and 
up to £100,000. (3) Over £100,000. (b) 
County Architect, P.O. Box 26, Preston. 
Lanes. 
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Laois C.C., Eire. (a) Erection of 52 houses 
together with development of site and 
other incidental site works at Money- 
ballytyrrell, Portlaoise for Laois C.C. (b) 
County Secretary, Courthouse. Portlaoise. 
(c) 10gn. (e) September 30. 


Leeds C.C. (a) Traditional construction 
all trades for alterations to form improved 
lavatory accommodation, wash-up and 
servers at 109-111 Portland Crescent |. 
(b) Director of Works, Sweet Street, 
Leeds 11. (c) £2. (e) September 23. 


Liverpool C.C. (a) Conversions, etc., at §1 
Catherine Street, Liverpool 8. (b) City 
Engineer and Surveyor, Municipal Build- 
ings. Liverpool 2. (e) September 20. 


Co. Mayo V.E.C., Eire. (a) Erection and 
completion of an extension to the 
Vocational School at Cashel Achill. 
together with incidental site works for 
County Mayo Vocational Education 
Committee. (b) Padhraie O. Lochlainn 
C.E.O. An Ghairm Scoil, Caislean a 
Bharraigh. Co. Mhuigheo. (c) £10. (c) 
September 24. 


Nottingham C.C. (a) Extension and 
improvement at Wilford Hill Crema- 
torium. (b) City Engineer and Surveyor. 
The Guildhall. (c) 2gn. (e) September 23. 


Office of Public Works, Eire. (a) Erection 
of agricultural schools at (1) Athenry, Co. 
Galway and (2) Clonakilty, Co. Cork. (b} 
Secretary, Office of Public Works, 51 St. 
Stephens Green. Dublin. (c) £10 for each 
bill. (e) October 4. 


Oldbury B.C. (a) Erection of 37 garages 
in brick construction at Breden Road, 
Lion Farm Estate. (b) Borough Engineer. 
Municipal Bank Chambers, Birmingham 
Street. (c) 2gn. (d) September 12. (ce) 
October 10. 


Oundle U.C. (a) Improvements to 26 
council houses, installing bathrooms. 
W.C.’s, etc., in new lean-to outbuildings 
with ancillary drainage works. (b) 
Surveyor, 6 North Street, Oundle. (c) 2gn. 
(e) September 19. 


Port Talbot B.C. (a) Erection of 44 dwe!l!- 
ings on Harry site, Sandfields. (b) 
Borough Engineer, Municipal Buildings. 
(c) 2gn. (e) September 19. 


Prestwich B.C. (a) Erection of two blocks 
of 12 flats each at Heaton Park re- 
development areas No. 1 and 2, Infant 
Street. (b) Borough Engineer, Town Hall. 
(c) Sgn. (e) September 27. 
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Sligo, Eire. (a) Erection of factory and 
office block at Ballast Quay. Sligo, for 
Messrs. Liebig Extract of Meat Co. Ltd. 
(b)Padraig Mulcahy, 4 Northbrook Road. 
Dublin. (c) 25gn. (e) September 14. 


Smethwick B.C. (a) Structural alterations 
and redecoration at “The Lodge”. Up- 
lands Cemetery, Church Road. (b) 
Borough Engineer and Surveyor. Council 
House. (c) 2gn. (e) September 19. 


Southampton B.C. (a) Erection of a 
college of technology (multi-storey teach- 
ing block, single-storey workshops. etc.), 
at East Park Terrace. (b) Borough Archi- 
tect. Civic Centre. (d) September 10. (e) 
November 14. 


South-Eastern Regional Hospital Board. 
(a) Several works tender for department 
of clinical medicine and medical physics 
at Royal Infirmary. Edinburgh. (b) 
Regional Architect, 18 Rothesay Terrace. 
Edinburgh 3. (d) Immediately. This com- 
plex project is to be completed within 18 
months. 


Southport B.C. (a) Alterations and ex- 
tensions to the Floral Hall (main con- 
tract), Electrical installations  (sub- 
contract). (b) Borough Architect, Town 
Planning Officer's Department, 99-105 
Lord Street. (c) 2gn each contract. (c) 
October 7. 


South Shields B.C. (a) Erection of a 
community centre. branch library and 
clinic in Baldon Lane. (b) Borough 
Engineer. Town Hall. (c) Sgn. (e) 
October 12. 


Totnes B.C. (a) Erection of (1) one pair 
of bungalows at Butterlake and (2) one 
pair of bungalows at Furzegold. with 


incidental works and services. (b) 
Engineer and Surveyor, Council 
Offices, Higher Plymouth Road. 


Totnes. (c) 2gn each. (e) September 29. 


TERRAZZO in situ or Precast 


TOILET PARTITIONS & Posts 
STAIRCASE Treads, Risers, etc. 
GLASS, CERAMIC & MARBLE MOSAIC 
VENTOR TERRAZZO & MOSAIC 
co. LTD. 
FAIRFAX WORKS, 156/158 FAIRFAX ROAD. GREEN 
LANES, LONDON, W.8 MOUntview 2229 (2 lines) 
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West Bromwich B.C. (a) Erection of 163 
houses, 76 two-storey flats and 149 
garages on Charlemont Farm Estate. (b) 
Borough Engineer and Surveyor, Town 
Hall. (e) September 26. 


Western Regional Hospital Board. (a) (!) 
Erection of a maternity hospital at York- 
hill, Glasgow. Contract on several works 
basis. (2) Several works and individual 
trades basis for erection of radiotherapy 
unit at the Western Infirmary, Glasgow. 
(3) Erection of a radiotherapy unit at 
Belvidere Hospital, London Road, Glas- 
gow. (b) (1, 2, 3) Secretary to the Board, 
351 Sanchiehall Street. Glasgow, C.2. (d) 
(1, 2, 3) Immediately. 


Wexford, Eire. (a) Proposed extension 
and renovations to the Theatre Royal. (b) 
O'Connell & Harley,.9 South Mall, Cork. 
(c) £25. (e) September 19. 


York C.C. (a) (1) Erection of 82 dwell- 
ings on Chapel Fields Estate. (2) 72 brick 
garages on six separate sites. (b) City 
Architect. 8 St. Leonard’s Place, York. (c) 
£3 and £1 respectively. (e) September 23. 


A. COLTMAN & CO. LTD. 


for the supply and application of 


TRADITIONAL 


WOOD & COMPOSITION 
MOULDINGS & ENRICHMENTS 


EVERYTHING FOR ARCHITECTURAL DECORATION — 15,000 MOULDS IN STOCK 
Works: FAIRFIELDS RD., HOUNSLOW, MIDDX. Hou 3265 Catalogue on Request 


Our VALUABLE AND EXTENSIVE EXPERIENCE 
IS ALWAYS AT THE DISPOSAL OF LIBRARIANS 
AND ARCHITECTS FOR THE DESIGN AND 
MANUFACTURE OF FURNITURE FOR 


PUBLIC, SCHOOL, AND RESEARCH 
LIBRARIES 


LIBRACO LIMITED 
LOMBARD WALL, WOOLWICH ROAD, 
CHARLTON, S.E.7 


ILLUSTRATED CATALOGUES ON REQUEST 
Telephone : Greenwich 3308/9 
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saves money 


The 4-motor overhead travelling 
crane for capacities 


up to 2-10 tons 


Highly efficient Simplifications in 
design and construction make 
OVERLORD highly efficient and 
less costly to manufacture. We 
save money and so do you. 


Keenly priced OVERLORD has, as 
standard, many extras usually 4 
found only on more expensive 
cranes. Again, you save money. 


Extra safe Because special atten- 
tion has been given to the safety 
factor, breakdown and accident 
liability are minimal with 
OVERLORD. Which means, once 
more, you save money. 


it will pay you to find out more 
about OVERLORD. For full 
details send for an _ illustrated 
leaflet. 


ANDERSTON CLYDE ENGINEERS LTD., ink VALE WORKS, CHADDERTON, LANCS. Phone: MAIn 7871/2 
PARK YOUR CYCLES 


Telephone : Telegrams 
8383/4 5 Enfield THE O D O N WAY 
Shutter Contractors Ltd. geet 


Types to suit all possible requirements. Single 


LIN N W : 
LINCOLN WORKS or Double sided, for indoor or outdoor use. 


GT. CAMBRIDGE ROAD 
ENFIELD, MIDDLESEX 


MANUFACTURERS OF 


Quality 
ROLLING SHUTTERS 
in Steel, Wood and 


Aluminium Alloy 


Manual, Gear and Electrical Operation 
FOR ALL TYPES OF BUILDINGS 


Horizontal or Semi-Vertical 


Approved Manufacturers to F.O.C. and L.C.C. 
Requirements Write for full details to Sole Manufacturers and Patentees — 


Contractors to ALFRED A. ODONI & Co. Ltd. 


H.M. Government — all Departments, Public Utility 


Companies, Councils, Principal Railways, Institutions, Salisbury House, London Wall 
ete. LONDON, E.C.2. tee { phone: NATions 0525. 


(Works: London, N.W.10) 
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WATER REPELLENT 
WOOD PRESERVERS 


Cuprino. W.R. Clear and W.R. Green 
combine water repellency with the preserva- 
tive properties of Cuprinot, which have 
been proved in use for nearly fifty years. By 
stabilizing movement in timber, they mini- 
mise the swelling and shrinking of wood 
under changing moisture conditions. 

Cuprinoi W.R. grades also prevent attack 
by wood-boring beetles and rot; can be 
painted or varnished over. Easy to apply on 
site by dipping. Suitable for vertical boarded 
shop fascias, boarded cladding to buildings, 
doors, ladders, window frames and all 
joinery exposed on building sites prior to 
being built in. 

THE CUPRINOL PRESERVATION 
CENTRE offers technical advice on all 
preservation problems and can arrange 
Surveys, Reports and expert treatment of 
outbreaks of Dry Rot and Woodworm in any 


part of the country. 


Please write or telephone: — 
Dept. 52, CUPRINOL LTD., Terminal House, Victoria, London, S.W.1. Tel.: SLOane 9274 


Seven symbols 


of progress 


2” 


Our first code symbol—2” C.R.F.— 
identifies our 2” Channel Reinforced 


+ Red. PS. Wood Wool Roofing Slab, which is so 
much more than an ordinary 2” heavy 
duty slab. It has its own 16 gauge steel 
channel reinforcement, and is entirely 
self-supporting over spans up to 8 ft. 
The slab has excellent fire resisting 

6.8.0.4, 


Properties: the rate of flame spread is 
Grade 1, its overall thermal insulation 
value with 4” screed and felt finish is 
rated at the satisfactory figure of 0.23 
B.T.U. Its sound absorption factor is 
0.85 at 500 c.p.s. 


This is a most useful slab where internal 
humidity is likely to be low to normal, 
and is particularly suitable for electrically 
or centrally heated school rooms, fac- 
tories, stores and other buildings. 


Please write for full particulars. 


LTD 


ROOFING SLABS 


20 ALBERT EMBANKMENT LONDON S$E11 
Telephone Enquiries (Southern)—London: RELiance 7281 
Telephone Enquiries (Northern)—Doncaster 54138 Ex. 25 


When supported on inverted ‘‘T” or 
Thermacoust purlins no special fixing 
arrangements are required. 
Flat-top purlins or R.S.J.’s call for Type 2 
site fixing clips. 
Slabs may also be provided with any of the 
exclusive range of Thermacoust Pre-Clips 
for fixing copper, SNAPRIB aluminium, 
slates, tiles or false ceilings. 
A MEMBER OF THE CEMENTATION GROUP OF COMPANIES 


63 

— 
| 

S< 


The Architect and Building News, 7 September 1960 


a” 
a * INDUSTRIAL FLOORING 
~ 
§ Over 20,000 square feet of jointless Latexfalt 
« flooring was recently laid in this new warehouse 
= for Messrs. H. Reeves & Co. Ltd. Wholesale 
& Grocers of Portsmouth. 
£ Advantages? Latexfalt is noiseless, moisture repel- 
= lent, dust free, remains resilient, will not taint 


foodstuffs and is improved by constant traffic. 


Sole Agents in the United Kingdom 
AMEYS ASPHALT CO. LTD., Abingdon, Berks. 


Telephone: Sutton Courtenay 275 (4 lines) 


-floor for food 


for thoug 


| 
in| light and strong in standard sizes 
: Examine the “Japite” cistern closely. Note the smooth contours $ At Bellrock’s new modern factory, gypsum from 
of the polished biack tank and cover, the pleasing modern their own mines is made into plasterboard of un- 
design enhanced by its decorative contrasting beading 
; Remember, also, that the tank is frost-resistant, and the interior surpassed lightness, strength, nailability, flexibility, 
will never corrode however “hard” the water. Take a look 
inside. There you will see one of the three syphons which are and fire resistance. Bellrock’s independent opera- 
available. The well-known antimonial lead “JAPKAP” Syphon 
4 the Bent Tube Syphon, or the “JAPTIC” Polystyrene Syphon \ tion brings you better values in standard sizes of 
All are covered by the Claughton guarantee and will give years j i terboard. It’s stocked b 
of efficient ard silent service. high gypsum plas 
* Avaliable tor High or Low-level instatiation. all leading merchants. 
BELLROCK wovsrnes 
BROS. LTD INDUSTRIES LTD. 
i SANITARY LEAD WORKS f 200 Westminster Bridge Road, London, S.E.1. 
aM BRAMLEY, LEEDS 13 N Tel: WAT 3461/5 ’Grams and Cables: Belrock, Lamb, London. 
| Tel. Pudsey 2886-7 : 
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The finest combination of 
Sound and Thermal Insulation 


JAB LITE 


USED THROUGHOUT I8 Storeys 
of MOOR HOUSE. 


we ® 


“im, 


LOOR-WARMING 
CABLES 


DOMESTIC AND 
INDUSTRIAL 
PURPOSES 


AERIALITE “ ASHATHERM ” floor-warming cables give 
fully reliable, solid embedded systems 


Architects: Lewis, Solomon, Kave & Partners. 
Contractors: Token Construction Co, Ltd. 


for floors and roadways. The Aerialite 
¥e Jablite Plastic Ceilings and curtain infill 


panels approved by London County 


Service ensures that 


Council. 

VOU do a firse-ciass feor-warming inctallation. % Jablite is the original and only expanded 
are te polystyrene available to the Building 
assist in laying and screeding. Industry in any size up to 12’ x 4’ in 
wat Standard, Non Flam and Vapour Seal 
Department F.W.I, grades. 

ns ¥e Prompt deliveries to site at short notice. 


You can build lighter with Jablite. 
JABLO PLASTICS INDUSTRIES LTD. 


LIMITED. 
Castle Works, STALYBRIDGE, Cheshire JABLO WORKS, WADDON, CROYDON 
Telephone: STAlybridge 2223/8 Telephone: CROydon 2201-3, 6922 
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Floor: 


fear FIRE 


With OXYLENE BORAM Fire 
Retardant Coating which raises 
inflammable surfaces to Class 1 
“surface spread of flame” (B.S. 
476-1953). 

OXYLENE BORAM can be over- 
painted or applied to painted 
surfaces without loss of fire 
retarding qualities. It gives real 
fire protection and is approved 
by Local and Fire Authorities. 


“Used in every Industry” 


we draw the line at fire! 


Write for particulars. 


Use 
TRANSPARENT 
for Veneers 


and 


Fabric RINSE 
for Textiles 


FIRE RETARDANT COATING 


THE TIMBER FIREPROOFING CO. LTD. 
13a Old Burlington Street, LONDON, W.|! 
Tels: Regent 2489 (2 lines) 


Works at: Market Bosworth, Nuneaton 
Queen Elizabeth Avenue, Hillington, Glasgow, S.W.2 


OHB/2376 
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Takula 


Chalk°oards 


LIMITED 
YEOVIL 


SCHOOLS- 
 COLLEGES- 


FYPES 
SLIDING MODE. 


FIXED WALL TYPES: 
vp to 2514 SPAN 
inchucling ELECTRIC CONTROL 


. it’s an opening for 


Thornborough 


roller shutters 


In any size, hand or electrically, operated, 
= Thornborough roller shutters will fit your opening. 
Me Send for literature G. on Thornborough roller 
shutters in steel, wooa or aluminium. 


THORNBOROUGH & SON (MANCHESTER) LTD 


St. Vincent Street, Ancoats, Manchester 4 
Telephone: Collyhurst 2887 
London: Vale Works, Twickenham, Middlesex. 
Telephone: Popesgrove 0797 


tative in Northern Ireland: 
Oswald McMullen 6 Sussex Place, Belfast. Telephone : 29126 


. 
= 
. 
‘ 
| YOU’VE MADE 
or pass a cocktail through it... 
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APPOINTMENTS 


County Borough of East Ham 
Senior Assistant Architect, A.P.T. 
Salary £880-£1,065. plus London Weight- 


ing. 

Architectural Assistants, A.P.T. |-—-Salary 
up to £805 per annum, including London 
Weighting. 

Subsistence allowances may be granted 
over a reasonable period to the persons 
appointed if unable io obtain suitable 
housing accommodation. necessitating 
the maintenance of two homes. 

Further details and application forms 
returnable by September 16. 1960. from 
the Town Clerk. Town Hall. East Ham. 
[6951 


The University of Sheffield 
Planning Officer: H. R. Johnson. B.A.. 
A.R.L.B.A. 

ASSISTANT ARCHITECT required for 
Planning Office which is supervising a 
new building programme costing about 
£5 million. The work will be varied and 
interesting and will provide excellent ex- 
perience for a young and capable man. 
Commencing salary according to ex- 
perience within scale £900 x £50-£1,300 
with family allowance of £50 per child. 
and superannuation benefits. Apply by 
letter to the Bursar, The University. 
Sheffield, 10, giving names of two persons 
to whom reference may be made. before 
September 20. Envelopes should be 
marked “Assistant Architect— Planning 
Office”. [6939 


County Borough of East Ham 
Borough Engineer's Department 
APPLICATIONS are invited for the 

following temporary appointment:— 
SENIOR ASSISTANT ARCHITECT, 
Grade IV, £1.065-£1,220. 

London Weighting is paid in addition. 
and a salary in excess of the minimum 
may be paid according to qualifications 
and experience, The appointment is for 
work on a new Technical College and is 
expected to be for a period of not less 
than three years. 

Further details and application forms 
returnable by September 16, 1966. from 
the Town Clerk, Town Hall, East Ham. 
E.6. [6950 


County Borough of Bury 
APPLIC ATIONS are invited for the 
following permanent appointments: 

(a) Assistant Estates Surveyor. A.P.1. 
(£610-£765) or A.P.T. Ul (£765- £880) or 
Special Grade (£785-£1,070). 

(b) Assistant Quantity Surveyor. A.P.1. | 
(£610-£765) or A.P.T. IL (£765-£880) or 
A.P.T. HI (£880-£1.065) or Special Giade 
(£785-£1,070). 

Commencing salaries will be fixed 
according to qualifications and experi- 
ence. Applications, stating appointment 


applied for, age, details of training, 
qualifications, experience, present and 
previous appointments and salary, 


together with the names of two referees, 
must reach me by September 21, 1960. 
EDWARD SMITH. 
Town Clerk. 


Town Hall. 
Bury. 
August 30, 196 


[6959 


Close for press - first post Monday for following Wednesday issue. 


Official Announcements 


APPOINTMENTS 


Air Ministry Works 
DESIGN branch requires in London 
and Provinces ARCHITECTURAL 


ASSISTANTS with adequate training 
and drawing office experience. O.N.C. 


(Building) an advantage. Work includes 
site layouts, sketch plans. working draw- 
ings and details for variety of technical 
and domestic buildings in permanent and 
semi-permanent construction. Financial 
assistance and time off given for recog- 
nized courses of study. Promotion and 
pension prospects. Five-day week with 
18 days’ paid leave per year initially. 
Overseas tours for which special allow- 
ances granted. 

Salary: in London ranges from £680 
(age 25) to £900 p.a. for men; from £673 
to £868 p.a. for women: somewhat lower 
in provinces, Commencing salary depen- 
dent on age, qualifications and e\- 
perience. 

Applicants. who must be natural born 
British subjects, should write to Ai: 
Ministry. W.G.d.. Lacon House, Iheo- 
balds Road. London, W.C.1. or apply 
to any employment exchange. quoting 
King’s Cross 891, giving age. details of 
training and qualifications. Full particu- 
lars of former posts held and copies of 
any testimonials. Candidates selected 
will normally be interviewed in London 
and certain expenses reimbursed. [0346 


Basildon Development Corporation 
Department of Architecture and Planning 
YOUNG ARCHITECTS required by 
Chief Architect Planner to join groups 
engaged on major Town Centre. Indus- 
trial and Housing development. The 
Town is less than half way towards its 
ultimate development as the largest new 
town, and excellent opportunity exists. 
Superannuable posts are available within 
the range of £880-£1,485. 

A house or flat can be available. 
Please reply immediately to the General 


Manager, Basildon Development Cor- 
peration. Gifford House. Basildon, 
Fssex. stating age. training. qualifica- 


tions, experience and salary required. 
[6940 


LEEDS REGIONAL HOSPITAL 
BOARD 
SENIOR ASSISTANT ARCHITECT 
APPLICATIONS are invited for the 
above appointment. Salary scale £1,300 
x £60 (5) to £1,600 per annum. A new 
entrant to the National Health Service 
would commence at the minimum of the 
scale. 
Candidates must be nee architects, 
associate members of th .B.A. and 
must possess good all- hewn ability and 
have had experience of running contracts 
valued at £100,000 or more. An apprecia- 
tion of contemporary design is essential 
and the person appointed will be 
required to lead a small team of junior 
architects. 
The Board's offices are in pleasant sur- 
roundings and an excellent canteen is 
available on the premises. 
Applications, stating age. qualifications 
and experience together with the names 


and addresses of two referees, to the 
Secretary, Park Parade, Harrogate. by 
September 19, 1960. [6958 


CONTRACTS 


Rates - 25s per inch and pro rata, minimum half inch. 
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TENDERS 


London Brick Company Limited 
TECHNICAL OR ARCHITECTURAL 
ASSISTANT required by Estates Depart- 
ment. London Brick Company Limited, 
Stewartby, Bedford. 

Good Draughtsman with sound know- 
ledge of all building trades. Qualitica- 
tions an advantage. 
5-day week. Pension Scheme. Car driver 
an advantage. 
Particulars. stating salary required. to 
Personne! Manager, Stewartby. 

i 6960 


ANTITY 
SURVEYOR 

REQUIRED for contractors 
in the Mansfield area. Applicant should 
be between 30-40 years of age and have a 
proven record of successful tendering, 
and be capable of measuring for and 
rendering Interim and Final Accounts. 
Apply in writing in first instance. giving 
full details of qualifications and previous 
experience. with references. All replies 
treated in strictest confidence. 

Fleet Bros. Ltd.. 72-74 Newgate Lane, 
Mansfield, Notts. {6953 


Warwickshire County Council 
Architect's Department 

(a) DEPUTY GROUP ARCHITECTS 
(Two) Grade A.P.T. IV-V (£1,065-£1,375) 
APPLICATIONS are invited from quali- 
fied and experienced architects for these 
posts, which are for the groups handling 
rojects for the Council’s education 
uilding programme. 

In each case the post is one of responsi- 
bility requiring a high degree of initia- 
tive and design ability in_ up-to-date 
forms of construction, use of materials, 
control of costs, job planning and 
organization. 

The successful applicant will also be 
expected to deputise generally for the 
group architect. 

(b) ARCHITECTS 
Special Grade (£785-£1,070) 

Applications are invited from architects 
who have passed Part I and II of the 
R.I.B.A. final or special examination 
or their equivalent at one of the recog- 
nized schools of architecture. The 
successful applicants will work in groups 
on large projects, and an opportunity 
will be given to men with enthusiasm and 
ability to design and carry out projects 
under a group architect. 

(c) ARCHITECTURAL ASSISTANTS 
Grade A.P.T. Il (£765-£880) 
Vacancies exist for assistants who are up 
to intermediate R.LB.A. standard and 
who require experience in a variety of 

interesting projects. 
The commencing salary can be within the 
grade according to ability and experi- 
ence. Five-day week worked. The 
Council have schemes for the payment of 
removal expenses and a lodging allow- 
ance to married officers. - 
Application forms and full conditions 
applicable to the appointments can 
obtained from Eric Davies, F.R.1.B.A., 
A.M.T.P.1., County Architect. Shire Hall, 
Warwick. 

L. EDGAR STEPHENS. 

Clerk of the Council. 

Shire Hall, 


Warwick. 


July, 1960. [6932 
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Announcements 
APPOINTMENTS (cont) 


Borough ef Enfield 
Borough Engineer and Surveyor's 
Department 
(Non-County Borough in the County of 
Middlesex. Population 109,700. Area 
12,400 acres) 

AMENDED ADVERTISEMENI 
APPLICATIONS are invited from suit- 
ably qualified persons for the following 
permanent appointments: 

(1) Assistant Architect, A.P.T. IV, £1.065- 
£1,220 plus London Weighting. 
(2) Architectural Assistants (2 No.), 
A.P.T. Il, £880-£1,065 plus London 
Weighting. 
(3) Architectural Assistant, A.P.1. II, 
£765-£880 plus London Weighting. 
(4) Junior Architectural Assistant, A.P.T. 
1, £610-£765 plus London Weighting. 
The commencing salary will be fixed at 
points within the Scale commensurate 
with qualifications and experience. 
There is a large varied programme of 
work, including the redevelopment of 
Clearance Areas and other areas 
scheduled for Comprehensive Develop- 
ment. 
Housing accommodation may be made 
available in appropriate cases. The 
Council is also prepared to consider 100 
per cent advances to successful applicants 
for house purchase within the Borough. 
Saturday mornings are normally free 
from duty. 
Application forms, obtainable from H. D. 
Peake. M.Sc(Eng.), M.LC.E.. Borough 
Engineer and Surveyor, 7 Little Park 
Gardens, Enfield, Middlesex, must be 
delivered to the undersigned not later 
than Monday, September 26, 1960. 

CYRIL E.C. R. PLATTEN, 

Town Clerk. 

Public Offices, 
Gentleman's Row, 
Enfield. Middx. [6942 


County Council of Northumberland 
County Architect’s Department 
VACANCIES exist on the permanent 
staff of this Department for ASSISTANT 

ARCHITECTS. 
Applicants who have passed (a) the 
RIBA Final or (b) the Intermediate 
Examination are required in connection 
with the County Council's Building 
Programme. The programme which is of 
considerable size and importance pro- 
vides work of a varied and interesting 
nature in various parts of the County of 
Northumberland and gives scope in the 
field of modern design and building con- 
struction. 
Salary according to qualifications and 
experience will be on either A.P.T. 
Special Grade £785-£1,070 per annum for 
fully eye architects or on a scale not 
exceeding £880 per annum, with the pros- 
pect of promotion to higher grades 
within the department on qualifying. 
The appointments will be subject to the 
provisions of the Local Government 
Superannuation Acts and successful can- 
didates will be required to pass a medical 
eXamination. 
Forms of application can be obtained on 
request and should be submitted to the 
undersigned at the address stated below 
not later than 10 days from the date of 
this advertisement. 

C. G. BROWN, 

County Architect. 

30 32 Great North Road. 
Newcastle-upon-Tyne 2. [6963 


Sheffield Regional Hospital Board 
Hospital Expansion Programme 
APPLICATIONS are invited for the 
following appointments on the Board's 

Headquarters Staff 

Assistant Regional Architect. Salary scale 
£1,825-£2.175 (mew entrants to Health 
Service commence at minimum). Ap- 
plicants must be registered architects and 
corporate members of R.I.B.A. Duties 
include contro! of one or more of Board's 
design teams responsible for major pro- 
jects, ic. value £250,000-£4,000,000. 
Special! aptitude for design with adminis- 
trative and organizing ability and ex- 
perience desirable 

Assistant Architects, Applicants must 
be registered architects having passed 
requisite examinations. 

Assistant Quantity Surveyor. Applicants 
must hold corporate membership of 
Royal Institution of Chartered Surveyors. 
Salary for Assistant Grades within scale 
£905-£1,310. according to age and 
experience. 

Quantity Surveyor’s Assistant. Applicants 
must have passed intermediate examina- 
tion of Royal Institution of Chartered 
Surveyors or examination giving exemp- 
tion therefrom. Salary within scale £625- 
£900 according to age and experience. 
Application forms obtainable from the 
Secretary, Sheffield Regional Hospital 
Board, Old Fulwood Road, Sheffield 10. 
Closing date for receipt of applications, 
September 26, 1960 (6966 


Middlesex County Council 
ASSISTANT ARCHITECTS, salary 
range £830-£1,.265 
Commencing salaries will be assessed 
according to ability and experience. 

The department has in hand an interest- 
ing programme of works which will be 
designed under the direction of Mr. 
Whitfield Lewis, F.R.I.B.A., County 
Architect. 
Organization is on a group basis and full 
scope will be given to Architects who 
show marked design ability: 
Good career prospects can be expected. 
Prescribed conditions. 
Application forms from The County 
Architect, | Queen Anne’s Gate Build- 
ings, Dartmouth Street, $.W.1, returnable 
by October 3. (Quote E.265 ABN ) 

[6938 


County Borough of Grimsby 
Borough Engineer and Surveyor's 
Department 
ARCHITECTURAL ASSISTANT 
APPLICATIONS are invited for the 
appointment of an Architectural Assist- 
ant on the permanent staff of the depart- 
ment, Grade A.P.T. II, commencing 

salary £765, rising to £880 per annum. 
The appointment will be subject to the 
Conditions of Service of the National 
Joint Council, terminable by one month's 
notice on either side, and to the pro- 
visions of the Local Government Super- 
annuation Acts. The successful candidate 
will be required to pass a medical 
examination. 
Housing accommodation for a married 
person will be available if required. 
Applications stating age, qualifications, 
present and past appointments and 
details of experience, together with the 
names and addresses of two referees, must 
be delivered to the undersigned not later 
than first post on Monday, September 19, 
1960. 
J. V. OLDFIELD, F.R.LC.S., L.R.1.B.A., 
Borough Engineer and Architect. 
Municipal! Offices, 
Town Hall Square. 
Grimsby. 
August. 1960 {6935 
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Salop County Architect's Department 
APPLICATIONS invited from 
qualified Architects for the post of 
SENIOR ASSISTANT ARCHITECT. 
Salary grade up to £1,220 pa. NJ.C. 
Conditions. Five-day week. 

A disturbance allowance or weekly 
separation allowance will be payable to 
a married man taking up the appoint- 
ment. Conditions of service and applica- 
tion forms obtainable from Ralph Crowe. 
A.A.DipIl., A.R.LB.A., A.M.T.P.L., 
County Architect, Column House. 
London Road, Shrewsbury. Closing date 
September 24, 1960. [6954 


Borough of Stratford-upon-Avon 
ARCHITECTURAL ASSISTANT 
A.P.T. 
APPLICATIONS are invited for the 
above appointment on the staff of the 
Borough Engineer and Surveyor at a 
salary in accordance with Grade A.P.T. 
I1-Ill, £765-£1,065, commencing at a 
point to be determined according to 
qualifications and experience. 
Preference will be given to candidates 
with previous local government experi- 
ence who have passed the Intermediate 
examination of the R.I.B.A. and previous 
Planning experience would be an advan- 
tage. 
The Council will, if necessary, be pre- 
pared to consider the provision of hous- 
ing accommodation. 
Conditions of appointment and forms of 
application may be obtained from the 
undersigned to whom completed forms 
should be returned by not later than 
September 19, 1960. 
P. C. SMART, M.LC.E., M.1.Mun.E., 
Borough Engineer and Surveyor. 

Borough Engineer's Department, 
Municipal Offices, 
Stratford-upon-Avon. 
August 22, 1960. [6924 


County Borough of St. Helens 
Borough Engineer and Surveyor's 
Department 
APPLICATIONS are invited for the 
following appointments in the Architec- 
tural Section of the department. 
(a) Chief Assistant Architect, Scale A 
(£1,275-£1,420). 
(b) Principal Assistant Architect, Grade 
A.P.T. V (£1,220-£1,375). 
(c) Assistant Architect, Grade A.P.T. 1V 
(£1,065-£1,220). 
Applicants for appointment (a) should be 
corporate members of the R.I.B.A. with 
experience in design and construction of 
public buildings, redevelopment schemes. 
large scale ——s development and the 
supervision of staff under the control of 
the Chief Architect. 
Applicants for appointments (b) and (c) 
should be qualified architects with good 
experience in general municipal develop- 
ment. The council operates a five-day 
working week. 
The appointments will be termifable 
by one month’s notice and will be 
subject to the Local Government Super- 
annuation Acts, medical examination and 
N.J.C. Conditions of Service. 
Applications stating age, qualifications. 
present and past appointments and details 
of experience, naming two referees and 
clearly indicating the post applied for 
must be forwar to the undersigned 
not later than Tuesday, September 27, 
1960. 
Applicants must reveal relationship to 
any member or senior officer of the 
council. 
Canvassing will disqualify. 
M. WARD, M.1.Mun.E.. 
M.T.P.I., A.M.L.Struct.E., 
Borough Engineer and Surveyor. 
Town Hall, St. Helens. [6965 
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Official 


Announcements 
APPOINTMENTS (cont) 


Newcastle upon Tyne 

C.W.S. ARCHITECTS 
APPLICATIONS are invited for the 
following vacancies in a busy ollice, 
handling a wide variety of commercial 
and industrial projects. 
Applicants must have a particular interest 
and ability in modern design. 
(a) Senior Assistant Architects. 
Salary range £975-£1,300. 
Must be Associates R.I.B.A. 
(b) Assistant Architects. 
Salary range £700-£1,050. 
Preferably have passed Intermediate 
R.LB.A. 


Reply. stating age, experience, etc.. by 
September 24, 1960, to R. A. Thomas, 
A.R.LB.A., Chief Architect, C.W.S. Ltd., 
90 Westmorland Road, Newcastle upon 
Tyne. (6936 


Borough of Taunton 
Architect’s Department 
APPLICATIONS are invited for the 
following appointments in the Borough 

\rchitect’s Department: 
(1) Assistant Architects, Grade A.P.T. IN 
(£1,065-£1,220 p.a.). 
(2) Assistant Architects, Special Crrade 
(£785-£1,070 p.a.). 
(3) Architectural Assistant, Grade A.P.T. 
(£765-£880-£1,065 p.a.). 
(4) Architectural Draughisman, Crenera! 
Division (£210-£595 p.a.). 
(5) Quantity Surveying Assistant, Gienera! 
Division-Clerical Division Grade 1 
(£210-£595-£670 p.a.). 
Superannuable posts subject to medical 
eXamination, and to National Conditions 
of Service. Applications, stating age. 
present position and salary. qualifications. 
e\perience and names of two referees, to 
be sent to C. Bacon, F.R.1.B.A.. Borough 
Architect, Flook House, Station Road. 
Taunton, by Tuesday. September 20. 
1960. 

K. A. HORNE. 

Town Clerk. 


[696 


Central Electricity Generaiing Board 
Midlands Project Group 
FOURTH ASSISTANT ENGINEER 
(Civil)-Quantities 
APPLICATIONS are invited for the 
appointment of Fourth Assistant Engi- 
neer (Civil)-Quantities in the Midlands 

Project Group at Bournville. 

Applicants should be competent Quantity 
Surveyors with experience in estimating 
billing and measurements for Power Sta- 
tions or other large industrial buildings 
and ancillary works — particular ex- 
perience site measurement would be an 
advantage. 

Applicants should preferably hold an 
appropriate qualification. 

The salary for the appointment will be 
within Scale 10 (£1,030-£1,325 per annum) 
of the National Joint Board Agreement. 
Applications should be made on standard 
form AE.6, available from the Adminis- 
trative Officer, Midlands Project Group, 
P.O. Box 314, Birmingham 30, and 
should be returned to him not later than 
September 16, 1960. 

Envelopes should be marked “Confiden- 
tial” Mirae Staff Vacancy No. MPG. 
65/66 [6967 


County Borough of East Ham 
SENIOR ASSISTANT PLANNING 
OFFICER 
Grade A.P.T. (£765-£880) 
VACANCIES in Borough Engineer's 
Department. London Weighting paid in 

addition. 

Salaries above minimum paid according 
to qualifications and experience. 

A subsistence allowance may be paid 
over a reasonable period to persons 
appointed if unable to obtain suitable 
housing accommodation, necessitating 
the maintenance of two homes. 

Details and application form from the 
Town Clerk, E.6. 

Closing date, September 26, 1960. [6964 


ARCHITECTURAL APPOINT- 
MENTS VACANT 


ASSISTANTS urgently required, inter- 
mediate to final standard. Interesting and 
varied work with opportunities for site 
supervision. Salary from £600 plus L.V. 
G. Gordon Stanham, Adamson, Gray & 
Partners, 9 10 Fenchurch Street, London, 
E.C.3. MANsion House 1010 or 5274. 

[0350 


BRITISH 
BROADCASTING 
CORPORATION 


yet qualified will be offered £800 p.a. 


ARCHITECTURAL ASSISTANTS 


are required for interesting and varied work on new designs and alterations to 
transmitting stations. An interest in 
contemporary design and a sound knowledge of construction are required. 
The vacancies are in London. The salary offered to newly qualified applicants 
(final R.1.B.A.) is £935 p.a., somewhat higher dependant upon experience 
for those who qualified more than two years ago, and rises by five annual 
increments to £1,185 p.a. with prospects of promotion. Applicants who have not 
Requests for application forms should be 
addressed to Engineering Recruitment Officer, British Broadcasting Corporation, 
Broadcasting House, London, W.1., 


studio premises, office blocks and 


quoting reference Ex.60.34. A.B.N. 
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DEVEREUX & DAVIES require capable 
and enthusiastic assistant architects, 
salary £1,000 per annum or according to 
experience and ability—Devereux & 
Davies, 3 Gower Street, Bedford Square, 
London, W.C.1. [0660 
ARCHITECTURAL ASSISTANT, Inter- 
mediate standard. Busy London office. 
Good prospects. Box 3668. {0080 
WEST END OFFICE requires Assistant 
Architects of Final and Intermediate 
Standards for interesting industrial pro- 
jects in Home Counties. Good salaries 
offered to men with initiative and ability. 
Bonus scheme, five-day week, holiday 
arrangements honoured. Box 0627. (0380 
ARCHITECTURAL ASSISTANT re- 
quired, with at least two years’ office 
experience. Apply in to Thomas 
Mitchell & Partners, 20 Bedford 
London, W.C.1. 0916 
BASIL SPENCE & PARTNERS jaa 
— and experienced Architects to 
ill positions of responsibility on a major 
building programme. Write to 48 Quecn 
Anne Street, W.1, stating experience and 
salary required. 0740 
ARCHITECTURAL ASSISTANT 
quired, able to work on own initiative, 
varied practice, small office, opportunity 
for advancement. Write or hone, 
Nicholson & Rushton, 2 New uare, 
Lincoln's Inn, W.C.2. HOLborn 2095. 
[0980 


ARCHITECTURAL ASSISTANT, Lon- 
don, Final standard. Industrial and com- 
mercial. Progressive and _ interesting. 
Salary eg to experience and 
ability. Box 366 {0079 
ASSISTANT ARCHITECTS, salary up to 
£1,250 according to ability and experi- 
ence, for Colleges, Hostels, Schools all 
types. Apply—Charles Pike & Partners, 
14 Lincoln’s Inn Fields, London, W.C.2 
or phone HOL., 3532 for appointment. 
{6922 
ANY IMAGINATIVE ARCHITEC- 
TURAL ASSISTANT who would like to 
work in a team of three on an unusual 
administrative building and a University 
Laboratory Block is invited to telephone 
Whitehall 2552. Salary around £850. [0741 
APPOINTMENT OF SENIOR ARCHI- 
TECTURAL ASSISTANTS. Applica- 
tions are invited from Qualified Archi- 
tects to take up responsible positions with 
Consultant Architects to large-scale 
Estate Developers in the Southern 
Counties. The posts offer considerable 
scope in a variety of projects. 
The Contracts already in hand will 
extend for a minimum period of ten 
years. 
Subject to a probationary period of six 
months, the posts will be permanent and 
a generous non-contributory pension 
scheme is available. 
The present contracts cover normal 
domestic buildings up to twelve-storey 
units and from small estates up to small 
townships of some 2,500 units, shops, 
offices, hall, churches, etc. 
Applicants must, therefore, have good 
design sense, first-class knowledge of 
construction and administration and 
experience of multi-storey development. 
Salaries will be commensurate with 
ability and experience. Please apply in 
writing, stating age, experience and 
salary expected to:— 
Walter G. Palmer & Associates, Char- 
tered Architects and Surveyors, | Sprin 
Crescent. Portswood, Southampton. 
TAYLOR, YOUNG & PARTNERS, 
MANCHESTER, require assistants for 
work on schools, hospitals and other 
projects. Pension scheme, salary up to 
£1,200 per annum according to ability 
and experience. Apply in writing, to 195 
Oxford Road, Manchester, 13. [6949 
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Announcements 


ARCHITECTURAL APPOINT- 
MENTS VACANT (cont) 


ARCHITECTURAL | ASSISTANTS 
AND JUNIOR DRAUGHTSMEN 
urgently required for architect's depart- 
ment of Dolcis Ltd. Interesting work 
five-day week. pension scheme. Write 
stating age. experience and salary re- 
quired to Ellis E. Somake. F.R.1B.A.. 
Chief Architect. Dolcis Litd.. 7 13 Great 
Dover Street, S.E.1. {0349 


POST OF PRINCIPAL SENIOR 
QUALIFIED ARCHITECT open in 
Belfast office. Excellent opportunity to 
develop in practice. 

Applicants please reply in conhdence 
stating details. age and note of present 
salary. and give copies of testimonials 
and names of referees if available. to Box 
[6946 


A LONDON OFFICE in pleasant 
surroundings, not a country practice. 
Architect requires senior and inter- 
mediate assistants for work on large 
projects of very varied nature. Apply in 
writing, stating age. experience and 
salary required to - Rofl Marsh 
F.R.1.B.A., M.T.P.1.. 125.7 London Road. 
Chelmsford. [6957 


ARCHITECTURAL ASSISTANT (Final 
Standard) required in busy office with 
interesting and varied general practice. 
Five-day week. Reply giving full par- 
ticulars, age and salary required, to 
Godman & Kay. FF.R.I.B.A., 13 North 
Parade, Horsham, Sussex. [6952 


BRIDGWATER & SHEPHEARD want 
qualified and unqualified assistants with 
initiative. Colleges, housing. university 
buildings. etc.. medium size office. 42 
Bruton Place, Berkeley Square, W.1. 
MAY 6391 [6948 


A VACANCY occurs in the West End 
Branch of large provincial Architectural 
Practice for an assistant at Intermediate 
standard. The post offers considerable 
scope on varied projects. Five-day week. 
Luncheon Vouchers. Write, giving par- 
ticulars of age. experience and salary 
required, to Box 1620. {6985 


A QUALIFIED ARCHITECTURAL 
ASSISTANT required immediately in 
Home Counties office. Successful appli- 
cant will have the opportunity of working 
on widely varying industrial. commercia! 
and housing schemes. Five-day week 
Write full particulars to Box 1621. [6956 


ARCHITECTS/PLANNERS 
needed by Covell & Matthews to join 
design group dealing with large planning 
and architectural projects. Salaries by 
arrangement. Telephone either London 
REGent 36S! or Manchester CENtral 
7851. [6941 


NO RESPONSIBILITY ACCEPTED FOR ERRORS 
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Rate + 1/9d per line minimum 3/6d, average line 6 words. Each paragraph charged separately. 

Situations wanted + advertisements are accepted at the specially reduced rate of 6d per line minimum 1/6d 

Box Numbers - add two words plus \s for registration and forwarding replies which should be addressed 

c/o “The Architect & Building News,” Dorset House, Stamford Street, London, S.E.\. 
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the control and direction of staff 
iS essential 


awarded on merit 


require a 
SENIOR ARCHITECTURAL ASSISTANT 


The successful candidate will be qualified to a.x.1.8.4. standard and will have 
had experience in the design of industrial and administrative buildings and 


A knowledge of contract procedure and the ability to prepare presentations 


Salary is dependent on experience and qualifications and promotion will be 


Applications should be addressed to:- 


MR. H. C. CRAWFORD 
TRAINING AND RECRUITMENT DEPARTMENT 
FORD MOTOR COMPANY LIMITED 
DAGENHAM 


quoting reference KAA 


ESSEX 
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ARCHITECTURAL ASSISTANT with 
some good all-round experience required 
at Welwyn office—31 Church Street. 
Welwyn 700. [6968 
ASSISTANT ARCHITECTS required 
for staffing a new office opening in South- 
ampton for work on interesting pro- 
grammes for Universities, the War 
Department and Ecclesiastical projects. 
Juniors also required. 

Apply stating age. qualifications, ex- 
perience and salary required to Robert 
Potter. F.R.LB.A.. and Richard Hare. 
B.Arch., A.R.1.B.A.. of De Vaux House. 
Salisbury. (0337 
ASSISTANTS required, junior to fina! 
grades. Excellent opportunity for good 
experience and advancement. Belfast 
private office. Reply in confidence giving 
details and present salary and copies of 
testimonials and names of referees, to 
Box 1598. [6947 
MANNING AND CLAMP have vacan- 
cies for architectural assistants of up to 
five years’ office experience thei: 
Richmond Green and London oilices. 
The werk covers a wide range of building 
types and includes large industrial and 
commercial buildings, parking garages. 
luxury flais, restaurants and Local 
Authority work. amongst other things. 
Apply in writing to No. 19, The Green. 
Richmond. Surrey. [0236 
ERIC LYONS requires an Assistant 
Architect and an Architectural Assistant. 
Realistic salary in accordance with cv 
perience and capabilities. Write Mill 
House. Bridge Road, Hampton Court. 
Surrey. fO338 


SITUATIONS VACANT 


GOOD COMMISSION paid to Agents 
and others for introduction of business 
in Industrial and Decorative Paints. 
Technical assistance available. Box No. 
1404. (6908 


EXPERIENCED Builder's General Fore- 
man required. Apply G. E. Sargeantson 
& Son Lid., 12 Kingsway, Scunthorpe. 
State age. experience and salary required, 
also three references will be needed. [6925 


A PROPERTY COMPANY would be 
interested to meet an Artist who is ex- 
perienced in painting coloured elevations 
of business buildings in spare time. 
Please write Man. Dir. Box No. 1641. 

[6962 


CLERK OF WORKS required for 7-foor 
reinforced concrete office building; com- 
mencing shortly in central Leeds. Appli- 
cants should send details of experience. 
references and salary required to: Ansell 
& Bailey, O.B.E.. F.R.LB.A., Chartered 
Architects. 12 Gray's Inn Square, London, 
W.C.1. [6945 
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Announcements 
BUILDING 


AXION BUILDING CONSTRUCTION 
CO. LTD. New factories. workshops. 
offices, extensions, conversions. repairs. 
Telephone any time Uxbridge 5410 or 
Hurstway 4989. [6943 


BUILDINGS FOR SALE 


SECOND-HAND Sectional Timber 
Buildings, 24ft x 12ft, £102; 30ft x 1Sft, 
£138; 40ft x 18ft, £192; 60ft x 20ft, £302, 
floors extra, delivery included 100 miles. 
Also similar new buildings; lists. Uni- 
versal Supplies, Crabtree Manorway, 
Belvedere, Kent (Erith 32948). [0760 


EDUCATIONAL 


GUARANTEED EXAMINATION 
COACHING for A.M.LC.E., R.LB.A., 
R.LCS., L.Q.S., I.Mun.E., LStruct.E., etc. 
Courses in all aspects of Architecture, 
Building, Draughtsmanship. Surveying. 
Civil, Municipal, Structural and Sanitary 
Engineering. No books to buy. Write for 
Free Prospectus stating subject to: L.C.S., 
Intertext House, Parkgate Road (Dept. 
518), London, S.W.11. [0348 
ARCHITECTURE AND SURVEYING 
prepared for R.JB.A.. 
R.LCS., LQS., etc... by the ELLIS 
SCHOOL (Principal: A. B. Waters. 
F.R.LB.A., F.LArb.). 103c, Old Bromp- 
ton Road, London, S.W.7. 


Supplementary tuition revision 
Courses also provided. 
Write for D.A.S. booklet. (0084 


WORK WANTED 


EXCAVATION sub-contracts, site de- 
velopment, overburden removal, clay 
getting, earth dam _ construction, etc. 
Technical staff available to analyse, 
programme and price complex projects. 
Particular attention given to finish and 
compaction. D.9, D.8, TD.18 and TD.14 
scrapers, excavators, loading shovels and 
lorries available with competent and 
imaginative supervision for execution of 
work. Also interested in overseas pro- 
jects calling for not exceeding 10,000yd 
per week output. Dick Hampton, Black- 
nest, Alton, the nts. Tel: Bentley 2241. 
[0334 


SERVICES OFFERED 


ARCHITECTURAL VISUAL 
PLANNING MODELS, prototype design 
and development. Exhibition stands and 
display. Consult: Jehn Evans and Asso- 
ciates, East Gate House, Cheyne Walk. 
Northampton. {0351 
PERSPECTIVES BY “HOLDART™. An 
express inexpensive service offered by a 
group of perspective artists. Enquiries, 
“Holdart” Perspectives, Manor House, 
Holdenhurst, Bournemouth. (6901 


SHOPFRONTS 


CONSULT Burns Shopfitters for your 
Budget-priced Shopfronts. 8 Essex Place. 
London. W.4. CHI 1852/7601. [0680 
AXION BUILDING CONSTRUCTION 
CO. LTD. Shop and storefitters, new 
premises or repairs to existing. Telephone 
any time Uxbridge 5410 or Hurstway 
4989. (6944 


BUILDING TECHNIQUE FOR 
DOMESTIC AND SIMILAR STRUC- 
TURES. Edwin Gunn, A.R.LB.A., 
Revised by John Brandon-J ones, 
A.A.Dip., A.R.LB.A., 3rd edition. Fully 
revised edition of a well-known reference 
book on constructional design (formerly 
“Modern Building Technique”). Con- 
taining a lifetime of first-hand experi- 
ence, proved on the building site, it is 
an indispensable tool for both the archi- 
tect and the builder. A valuable feature 
is the large number of references to 
publications of such bodies as the Build- 
ing Research Station and the British 
Standards Institution. 21s net from all 
booksellers, 22s 2d by post from The 
Publishing Department, Iliffe & Sons 
Ltd., Dorset House, Stamford Street, 
London, S.E.1. 


ERECTION OF CONSTRUCTIONAL 
STEELWORK. A text-book for junior 
site engineers and students. Published 
for the British Constructional Steelwork 
Association. Thomas Barron, A.M.I. 
Struct.E., A.M.Inst.W. A_ thoroughly 
practical text-book covering every stage 
of operations in the erection of con- 
structional steelwork for buildings and 
bridges. The book, which is a com- 
panion volume to Constructional Steel- 
work Shop Practice, and supplementary 
to it, deals with survey; planning and 
organization of work on the site; costing 
and estimating; tools and tackle, and how 
to use them; riveting, welding and flame- 
cutting. A chapter is also included on 
Building Regulations. 15s net from all 
booksellers. By post 16s Id from Iliffe 
& Sons Ltd., Dorset House, Stamford 
Street, London, S.E.1. 


CLASSIFIED ADVERTISEMENTS 
Use this Form for your Sales and Wants 


To “The Architect and Building News” 

Dorset House, Stamford Street, London, S.E./. 
PLEASE INSERT THE ADVERTISEMENT INDICATED ON FORM BELOW 
1/9 PER LINE—MINIMUM 3 6. 


@ RATE: 
AVERAGE LINE 6 WORDS. 
SITUATIONS WANTED. 


in advertisement. 


details. 


@ SEMI-DISPLAY—25/- PER INCH—MIN. HALF INCH. 
@ BOX NUMBERS add 2 words Plus | - 
@ PRESS DAY—Ist POST MONDAY. 

Cheques, etc., payable to Iliffe & Sons Ltd., and crossed & Co. 
@ See first page of miscellaneous section for further 


NAME 


Special rate 6d. PER LINE—MINIMUM | 6 
Name and address to be included in charge if used 


ADDRESS 


Classified Advertisement Department, 
Waterloo 3333 
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THE ALLIED GROUP 


for LAMINATES FIBREGLASS FABRICATING 


THE ALLIED 
MFG. Co. Ltd. 


The country’s largest distribu- 
tors of Laminated Plastics, Self- 
adhesives and plastic products. 


Send today for comprehensive 


SARENA 
SINKS Ltd. 


Everything in fibregiass sink 
tops, baths, wash basins, wheel- 
barrows, water cisterns, back- 
wash basins, fashion display man- 
nequins, etc... and we welcome 
further production or contract 


JOSEPH PANELS Ltd. 


High-grade fabrication, bonding 
and shaping of bar, table and 
counter tops, etc., in Laminated 
Plastics. Any quantity from a 
single unit to several thousands 

. and we have a capacity to 
accept additional contract or 


( 


— 


Trade Price List for 1960/6! enquiries. production work ! 


THE ALLIED GROUP 


SARENA HOUSE, ISLINGTON PARK STREET, LONDON, N.1 
(Telephone: CANonbury 3333 — 20 lines) 


Write, Phone 


SOMETHING BETTER ....? 


A POLISHED HARDWOOD HANDRAIL 
and MIDRAIL — to enhance 
your staircase .... ? 


CONTROLLED 
VENTILATION 


Cc 
. . . . Consult the Specialists 
GLASS LOUVRE 
| VENTILATORS F. J. LEWIS LTD 
s s 
H. W. & has. HANDRAIL HOUSE 
3/5 PLYMPTON S ° 
CHURCH STREET. N.W.8 65 Maygrove Road, Kilburn 
Telephone: PAD 4219 London N.W.6 
WRITE FOR IREE COPY OF DESCRIPTIVE AND FULLY ILLUSTRATED Maida Vale 0871/5 
CATALOGUE OF COOPER'S GLASS VENTILATORS 
Official Notices, Tenders, Auctions, Lega! and Miscellaneous Appointments on pages 67 to 71! 
Adamite Co. Lid., The 33 Decorations Enterprise Ltd. s9 Jablo Plastics Industries Ltd. 6s Sanders, Wm., & Co. (Wednes- 
Acrialite Lid 65 Dennison Kett & Co. Lid. . sy Janitor Boilers Lid vr 13 bury) Ltd. 43 
Airscrew Co., & Jicwood Lid. 28 Seaboard Lumber Sales Co. Ltd. 19 
Aidam E. Hill & Co 37 Empire Stone Co. Lid i2 Laconite Ltd ; sO Sealocrete Products Lid... . $1 
Allied Group, The 72 Engert & Rolfe Lid. 9 72 Semeton Led. 
Amey’s Asphalt Co. Lid... ne English Joinery Manufacturers Libraco Ltd 61 Shanks & Co. Lid.... 27 
Anderston Clyde Engineers Lid 62 Assn 29 London Electric Firm Lid 22 Shutter Contractors Ltd 62 
Alas Lighting Lid. 358 Esavian Lid SO Lytag Ltd. ; ss Steel Radiators Lid. i4 
Expanded Metal Co. Ltd., The 4s Stonhard Co. Ltd. .. $2 
Batley, E.. Ltd Marley Tile Co Lid., The OBC Swiftplan Ltd. ....... 1? 
Belirock Gypsum Industries Lid. 64 joor Treatments Lid 10 Mellowes & Co. Lid 20 
Blackwell Wyckham Lid. sg French, Thomas, & Sons Lid Merchant Adventurers Ltd... 45 Tabula Chalkboards Ltd 66 
Seles Co Lid General Electric Co. Ltd., The. 21 National Coal Board, The ... 30/31 
British Ceramic Tile Council 2s Newman, Wm., & Sons Ltd. Teleflex Products Ltd. ... 36 
. British Columbia Lumber Manu- poomass Wall & Co. Lid Northern Polytechnic 59 Thermacoust Ltd. 63 
; Goslett, A., & Co. Lid 46 Novoboard (U.K.) Ltd. 40 «3 
facturers’ Assn WwW G Thermalite Y tong Lid 
Broughton Moor Green Slate srecon Systems Ltd se Nuralite Lid 49 Thornborough Say Lid ee 
5 : 66 
Quarries Ltd... . 44, 38 Harris & Sheldon (Electrica!) Odoni, A. A., & Co. Lid... . 62 Tome 
Ltd 38 Tyrol Sales Ltd. ... 42 
Caider Group of Companies 16 Hill, Aldam E., & Co. Lid 37 Paint Fabrication Ltd. IBC P 
2 Claughton Bros. Lid 64 Hills, F., & Sons Lid. 47 Panther Ceilings Ltd. P a0 ‘ 
Coliman, A., & Co. Lid. . 61 Holoplast Ltd 26 Permanite Ltd ; 84 Ventor Terrazzo & Mosaic Co. 
Cooper, H. W., & Co. Lid.... 72 Hotchkiss Engineers Lid s9 Pilkington Bros. Lid 3 Ltd. “alr 6! 
Cozens Ventilators Lid $9 Hy-Rib Division, Truscon Lid sy Pochins (Manchester) Ltd. 42 
Crapper, T., & Co. Lid $9 Protim Lid 4 Weatherfoil Lid 18 
Crittall Manufacturing Co. Lid.., ideal Boilers & Radiators Lid West's Piling & Construction 
The s Imperial Chemical Industrie Ramset Fasteners Lid 56 Co. Lid. 44 
Cuprinol Lid 63 Lid. 11, 41 Richardson & Starling Lid... . $, Williamson, J., & Son Ltd 2 
Vrinted in Great Britain for the publishers, AND House, London, ~.b.1, by THE CHAPEL RIVER Press, Andover, Hants 
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FIRST FOLD HERE 


THE ARCHITECT & BUILDING NEWS 
READERS’ INFORMATION SERVICE 


Catalogues and further information relating 
to manufacturers’ products mentioned in the 
editorial columns or advertised in this issue 
will be forwarded if you fill in the sheet 
overleaf, fold, and post this prepaid form. 


FOLD HERE 
No postage 
Postage | Stamp 
will be many 
ted in 
paid by | Great Britain 
Licensee 
“Northern Ireland 
_ BUSINESS REPLY FOLDER | 
Licence No. SE 59] 
ILIFFE & SONS LTD., 
THE ARCHITECT & BUILDING NEWS 
Readers’ Information Service, 
DORSET HOUSE, 
STAMFORD STREET, 
LONDON, S.E.!. 
FOLD HERE 


HAVE YOU FILLED IN YOUR 
NAME AND ADDRESS? 


TUCK IN THIS END 
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THE ARCHITECT & BUILDING NEWS 
INFORMATION SERVICE 


READERS’ 


ADVERTISED PRODUCTS 


Below is an alphabetical list of advertisers in this issue. 


catalogues or further information by a circle round the page number. hi 
Adamute Co. Lid., The 33 Decorations Enterprise Lid SY Jablo Plastics Industries Lid. 65 Sanders, Wm., & Co. (Wednes- 8 
Aerialite Lid : 65 Dennison Kett & Co. Lid 5 Janitor Boilers Ltd 13 | 43 t 
Airscrew Co., & Jicwood Lid 28 Seaboard Lumber Sales Co. Lid 19 
Aidam E. Hill & Co 37 Empire Stone Co. Lid 2 Laconite Ltd SO Sealocrete Products Ltd. 51 t 
Allied Group, The 72 Engert & Rolfe Lid 9 Lewis, F. J., Ltd 72 Semtex Lid. ‘ 1 
Amey’s Asphalt Co. Lid 64 English Joinery Manufacturers Libraco Ltd 61 Shanks & Co. Ltd. 27 t 
Anderston Clyde Engineers Lid 62 Assn 29 London Electric Firm Lid 22 = Shutter Contractors Ltd. 62 
Atlas Lighting Ltd. 35 Esavian Lid sO Lytag Ltd $§ Steel Radiators Lid. : i4 t 
Expanded Metal Co. Lid., The 48 Stonhard Co. Ltd. $2 P 
loor Treatments Lid 10 Mellowes & Co. Ltd 20 
cow nee dey pega Ltd 4 French, Thomas, & Sons Lid 24 Merchant Adventurers Lid.. 45 Tabula Chalkboards Ltd. 66 2 
— ied General Electric Co. Lid., The 21 National Coal Board, The 30/31 qe 
British Ceramic Tile Council 4 Gerrard, J., & Sons Lid 25 Newman, Wm., & Sons Lid IFC Teleflex Products Lid. ... 6 <> 
British Columbia Lumber Manu- Goodlass Wall & Co. Lid 5 Northern Polytechnic $9 Thermacoust Ltd 63 3$ 
facturers’ Assn Goslett, A., & Co. Lid 46 Novoboard (U.K.) Ltd 40° Thermalite Ytong Ltd... . 53 
Broughton Mcor Green Slate Grecon Systems Lid 32 Nuralite Lid 49 Thornborough & Son Ltd. 7 it 
> 
Harris & Sheldon (Electrical) Odoni, A. A., & Co. Ltd. it 
Ltd. +4 . Tyrol Sales Lid. . 42 $2 
Calder Group of Companies 16 Hill, Aldam E., & Co. Lid 3 Paint Fabrication Ltd IBC it 
Claughton Bros. Lid 64 Hills, F., & Sons Lid 47 Panther Ceilings Lid 40 : ZN 
Coltman, A., & Co. Ltd. . 61 Holoplast Ltd 26 Permanite Ltd s4  Ventor Terrazzo & Mosaic Co 
Cooper, H. W., & Co. Ltd 72 Hotchkiss Engineers Lid s9 Pilkington Bros. Lid 3 itd... . 61 S$ 
Cozens Ventilators Lid.. s9 Hy-Rib Division, Truscon Lid s9 Pochins (Manchester) Ltd. 42 at 
Crapper, T., & Co. Ltd s9 Protim Lid «4 Weatherfoil Lid. . 18 : 
Crittall! Manufacturing Co. Lid_., Ideal Boilers & Radiators Lid 23 West's Piling & Construction u 
The 8 Imperial Chemical Industries Ramset Fasteners Lid 56 Co. Ltd. : 44 
Cuprino! Ltd. . 63 Ltd. 11, 41 Richardson & Starling Ltd 59 Williamson, J., & Son Ltd. ... 2 7 
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SLIDEX 


| SOLID PAINT DECOR 


ONE OF THE FEW REVOLUTIONARY 
INVENTIONS FOR THE SIMPLIFICATION OF 
INTERIOR DECORATING IS INTRODUCED 
UNDER THE REGISTERED NAME OF SLIDEX * 


SLIDEX enables the application of attractive designs in 
real paint to be perfected with the utmost simplicity. The 
fantastic notion of striped paint for barbers’ poles, or spotted 
paint for rocking horses, has become a reality. SLIDEX 
designs, however, are far more exciting than mere stripes or 
polka-dots. 
Demonstrations are being arranged in main industrial 
centres. Please send for details of the date for your area. 


TRADE ENQUIRIES SHOULD BE SENT TO 
Paint Fabrications Limited, 
Lonsdale Hall, Lonsdale Road, Dorking, Surrey. 
Tel.: Dorking 2666/2344/2788. 


* SLIDEX 


was previously advertised in this periodical under the name 
of ‘Duradec’, but this latter name is now discontinued and 
all our prefabricated solid paint products will be sold under 
the registered name of SLIDEX. 
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NEW DESIGN POSSIBILITIES 


for public buildings, offices and institutions 


MARLEYMURA the 12’x 6” vinvt wall tile 


In new buildings and the reconstruction of old, Marleymura tiles make an 


outstanding practical contribution to functional wall decoration 


MARLEYMURA tile sizes still maintaining an equal #” framed spacing 
The actual dimension of each tile is 12” x 52” between tiles. Five pastel colours and black, 
which permits any design to be used while gauge jointed in white. 


MARLEY - SEVENOAKS - KENT ~- Sevenoaks 55255 - london Showrooms - 251 Tottenham Court Road - W1 
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